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THIS DRAWING IS COPYRIGHT OF STUDIO MUTT LTD.
DO NOT SCALE FROM THIS DRAWING. STUDIO MUTT LIMITED TAKES NO 
RESPONSIBILITY FOR ANY DIMENSIONS OBTAINED BY MEASURING OR 
SCALING FROM THIS DRAWING AND NO RELIANCE MAY BE PLACED ON 
SUCH DIMENSIONS. 

THE SIZING OF ALL STRUCTURAL & SERVICE ELEMENTS MUST BE 
CHECKED AGAINST THE RELEVANT ENGINEERS' DRAWINGS. ANY 
OMISSIONS OR DISCREPANCIES BETWEEN DRAWING INFORMATION 
SHOULD BE BROUGHT TO THE ATTENTION OF THE CONTRACT 
ADMINISTRATOR. 

CDM REGISTER: FLAGGED H&S ISSUES RELATING TO CONSTRUCTION 
(DESIGN AND MANAGEMENT) TO BE ADDRESSED DURING DESIGN 
DEVELOPMENT. TO BE READ IN CONJUNCTION WITH DESIGN RISK 
REGISTER AND RESIDUAL RISK REGISTER.

ALL DRAWINGS TO BE READ IN CONJUNCTION WITH RELEVANT 
SPECIFICATIONS AND RELEVANT CONSULTANT REPORTS / INFORMATION.

FOR CDP PACKAGES DRAWINGS REPRESENT DESIGN INTENT ONLY. 
DETAILED DESIGN RESPONSIBILITY LIES WITH SPECIALIST 
SUB-CONTRACTOR. FOR EXTENT OF CDP PACKAGES REFER TO 
SPECIFICATIONS.

LANDSCAPE ELEMENTS SHOWN INDICATIVELY. PLEASE REFER TO 
LANDSCAPE ARCHITECTS INFORMATION.

ALL INTERNAL LAYOUTS ARE INDICATIVE ONLY. ALL THE FURNITURE 
SHOWN IS FOR ILLUSTRATION ONLY. 

SURROUNDINGS AND COORDINATES BASED ON TOPOGRAPHICAL 
SURVEY 'XXXX XXXXX’ BY XXXXXXXX.
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MATERIAL KEY

PANEL/ CONSOLE BUILD IN BLACK 
VALCHROMAT, LACQUER FINISH 
SPEC REF: K13/110, M60/17

ALL FIXINGS AND FRAMES 
BEAD BLASTED METAL
SPEC REF: P20/25

EDGE BANDING/FRAME 
MIRROR POLISHED STEEL
SPEC REF: K13/30
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PANEL FIXING DETAILS
OVER BALUSTRADE
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nInternal fixing to allow for
vertical and horizontal

adjustment
Screw adjusted compression 
fitting with suitable neoprene or 
similar cushion.

Below deck power/data feed 
strategy and location to be co 
ordinated with base build works 
and SMG technical team as 
required. 

Internal fixings accessed
through front panel. Removal to

allow for future
adjustment/re-positioning

Cobble power/data feed

Formed bent metal strap in 
bead blasted finish.

NOTE: Internal design of 
panel varies per type. Strap 
fixing to adjust accordingly.

as required for adjustability

50

50

adjustable

DETAIL SECTION - ON COBBLES DETAIL SECTION - ON DECKING DETAIL PLAN


	161-MUTT-650-DET-PANEL FIXING DETAILS - OVER BALUSTRADE
	Viewport-20
	Viewport-21
	Viewport-24


