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Existing timber balustrades to be retained 
and refurbished where possible. TBC by 
Approved Inspector. Stripped, primed and 
re-painted (Dulux Trade - Colour: Noble 
Grey, Reference: 30BB 10/019, Finish: 
Satinwood as NBS Clauses M60/150 & 
M60/150A)

Existing stairs to be refurbished and made 
good. Staircase treads and risers to be 
painted dark grey (Dulux Trade - Colour: 
Noble Grey, Reference: 30BB 10/019, 
Finish: Satinwood as NBS Clauses 
M60/150 & M60/150A)

Existing 70mm thick timber floorboards to 
be made good as required. 

Existing steel column and timber beams  to 
be painted with intumescent coating to 
achieve a fire rating of 60 minutes.
NCS colour references to reinstate the 
original colours. 

Floor Type 04. Infill Acoustic Floor
- Floor finish varies depending on location
- 22mm Standard Flooring grade Chipboard 
T&G panels stop start at party wall 
- 22mm Standard Flooring grade Chipboard 
T&G  panels 
- min150 mm cavity containing new timber 
beam - thickness TBC
- 50mm Rockwool Slab 60kg/m3

- 2 x 12.5mm Knauf Fire Panels
- 70 mm New timber floorboards

Floor Type 01. Typical Acoustic Floor
- Floor finish varies depending on location
- 22mm Standard Flooring grade Chipboard 
T&G panels stop start at party wall 
- 22mm Standard Flooring grade Chipboard 
T&G  panels 
- min150 mm cavity containing new timber 
beam - thickness TBC
- 50mm Rockwool Slab 60kg/m3

- 2 x 12.5mm Knauf Fire Panels
- 70 mm Existing timber floorboards

New Staircase fron Upper Ground Floor to 
Lower Ground Floor.

Access to be discussed further between 
HFR/Safer Sphere/RWHBO.
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Existing timber balustrades to be retained 
and refurbished where possible. TBC by 
Approved Inspector. Stripped, primed and 
re-painted (Dulux Trade - Colour: Noble 
Grey, Reference: 30BB 10/019, Finish: 
Satinwood as NBS Clauses M60/150 & 
M60/150A)

Existing stairs to be refurbished and made 
good. Staircase treads and risers to be 
painted dark grey (Dulux Trade - Colour: 
Noble Grey, Reference: 30BB 10/019, 
Finish: Satinwood as NBS Clauses 
M60/150 & M60/150A)

Existing 70mm thick timber floorboards to 
be made good as required. 

Existing steel column and timber beams  to 
be painted with intumescent coating to 
achieve a fire rating of 60 minutes.
NCS colour references to reinstate the 
original colours. 

Floor Type 04. Infill Acoustic Floor
- Floor finish varies depending on location
- 22mm Standard Flooring grade Chipboard 
T&G panels stop start at party wall 
- 22mm Standard Flooring grade Chipboard 
T&G  panels 
- min150 mm cavity containing new timber 
beam - thickness TBC
- 50mm Rockwool Slab 60kg/m3

- 2 x 12.5mm Knauf Fire Panels
- 70 mm New timber floorboards

Floor Type 01. Typical Acoustic Floor
- Floor finish varies depending on location
- 22mm Standard Flooring grade Chipboard 
T&G panels stop start at party wall 
- 22mm Standard Flooring grade Chipboard 
T&G  panels 
- min150 mm cavity containing new timber 
beam - thickness TBC
- 50mm Rockwool Slab 60kg/m3

- 2 x 12.5mm Knauf Fire Panels
- 70 mm Existing timber floorboards

New Staircase fron Upper Ground Floor to 
Lower Ground Floor.
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This drawing is the property of Fletcher-Rae (UK) Limited and copyright is 
reserved by them.  The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of 
Fletcher-Rae (UK) Limited.

The originator shall have no responsibility for any liability, loss, cost, damage 
or expense arising from or relating to any use of this document other than for 
its intended purpose on this project. 

This drawing shall be read in conjunction with all other relevant drawings, 
specifications and associated documentation. Any discrepancies, errors or 
omissions are to be reported to the originator before proceeding with work. 

All dimensions are to be checked on site by the contractor prior to proceeding 
with any work. This drawing shall not be scaled to ascertain any dimensions 
Work to figured dimensions only.

DISCLAIMER
When this drawing is issued in CAD, it is an uncontrolled version issued for 
information only, to enable the recipient to prepare their own documents/ 
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY
Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.

Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation 
of any information held in the drawing resulting from the translation from the 
original file format to any other file format or from the recipients reading of it 
in any other programme.
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