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GENERAL NOTES

• This drawing is provided to exhibit design intent only
• Shop drawings supplied by the manufacturer and approved by Wayfinding Consultant and 

Client are to provide the final specification document for this sign. Shop drawings to indicate 
fabrication and fastening methods approved by a qualified engineer. Alternative construction 
that does not change the intended appearance of sign will be considered but will require full 
client approval.

• All sign content shown is for visualisation purposes only. All final content will be unique to its 
location, approved artwork will be supplied to manufacturer by Wayfinding Consultant.

• All dimensions are in millimetres - do not scale from this drawing.
• Manufacturer to ensure stability and build ability aspects suitable to local ground conditions 

and wall structures.

RENOLD BUILDING

Design Intent Drawing: DID_IDM_EXT-ST-00
Sign Type: EXT-ST-00 - High Level Building Identifier - Halo Illuminated
Scale: 1:20 @ A2 - DNS from this drawing

Quantity: x1
Location: North Elevation

Requires a 3 core power supply with a means of isolation, to place transformers through the wall facade, feed locations TBC
Manufacturer to confirm requirements for power and detailed fixing method to building facade.

EXT-ST-00
5m x 5m built-up lettering and logo with 50mm return depth, with opal acrylic backer and to incorporate LEDs for back-lit 
illumination.
Mounted using stand-off rods to give halo effect.

4mm opal makrolon SUNKEN backtrays fitted on half bracket fixings with rear spacers, internal halo WHITE 12v LED illumination, 
4854mm x 4854mm with 50mm deep returns, Built-up flat faced 0.9mm descaled s/s letters coated one std RAL colour, 4mm 
opal makrolon SUNKEN backtrays fitted on half bracket fixings (M4 pan head screws) with rear spacers, internal halo WHITE 12v 
LED illumination, 618mm high 'R'

Hilti HUS6 - H6 Concrete screw anchor fixing

Not to exceed 500 Cdm² - Suggested 200-300 Cdm² - Suggest dimmer to be added to lower the illumination as required.
Daylight white 4000k

SIDE ELEVATIONFRONT ELEVATION

46.5m12m

Built up 3D lettering and brand 
mark, powdercoated black with 
50mm returns to house LED lighting 
and opal acrylic backer to diffuse 
LED lights.

Building facade

Mounted to building facade using 
stand-off rods to give halo effect. 
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GENERAL NOTES

• This drawing is provided to exhibit design intent only
• Shop drawings supplied by the manufacturer and approved by Wayfinding Consultant and 

Client are to provide the final specification document for this sign. Shop drawings to indicate 
fabrication and fastening methods approved by a qualified engineer. Alternative construction 
that does not change the intended appearance of sign will be considered but will require full 
client approval.

• All sign content shown is for visualisation purposes only. All final content will be unique to its 
location, approved artwork will be supplied to manufacturer by Wayfinding Consultant.

• All dimensions are in millimetres - do not scale from this drawing.
• Manufacturer to ensure stability and build ability aspects suitable to local ground conditions 

and wall structures.

RENOLD BUILDING

Design Intent Drawing: DID_IDM_EXT-ST-01
Sign Type: EXT-ST-02b - Mid Level Building Graphic
Scale: 1:50 @ A2 - DNS from this drawing

Quantity: x1
Location: South Elevation

EXT-ST-01

Painted application to building facade. 
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GENERAL NOTES

• This drawing is provided to exhibit design intent only
• Shop drawings supplied by the manufacturer and approved by Wayfinding Consultant and 

Client are to provide the final specification document for this sign. Shop drawings to indicate 
fabrication and fastening methods approved by a qualified engineer. Alternative construction 
that does not change the intended appearance of sign will be considered but will require full 
client approval.

• All sign content shown is for visualisation purposes only. All final content will be unique to its 
location, approved artwork will be supplied to manufacturer by Wayfinding Consultant.

• All dimensions are in millimetres - do not scale from this drawing.
• Manufacturer to ensure stability and build ability aspects suitable to local ground conditions 

and wall structures.

RENOLD BUILDING

Design Intent Drawing: DID_IDM_EXT-ST-02b-NF
Sign Type: EXT-ST-02b - Mid Level Building Identifier (North Facade)
Scale: 1:50 @ A2 - DNS from this drawing

Quantity: x1
Location: North, west, east Elevations

Requires power source - Manufacturer to confirm requirements for 
power and detailed fixing method to building facade.

EXT-ST-02b - North Facade

Folded 2mm aluminium panel 12,250mm + 5000mm + 12,250mm x 
500mm x 30mm deep returns LANDSCAPE (in 12 sections, including 
2no mitred corners) coated one std RAL colour with top & bottom fixing 
rails, Panel mounted built-up flat faced 0.9mm descaled s/s letters 
coated one std RAL colour with rear stud fixings, 265mm high with 
30mm deep returns.

Built-up flat faced 0.9mm descaled s/s letters coated one std RAL colour 
with rear stud fixings, 265mm high with 30mm deep returns.

SIDE ELEVATIONSFRONT ELEVATION

PLAN VIEW
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Powdercoated tray design wrap
around existing canopy. 
manufacturer to advise return depth.
Suggest 20-30mm

Powdercoated tray design wrap
around existing canopy. 

3D lettering fixed to face 
of canopy tray facade.
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GENERAL NOTES

• This drawing is provided to exhibit design intent only
• Shop drawings supplied by the manufacturer and approved by Wayfinding Consultant and 

Client are to provide the final specification document for this sign. Shop drawings to indicate 
fabrication and fastening methods approved by a qualified engineer. Alternative construction 
that does not change the intended appearance of sign will be considered but will require full 
client approval.

• All sign content shown is for visualisation purposes only. All final content will be unique to its 
location, approved artwork will be supplied to manufacturer by Wayfinding Consultant.

• All dimensions are in millimetres - do not scale from this drawing.
• Manufacturer to ensure stability and build ability aspects suitable to local ground conditions 

and wall structures.

RENOLD BUILDING

Design Intent Drawing: DID_IDM_EXT-ST-02b-SF
Sign Type: EXT-ST-02b - Mid Level Building Identifier (South Facade)
Scale: 1:50 @ A2 - DNS from this drawing

Quantity: x1
Location: South, west, east Elevations

Manufacturer to confirm requirements for detailed fixing method to 
building facade.

EXT-ST-02b - South Facade

Folded 2mm aluminium panel 12,250mm + 5000mm + 12,250mm x 
500mm x 30mm deep returns LANDSCAPE (in 12 sections, including 
2no mitred corners) coated one std RAL colour with top & bottom fixing 
rails, Panel mounted built-up flat faced 0.9mm descaled s/s letters 
coated one std RAL colour with rear stud fixings, 265mm high with 
30mm deep returns.

Built-up flat faced 0.9mm descaled s/s letters coated one std RAL colour 
with rear stud fixings, 265mm high with 30mm deep returns.
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Powdercoated tray design wrap
around existing canopy. 
manufacturer to advise return depth.
Suggest 20-30mm

Powdercoated tray design wrap
around existing canopy. 

3D lettering fixed to face 
of canopy tray facade.
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