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NOTES:

THE CONTRACTOR IS RESPONSIBLE FOR CHECKING DIMENSIONS,
TOLERANCES AND REFERENCES. ANY DISCREPANCIES ARE TO BE
VERIFIED WITH THE ARCHITECT BEFORE PROCEEDING WITH THE
WORKS ON SITE OR OFF SITE FABRICATION

WHERE AN ITEM OR DETAIL IS COVERED OR DESCRIBED ON DRAWINGS
OF DIFFERENT SCALES THE LARGER SCALE DRAWING IS TO BE
WORKED TO.

DO NOT SCALE FROM THIS DRAWING. FIGURED DIMENSIONS TO BE
WORKED TO IN ALL CASES.

THIS IS A COPYRIGHT (C) DRAWING AND IS NOT TO BE REPRODUCED
WITHOUT THE WRITTEN PERMISSION OF THE ARCHITECT

LEGEND
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NOTE 1:

* DRAWINGS TO BE READ IN ACCORDANCE WITH THE HERITAGE, PLANNING AND
DESIGN AND ACCESS STATEMENTS.

o WORKS SUBJECT TO THE LANDLORD'S APPROVAL.

© EXISTING CORBELS TO BE RETAINED AND RESTORED

o EXISTING COLUMNS TO BE RETAINED AND RESTORED.

NOTE 2:

REFER TO DRAWING 1357.P.2.299 AND DESIGN AND ACCESS STATEMENT FOR FINISHES
NOTE 3:

THE HIGHLIGHT STRUCTURAL ELEMENTS RELATE TO THE STRUCTURAL WORKS
REQUIRED FOR THE REMOVAL OF THE HIGH LEVEL CONCRETE SLAB FOUND FOUND
DURING THE OPENING UP WORKS. PLEASE REFER TO STRUCTURAL ENGINEER
DRAWINGS FOR DETAIL ON THE HIGH LEVEL STRUCTURE.

THE STRUCTURAL WORKS WILL PROVIDE AN OPEN PLAN AS PER THE ORIGINAL
SCHEME, PLEASE REFER TO DESIGN AND ACCESS STATEMENT FOR DETAIL.
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JOB NUMBER: 1357
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