"z
0 77

| P A
TIMBER BEAMS IN BASEMENT AREA UNTREATED/ UNFINISHED READY
| FOR INTUMESCENTING WITHOUT ANY CLEANING WORKS REQUIRED
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CELANING WORKS ALL DONE AT THIS LEVELZ
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CLEANING - LOWER GROUND FLOOR CEILING PLAN.
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1ST CLEANING - FIRST FLOOR CEILING PLAN.

CLEANING - THIRD FLOOR CEILING PLAN.
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CLEANING - UPPER GROUND FLOOR CEILING PLAN.
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CLEANING WORKS LEGEND

PLAN
e @a» [Exposed brickwork to be cleaned
Eposed brickwork to basement to be cleaned in

preparation to receive new tanking system.
Loose debris and paint to be removed.

,.\ Columns to be cleaned to remove all paint

Concrete columns to be soft cleaned to
receive tanking.

ELEVATIONS

Painted or charred lintels to be cleaned.
Painted timber planks joists to be cleaned.
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- Exposed brickwork to be cleaned

Exposed brickwork to be cleaned to
receive new tanking system. Loose
debris and paint to be removed.

CEILINGS

Timber beams to be cleaned

-~ — ]
E / 5 a Timer floorboard soffit to be cleaned.

Basement exposed brick vaults to be
cleaned to receive tanking system. Loose
debris and paint to be removed.

m Lath & Plaster element to be protected and left
undisturbed. Excluded from cleaning works

Cornicing to be protected and left
undisturbed. Excluded from cleaning works.

@® = @ Columns, collars and metal stitching plates
to be cleaned tor emove paint.

G Steel elements to be cleaned to receive
intumenscent coating.

ALL

C Cleaning work completed

CP Element cleaned and painted
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CLEANING - SECOND FLOOR CEILING PLAN.

CLEANING - FOURTH FLOOR CEILING PLAN.
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