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PROPOSED  NEW VERTICAL EXTRACT 
DUCT APPROX 450 - 550MM DIAM AT 
HIGH CEILING LEVEL - TO BE FITTED 
WITH DUAL SILENCER TO REDUCE 
NOISE OMITTED FROM MOTOR FAN

12
26

1226 SLU is a circular straight silencer 
Nominal insulation thicknesses 
are 100 mm.Tested according to 
ISO 7235 standard. 

CONTRA ROTATING CASED 
AXIAL FANS - All the motors are 
IP65, Class F insulation (1), 
equipped with thermal 
protection.
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This drawing is to be read in conjunction with all related drawings. All dimensions must 
be checked and verified on site before commencing any work or producing shop 
drawings. The originator should be notified immediately of any discrepancy.
This drawing is copyright and remains the property of NK Architectural.
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GENERAL NOTES

THE CONTRACTOR IS ADVISED TO VISIT THE 
SITE PRIOR TO  ALL LOCAL CONDITIONS & 
RESTRICTIONS LIKELY TO AFFECT THE 
EXECUTION OF THE WORKS. NO CLAIMS 
ARISING FROM FAILURE TO DO SO WILL BE 
CONSIDERED.

THIS DRAWING IS TO BE READ IN 
CONJUNCTION WITH ALL OTHER DRAWINGS, 
SCHEDULES & SPECIFICATIONS RELATING TO 
THE PROJECT AND
ANY DISCREPANCIES NOTIFIED TO THE 
CONTRACT ADMINISTRATOR
IMMEDIATELY. 

THE CONTRACTOR IS TO CHECK ALL 
DIMENSIONS ON SITE PRIOR TO COMMENCING 
WORKS OR ORDERING ANY MATERIALS. DO 
NOT SCALE OFF DRAWINGS..

ALL WORKMANSHIP AND MATERIALS TO 
COMPLY WITH BUILDING 
REGULATIONS,BRITISH STANDARDS,CODES OF 
PRACTICE, MANUFACTURERS
INSTRUCTIONS,AGREMENT CERTIFICATES 
ETC.ALL MATERIALS SHALL BE SUITABLE FOR 
PURPOSE.

THE CONTRACTOR IS TO MAKE GOOD ALL 

THE CONTRACTOR TO CHECK AND 
VERIFY ALL BUILDING AND SITE 
DIMENSIONS, LEVELS AND SEWER 
INVERT LEVELS AT CONECTION POINTS 
BEFOIRE WORK COMMENCES.
THIS DRAWING MUST BE READ WITH 
AND CHECKED AGAINST ANY 
STRUCTURAL OR SPECIALIST 
DRAWINGS PROVIDED.
THE CONRACTOR IS TO COMPLY IN ALL 
ASPECTS WITH THE CURRENT 
BUILDING REGULATIONS WHETHER OT 
NOT SPECIFICALLY STATED ON THESE 
DRAWINGS
NO DIMENSIONS ARE TO BE SCALED 
FROM THIS DRAWING, ALL DIMENSION 
TO BE CHECKED BEFORE WORK 
COMMENCES AND ANY DISCREPANCY 
TO BE REPORTED TO CLIENT.
ALL WORKS TO COMPLY WITH THE 
WORKMANSHIP CLAUSES IN BS8000 
SERIES AND TO BE IN FULL 
COMPLIANCE WITH BUILDING 
REGULATIONS.
CONTRACTOR IS TO NOTIFY BUILDING 
CONTROL AT THE APPROPRIATE 
STAGES IN CONSTRUCTION - 
NECESSARY FOR THEM TO DETERMINE 
THE WORKS STATUTORY COMPLIANCE.

WORKS DISTURBED.

THE CONTRACTOR TO COMPLY WITH CDM 
REGULATIONS AND HEALTH AND SAFETY 
REQUIREMENTS WHERE APPROPRIATE.
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