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SITE COMMENTS 1. SETTING OUT SHALL BE UNDERTAKEN USING ONLY THE INFORMATION GIVEN. DISTANCES SHOULD NOT BE
SCALED FROM THIS DRAWING.
2. ALL SEWERS SHALL BE CONSTRUCTED IN ACCORDANCE WITH DESIGN CONSTRUCTION GUIDANCE AND
sAESéSng?HTEﬁ/T\ @gg&ﬂgg'ﬁg&?@g& UNITED UTILITIES DETAILS & GUIDELINES.
D1 EXISTING GRASS PLAY, HARD PLAY, NURSERY AND CARETAKERS PROPERTY NORTH OF THE SITE TO REMAIN AND CONTINUE
AREAS TO REMAIN. EXISTING DRAINAGE TO REMAIN IN PLACE TO AVOID THE TO DISCHARGE AS PER THE EXISTING SCENARIO. 3. THE MINIMUM GRAVITY PIPE DIAMETER UNDER ADOPTABLE HIGHWAYS SHALL BE 150mm.
NEED FOR ANY NEW DRAINAGE OR WORKS IN THESE AREAS. 4. ITIS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY ALL INFORMATION GIVEN WITH REGARDS TO
SHALL INCLUDE FOR HAND DIG AROUND SERVICES WHERE NECESSARY. THE CONTRACTOR SHALL
TO ACCOMMODATE VOLUME REQUIRED BY DCG SW15 OVERFLOW WITH NON-RETURN VALVE IN LOWER P :
D2 ALL EXISTING DRAINAGE TO BE ABANDONED THAT CURRENTLY SERVES THE TO ALLOW FOR EMERGENCY MAINTENACE OF 12000 PIPE, TO ALLOW FOR HIGH LEVEL OVERFLOW ADHERE TO THE CDM REGULATIONS AT ALL TIMES.
EXISTING SCHOOL IS TO REMAIN IN PLACE UNTIL THE NEW SCHOOL D1 THE SURFACE WATER PUMP. CL:28.280 SW06 INTO ADDITIONAL STORAGE TANK AS REQUIRED 2 o
BUILDING IS IN USE AND THE OLD BUILDING IS BEING DEMOLISHED. (6m x 15.6m x 0.914m DEEP) 00450 IL:25.980 12000 BY DCG. EXACT DETAILS TO BE CONFIRMED 5. THE OUTSIDES OF ALL SEWERS SHALL BE A MINIMUM OF 1.0m FROM KERB LINES AND THE OUTSIDE OF
AN (oueroee bsonroces or
TOP OF TANK LEVEL: 26.964mAOD 7 /S D1
D3  ANY PROPOSED TREES WITHIN EXISTING PUBLIC SEWER EASEMENT AREA s~ ,\\Q“\ _ 6.  EXISTING FLOWS IN WATERCOURSES, SEWERS AND LAND DRAINS SHALL BE MAINTAINED AT ALL TIMES.
TO BE RELOCATED OUTSIDE OF REQUIRED EASEMENT TO ALLOW UNITED R \
UTILITIES ACCESS FOR MAINTENANCE PURPOSES. 7. ONLY TRAINED PERSONNEL SHALL BE PERMITTED TO ENTER CONFINED SPACES.
VENT PIPE TO BE RSO\, / 8. ALL MATERIALS TO BEAR THE RELEVANT B.S. KITEMARK AND COMPLY FULLY WITH THE SPECIFICATIONS.
LOCATED ON SITE \ ALL CONCRETE & CONCRETE PRODUCTS MUST USE SULPHATE RESISTANT CEMENT (UNLESS THE SITE
gﬁDTE\ﬁliléFil\\//ﬁl\(CSH“ﬂsD#%AgE FT{'E‘LTSTE*&EI&'SX\'/’TLGY%?ME'SE\%V':\/IEE\OUTFA'—'— \ D5 INVESTIGATION REPORT PROVES THAT SULPHATE ATTACK FROM SOILS AND GROUNDWATER WILL NOT
0y RELATIVELY FLAT GRADIENT. ALLOWANCE TO BE MADE FOR REMEDIATION & OCCURTO WITHSTAND A CLASS.
WORKS TO BE UNDERTAKEN TO JET, CLEAR AND MAKE GOOD THE EXISTING E‘r’,"lgg @ 7, 9. ALL OPENING NOTICES ETC. AS REQUIRED UNDER HIGHWAYS ACTS ETC. ARE TO BE OBTAINED PRIOR TO
gngAé#lﬁEPEkggbgzg%ﬁgl;gEMC/)\lIJI\-IrSFéII_-iLOFL’JIEngil)rl\lSECNHglggE ELLJJQTAHBELFE FOR O e e mx514m DLt \, cLz83s0 YOAAA SwiT COMMENCEMENT OF WORKS. ALL WORKS ARE TO BE INSPECTED BY L.A., NHBC OR THE NETWORK
- ' s Sw16 OPERATOR AS APPLICABLE.
ALONG THE EXISTING ACCESS ROAD, TO THE SOUTH-EAST CORNER OF THE TOTAL VOLUME = 97.7m* \ "L 27180 2000 R 40
! TANK INVERT LEVEL: 26.480mAQOD . 0.
SITE WHERE THEY WOULD DISCHARGE INTO A NEW PRIVATE COMBINED TOP OF TANK LEVEL. 27 34mAOD 1105 e () A\2, ’% \\ \ fi_Lz-§87-j‘5$° L s PROPOSED PUMP STATION 10.  WHERE "ULTRA RIB" UPVC PIPES (OR SIMILAR APPROVED) ARE USED IN ADOPTABLE DRAINAGE THEY
WATER MANHOLE PRIOR TO DISCHARGING VIA GRAVITY INTO THE EXISTING s 227 oo g:g;gggg-g S @x > A\ 20 /- KIOSK DETAILS TBC. KIOSK SHALL STILL BE HANDLED AND LAID IN ACCORDANCE WITH THE SPECIFICATION AND GUIDANCE ISSUED BY
PUBLIC COMBINED WATER SEWER. CL:28.430 ’/’ CL:28.190 \ T \\7% 1500 @ O Y ’ TO BE POSITION ON SITE THE HIGH PERFORMANCE PIPE ASSOCIATION.
1L:26.450 -~ IL:26.100 Y 00"4 \ 1:70 L -~ PROPOSED DRAINAGE NETWORKS TO DISCHARGE
SL:26.150 SL:25.800 O X\ Swid 7/ SwWi8 INTO THE EXISTING PRIVATE COMBINED WATER 11 ACLASS S BED AND SURROUND MUST BE USED FOR SUCH PIPES. TRENCH BACKFILL IN HIGHWAYS TO
D5  ALL DRAINAGE PIPES WITHIN 1.5m OF ROOT PROTECTION AREAS ARE TO BE v —_ "\ 13500 ok 7 3000 SEWER VIA A SADDLE CONNECTION SUBJECT TO ' '
WRAPPED IN TERRAM ROOTGUARD NON-WOVEN GEOTEXTILE OR SIMILAR e CL28.350 \UR A CL28.340 /’ =L 21 @i DISCHAROE RATE Aer AT 220 L AL P SECTION 106 AGREEMENT. INVERT LEVEL AT THE WITHIN 1M OF HIGHWAY SHALL, AS DIRECTED BY THE HIGHWAY AUTHORITY BE A SUITABLE GRANULAR
380688 672 \ ( ) DISCHARGE RATE SET AT 23.0 Lis. ALL PUMP MATERIAL ALL IN ACCORDANCE WITH SEWERS FOR ADOPTION CL. 4.3.4
APPROVED ROOT PROTECTION WRAP IL:27.000 AN IL:25.720 »~ "‘ DETAILS TO BE CONFIRMED BY PUMP SUPPLIER PROPOSED POINT OF CONNECTION HAS BEEN R
' SL: 25 420 0 'L 21000 ' NON RETURN VALVE m INTERPOLATED AND IS TO BE CONFIRMED ON SITE.
7 o [ \2250 553 12.  SLABLEVELS SHALL NOT BE VARIED WITHOUT REFERENCE TO THE ENGINEER FOR GUIDANCE.
58] IL:24.58 = cwoz
D6 BASE OF PUMP:23.735 13500 13. ALL GULLY CONNECTIONS TO BE 150mm VITRIFIED CLAY UNLESS NOTED OTHERWISE
PERMEABLE PAVING TO AVOID OVERLAP WITH ROUTE PROTECTION AREA 0750 Wil ﬁ_,—fl CL28.810 LOCATION AND DEPTHS OF ALL EXISTING SERVICES TO
Niaeoee 31 S IL:27 585 BE IDENTIFIED AND CONFIRMED ON SITE PRIOR TO THE
FEL: 28.600 §§é“Ki°§ :gSmGSI%r :%Z STI)AglEogl'zED o & COMMENGEMENT OF ANY WORKS. ANY POTENTIAL 14, ALL MANHOLE COVERS TO BE RECESSED TO ACCEPT FINISH AS DETAILED BY LANDSCAPE ARCHITECT.
)
CL:28.500 . . A MMODATE 24 HOUR STORAGE T SW19 W CLASHES BETWEEN EXISTING SERVICES AND PROPOSED
VENT PIPE TO BE 27 450 CCOMMO OUR STORAGE TO ] DRAINAGE TO BE HIGHLIGHTED TO ENGINEER PRIOR TO 15.  SLOW REST BENDS TO BE USED IN ALL LOCATIONS MADE UP FROM 2No. 45 DEG BENDS (450mm TO INVERT
~ ALLOW FOR PUMP FAILURE/EMERGENCY ot ., O
ftim AREA OF DEEP EXCAVATION TO INSTALL PROPOSED FOUL AND SURFACE HOCATED ONSITE 7 ALL PUMP DETAILS TO BE CONFIRMED BY BREAK CHAVBER "\_) oWor THE COMMENCEMENT OF ANY WORKS. FROM FFL).
PUMP SUPPLIER. e
\£ WATER PUMPING STATIONS ) FINAL LOCATION FOR PLANTROOM—%- 6.2m x 32000 IL:27.230 (TBC éiog? 600 16.  MANHOLE POSITIONS AND ACCESS COVERS TO BE ACCURATELY SET-OUT BY LANDSCAPE ARCHITECT TO
R Cr GULLIES TBC ON SITE FOLLOWING Q i CL:28.560 DS IL:27.667 SUIT EXTERNAL FINISHES.
)& ~ : CONFIRMATION OF FALLS AND) \ N:389677.989 TOP OF TANK: 27.660 E:379665.393 £:379667.225
< PLANT ARBANGEMENT "\, 205 1L:24.960 - - 17. ALL DRAINS CAST THROUGH FOUNDATIONS TO HAVE ROCKER PIPES ON BOTH SIDES OF FOUNDATION.
,,’ \ ® (O™ 038 s F,ch Wy BASE OF TANK SUMP: 24.060
P AN \6%777 X / 75/?/?/8, BREAK CHAMBER FINAL LOCATION AND DEPTH OF PROPOSED 18. ALL POP UP POSITIONS TO BE CONFIRMED SET OUT DIMENSIONS TO BE AGREED & PROVIDED BY OTHERS.
_ oL ;g(% AN 6 14 o e 33;:231}3‘;‘ et o9 CL:28.600 BREAK CHAMBERS TO BE CONFIRMED ON SITE
Sl 126,520 i e 12000 Nasortdo o : 212 (10 e 19.  ALL FW DISCHARGE RATES TO BE CONFIRMED BY M&E DESIGNER.
//, SL:26.220 \ N:389674ﬁ / CL:28.550 E1379642.288 5 FOUL WATER RISING MAIN >>> ' - « oo
z 7 A\ Pl 1125880 ) - E oot o g — 20.  ALL SURFACE WATER COLLECTION FEATURES TO BE CONFIRMED BY THE LANDSCAPE ARCHITECT
N.:389672:93Ké%73.121/ - ' '
Rl —~— CHANGES IN DIRECTION OF 21.  STORAGE HAS BEEN PROVIDED IN A CELLULAR STORAGE TANK AND UP-SIZED MANHOLES AND PIPES.
- THE RISING MAIN ARE TO BE
W11
: /@gﬂm MARKED ON THE SURFACE S'ESF'#S 2\"§\'/’|“§ETDO|SEEBELPETV%FT'-H%VGME'EERAL 22.  EXISTING SEWER DEPTHS HAVE BEEN APPROXIMATED FROM LIMITED INFORMATION, NEW CONNECTIONS
I(Iil'_z:éaf;?go NOTES - UNTIL BREAK CHAMBERS, ALLOW TO BE CONFIRMED PRIOR TO CONSTRUCTION OF ANY DRAINAGE WORKS.
FWO07 A FOR 150MM CONCRETE ENCASEMENT TO
PPIC N BE EXTENDED AROUND THE RISING MAIN 23.  LANDSCAPE ARCHITECT TO CONFIRM GULLY AND DRAINAGE CHANNEL LOCATIONS TO LANDSCAPED
CL:28.580 LOCALLY AS IT ENTERS MH AREAS.
I1:27.200 [l \
24, FOUL NETWORK TO BE CONFIRMED FOLLOWING CONFIRMATION OF BRANCH CONNECTION POINTS FROM
BUILDING M&E DESIGNER.
D4
25.  CCTV SURVEY OF EXISTING SITE DRAINAGE REQUIRED PRIOR TO THE COMMENCEMENT OF ANY WORKS
STARTING ON SITE.
15000 26.  MINIMUM COVER TO DRAINAGE SOFFIT LEVEL & ACCESS CHAMBERS ;
CL:28.570 LANDSCAPING TRAFFICKED AREAS  HIGHWAYS
IL:26.660 & 0.600m 0.900m 1.200m
CLASS 'S' BEDDING AND SURROUND TO BE USED WHERE MINIMUM COVER IS ACHIEVED.
WHERE MINIMUM COVER IS NOT ACHIEVED CLASS 'Z' BEDDING AND SURROUND (CONCRETE ENCASEMENT) IS
TO BE USED.
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X D1 Gl 29053 ( ) PROPOSED COMBINED WATER MANHOLE
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N\ TFwot vol ol D2 ——=——  PROPOSED FOUL WATER DRAINAGE
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\\ o7 575 ~Z — — —  PROPOSED SURFACE WATER DRAINAGE
”
— — —  PROPOSED COMBINED WATER DRAINAGE
SW09 5
\ swof g 15000 ’ A.8.5.5  PROPOSED FOUL WATER RISING MAIN
15000 CL:28.470
X CL28.470 IL:26.820
L7120 A% PROPOSED SURFACE WATER RISING MAIN
\
OUTLINE OF EXISTING SCHOOL BUILDINGS TO N -AC0 o PROPOSED LINEAR DRAINAGE (ACO) CHANNEL WITH ACCESS UNIT
BE DEMOLISHED ONCE NEW BUILDING HAS \
BEEN CONSTRUCTED AND IS OPERATIONAL. \ )
\ I Y 7 O U N AR B PROPOSED THRESHOLD DRAIN
\
\ 2 .
\ & [ | PROPOSED CELLULAR ATTENUATION TANK
\ S
\ §/ \ }1' - — —  VENTPIPE
\% v
e o O R EXISTING COMBINED OUTFALL RE[—  PROPOSED AREAOF NON-INFILTRATION PERMEABLE PAVINGIPERMEABLE
/ 15000 l PIPELINES DISCHARGE INTO THE ADJACENT MACADAM WITH PERFORATED UNDERDRAIN
CL:28.550 <> Iy PUBLIC COMBINED WATER SEWERS. RG
IL:27.150 I — = PROPOSED RODDING EYE
SL:26.850
YG
?ggg; =— — —  PROPOSED ROAD GULLY
CL:28.520 YG
IL:27.040 E— — —  PROPOSED SURFACE YARD GULLY
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“————  PROPOSED FLOOR GULLY
‘ ———  EXISTING PRIVATE SURFACE WATER DRAINAGE TO REMAIN
———  EXISTING PRIVATE FOUL WATER DRAINAGE TO REMAIN
D1 D2 ———  EXISTING PRIVATE COMBINED WATER DRAINAGE TO REMAIN
. EXISTINGPRIVATE DRAINAGE TO BE ABANDONED (AFTER DEMOLITION OF EXISTING
SCHOOL BUILDING)
MINIMUM OF 400mm GRANULAR DRAINAGE
BLANKET BELOW AREAS OF PERMEABLE
SAVING OR PERMEABLE MACADAM TO — EXISTING PUBLIC (UNITED UTILITIES) COMBINED WATER DRAINAGE TO REMAIN
PROVIDE ADDITIONAL ATTENUATION STORAGE.
EXISTING UNITED UTILITIES SEWER EASEMENT (3m)
W
" ——  EXISTING BUILDING OUTLINE (TO BE DEMOLISHED ONCE NEW BUILDING IS IN USE)
ROOT PROTECTION ZONES
)__/J [ ] DEEPEXCAVATION AREA
[ | AJPAREASTOBE SLEEVED
AREA OF NON-INFILTRATION PERMEABLE PAVING —_— SITE BOUNDARY
OR PERMEABLE MACADAM WITH PERFORATED
UNDERDRAIN TO BE USED TO DRAIN ENTIRE CAR
PARK AREA. THEREFORE, PROPOSED CAR PARK
EXISTING PRIVATE DRAINAGE TO REMAIN IN PLACE AND IN USE UNTIL !
DEMOLITION OF EXISTING SCHOOL BUILDING. AFTER DEMOLITION OF B AREATO CROSSFALL TO PERMEABLE AREAS. C05 | 05.06202¢ |COMBINED MANHOLES AND FOUL PACKAGE PUMP DEPTHS REVISED WR | dom | e
EXISTING SCHOOL BUILDING PRIVATE DRAINAGE WITHIN PROPOSED CL: 28.568 UM 6503
SITE BOUNDARY CAN BE ABANDONED AND GRUBBED UP. IL:26.918 (RE L2 7es C04 24.05.2024 [CWO02 RELOCATED JIR JCM PT
IL:27.500 Co03 17.05.2024 |EXISTING DRAIN SIZE CORRECTED JCM JLS JLS
C02 10.05.2024 |FOUL PUMPING STATION BASE LEVEL LOWERED 125mm TO MATCH TT PUMPS JJR PT PT
. DESIGN OF 23.735m AND OUTFALL LOCATION UPDATED
D6 Co1 26.04.2024 [UPDATED TO SUIT PLANNING COMMENTS JIR JP PT
P05 14.03.2024 |EMERGENCY MAINTENANCE WATER TANK RELOCATED JJR PT KOB
P04 25.09.2023 [RISING MAIN CONNECTION POINT AMMENDED AS CLOUDED JJR JRS KOB
PRELIMINARY SUBJECT TO CONFIRMATION OF Py | 12072025 |RBASTAGE 4 SSUE R | R | Kos
LANDSCAPE ARCHITECTS PROPOSED SITE LEVELS | [ | zssas [mensrace sissee ws | e | os
PO1 04.04.2023 | PRELIMINARY ISSUE MG PL KOB
PROPOSED FOOTPATH AREAS TO DRAIN INTO REV DATE DESCRIPTION BY CHK APP
ADJACENT LANDSCAPING AREAS VIA EITHER FLUSH
— ADICENT LANDSCAPING AREAS Vi EITHER PRELIMINARY SUBJECT TO CONFIRMATION OF ALL | - s
. MINIMAL AREA OF FOOTPATHS COMPARED TO THE '
\ VINIMAL AREA OF FOTPATHS COPARED TO FOUL WATER POP UP AND RAINWATER DOWNPIPE CONSTRUCTION
% POSITIVE DRAINAGE IS REQUIRED TO THESE AREAS. LOCATIONS AND FLOW RATES

ALL EXISTING DRAINAGE IS TO BE REMAIN LIVE | TILBURY DOUGLAS
UNTIL THE NEW SCHOOL BUILDING ISLIVEAND | |——
EXISTING BUILDINGS HAVE BEEN DEMOLISHED ELLIS WILLIAMS ARCHITECTS

ALL RWP/SVP/SS CONNECTIONS ARE TO BE

PROVIDED BY OTHERS SANDILANDS COMMUNITY
PRIMARY SCHOOL

ALL SS/SVP'S ARE TO HAVE RODDABLE
ACCESS FROM ABOVE GROUND

BELOW GROUND DRAINAGE

ALL 'POP-UP' AND 'RWP' SETTING OUT OUTLINE DRAINAGE STRATEGY
IS PROVIDED BY THE ARCHITECT
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STATUS: PROJECT No. PROJECT  [ORIGINATOR [ VOL/SYS] LEVEL [ TYPE | ROLE [DRAWING No.

ALL PPIC'S ARE TO BE 600@ & MINIMUM 750mm DEEP 222-171 | SRP1034-AJP-ZZ-00-D -C-1000 | C

UNLESS NOTED OTHERWISE

ARCHITECT TO CONFRM IF MANHOLE COVERS . .
]l)) consulting engineers

CCTV SURVEYS HAVE CONFIRMED THAT THE EXISTING
COMBINED OUTFALL PIPELINES DISCHARGE INTO THE
ADJACENT PUBLIC COMBINED WATER SEWERS. S ea0s

CL: 28.892 )
IL:26.462 XS

IN PAVED AREAS ARE TO BE RECESSED TO
ACCEPT SURFACE FINISHES %0151 227 1462 =info@ajpltd.co.uk @1 Dale Street, Liverpool, L2 2ET
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