LOCALISED BREAKING OF
OUR GROUND FLOOR SLAB
TO BE INFILLED

NEW WINDOW FRAMES AND
GLAZING TO MATCH EXISTING

NEW SASH WINDOW FRAMES AND
GLAZING TO MATCH EXISTING

EXISTING STEEL COLUMNS, TO
BE CLAD IN FIRE BOARD AND
DECORATIVE FINISHES TO
DESIGNERS REQUIREMENTS

NEW WALL TO FORM
ACCESSIBEL TOILET. WALL TO
BE POSITIONED BETWEEN
EXISTING WINDOWS REVEALS

GREEN HATCH DENOTES AREA OF NEW FLOOR
INFILL FOLLOWING REMOVAL OF EXISTING
STAIR - TO CONSIST OF MIN 175X50 C24
TIMBER JOISTS @ 400 C/C SUPPORTED ON
WALLS UNDER (FINISHES TO ARCHITECT

DETAILS)

NEW WINDOW FRAMES AND
GLAZING TO MATCH EXISTING

FINISHES APPLIED APPLIED
GROUND FLOOR
GENERAL ARRANGEMENT
SCALE 1:50
BRAWN DESIGN LIMITED.
817 HUB, ROOM GO, MELTON COURT, GIBSON LN,

EXISTING ROTTEN PANELING
REMOVED AND EXISTING
STEEL COLUMN TO BE CLAD IN
FIRE BOARD AND DECORATIVE

NORTH FERRIBY. HU14 3HH

EMAIL: RICHARD@BRAWNDESIGN.CO.UK
MOBILE: 07985 344636

RED HATCH DENOTES EXTENT OF
GROUND FLOOR DEMOLITION WORKS
TO ACCEPT NEW TIMBER STAIRS

APPROX HEAD HEIGHT UNDER E ING
BEAM TO NEW STAIR = 1800MM BEAM™

TO BE CUT AND RE-SUPPORTED [ 1
ACCOMMODATE STAIR

EXISTING STEEL COLUMNS, TO
BE CLAD IN FIRE BOARD AND

CRACKING AND LOOSE
BRICKWORK TO CILL TO

EXISTING ROTTEN PANELING
REMOVED AND EXISTING
BE REPAIRED AND CLAD STEEL COLUMN TO BE CLAD IN
IN DECORATIVE FINISHES FIRE BOARD AND DECORATIVE

FINISHES APPLIED

INDIVIDUAL RESTAURANTS

FORBICI

CRACKING AND LOOSE
BRICKWORK TO CILL TO
BE REPAIRED AND CLAD
IN DECORATIVE FINISHES

APPLIED

PROJECT

MANCHESTER
CROSS STREET

VOID IN EXISTING GROUND
FLOOR SLAB TO BE FILLED
AND NEW FLOOR FINISHES
OVERLAID

A'WINGTITLE

PROPOSED
BUILDERS WORKS

DECORATIVE FINISHES TO
DESIGNERS REQUIREMENTS

PROPOSED PIZZA OVEN TO BE SUPPORTED ON MIN
250X250X10 THICK STEEL SPREAD PLATES ONTO EXISTING
SLAB (WITH FINISHES OVER TO ARCHITECTS DETAILS)
PIZZA OVEN INSTALLATION TO INCLUDE REMOVAL OF
EXISTING WINDOWS (TO BE AGREED WITH CONSERVATION
OFFICER) AND INSTALLATION FROM MAIN HIGHWAY (TO BE
AGREED WITH MCC HIGHWAYS/ METROLINK).

TEMPORARY LAY DOWN OF PIZZA OVEN DURING
INSTALLATION TO INCLUDE SUITABLE SPREADER PLATES
UNDER SUPPORTED ONTO SLAB.

NEW 140MM BLOCKWORK TO BE
TOOTHED INTO EXISTING
BRICKWORK TO PROVIDE

ADEQUATE TRANSFER OF LOAD

INFILLED FORMER SMOKE VENT TO
BE REPAIRED AND GUTTERED TO
PREVENT FURTHER WATER INGRESS
AND DAMAGE TO BASEMENT STEEL
AND WALL FINISHES

EXISTING SECONDARY BEAM WITHIN
FILLER JOIST SLAB TO BE SUPPORTED ON
NEW LOAD BEARING MASGONRY WALL,
WALL TO BE CONSTRUCTED RIGHT TO
U/S OF EXISTING SLAB PRIOR TO
DEMOLITION WORKS

2405 223 C1 1:50

COPYRIGHT STRUCTURAL WORKS

THIS DRAWING IS PROTECTED UNDER COPYRIGHT.
COPYRIGHT REMAINS THE PROPERTY OF BRAWN DESIGN

LTD UNLESS OTHERWISE ASSIGNED. TAKEN FROM THIS

ANY STRUCTURAL INFORMATION ON THIS DRAWING IS
INDICATIVE ONLY. NO STRUCTURAL DETAILS TO BE

DRAWING, ALL STRUCTURAL DETAILS

TO BE REFERRED TO A STRUCTURAL ENGINEER.

EXISTING BEAM LINE

PROPOSED AREA OF REPAIR

EXISTING JOIST LINE PROPOSED NEW

WALL / STUDWALL

AREA OF PROPOSED DEMOLITION PROPOSED NEW

STAIRCASE OPENING

EXISTING MANHOLE PROPOSED NEW

STRUCTURAL ELEMENT

HIGHLIGHTED REPAIR

NEW STEEL (203X133X25UB)

EXISTING FIRE PLACE TO BE
RETAINED, ANY DAMAGED TO
BRICKWORK TO BE REPAIRED

REQUIRED TO SUPPORT NEW

STAIRCASE OPENING

ALL DIMENSIONS

FIGURED DIMENSIONS ONLY TO BE TAKEN FROM THIS DRAWING. DO NOT SCALE. ALL DIMENSIONS TO BE
VERIFIED ON SITE PRIOR TO THE COMMENCEMENT OF WORK. ALL CONTRACTORS MUST VISIT THE SITE
AND BE RESPONSIBLE FOR CHECKING ALL SETTING OUT DIMENSIONS. NOTIFY BRAWN DESIGN LTD OF
ANY DISCREPANCIES PRIOR TO ANY MANUFACTURE OR CONSTRUCTION WORKS.

NEW TIMBER JOIST INFILL MEMBERS
TO BE SUPPORTED ON EXISTING
BASEMENT WALLS - WALLS TO BE

BUILT UP LOCALLY FOLLOWING

REMOVAL OF EXISTING STAIR

RED HATCH DENOTES NEW STAIR VOID, TIMBER
—L— STAIR TO SPECIALIST DESIGN SUPPORTED ON
EXISTING BASEMENT SLAB/ LOAD BEARING

WALLS
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BASEMENT FLOOR
GENERAL ARRANGEMENT

SCALE 150
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a 25-07-24 BUILDERS WORKS FOR PLANNING APPLICATION

DIRECTOR
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INFILLED FORMER SMOKE VENT TO BE
REPAIRED AND GUTTERED TO
PREVENT FURTHER WATER INGRESS
AND DAMAGE TO BASEMENT STEEL
AND WALL FINISHES

RCN

SCALE BAR

NEW 140MM BLOCKWORK TO BE TOOTHED INTO
EXISTING BRICKWORK TO PROVIDE ADEQUATE

TRANSFER OF L

OAD

EXISTING FLOOR STRUCTURE SUPPORTED ONTO
NEW 140MM THICK LOAD BEARING WALLS ONTO
NEW 600 X 250 STRIP FOOTING FOUNDATION
WITH A252 MESH - REFER TO DRAWING
15155-BKP-112 FOR DETAILS
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