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M
ETALLINE UNITY A2 SF

3m
m

 ANODISED
ALUM

INIUM
 HOOK ON

PANEL INSTALLED AS
RAINSCREEN FIXING SPEC
DRG. COLOURS VARY, SEE
ELEVATIONS.

1.6m
m

 GBM
 STEEL ANGLE

INSTALLED BEHIND
SHEATHING BOARD AT
VERTICAL CAVITY BARRIER
SUPPORT BRACKET
LOCATIONS, SEE CAVITY
BARRIER SPEC DRG. 0001 FOR
FULL FIXING DETAILS
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m
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ILL ALI ANGLE SUPPLIED IN 3000m

m
LENGTHS FIXED TO SIDE OF HOOK SUPPORT
ANGLE USING S20 @

 500m
m

 CTRS
M

00

SIDERISE RV90/60 SUPPLIED IN 1200
x1200 x 90m

m
 SLABS FOR SITE

CUTTING ENSURING 10m
m

COM
PRESSION AND FIXED USING

DEDICATED STAINLESS STEEL FIXING
BRACKETS. SEE CAVITY BARRIER SPEC
DRG. 0001 FOR FULL FIXING DETAILS
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ILL ALI ANGLE SUPPLIED IN 3000m

m
 LENGTHS

M
00

CORTEX 0200FR M
EM

BRANE W
EATHER

SEAL ADHERED TO GLAZING M
ULLION AND

FACE OF SHEATHING BOARD USING
0210FR PASTE ADHESIVE

OUTLINE OF 50m
m

NYROCK
RAINSCREEN 032
ABOVE/BELOW
TOPHATS SEE
INSULATION FIXING
SPEC

EXISTING AND NEW
 ADDITIONAL

SFS STUDS FULL FILLED W
ITH

ROCKW
OOL STEEL FRAM

E SLAB
SET-OUT TBC. 600m

m
 M

AX.
CTRS

OBEX CORTEX 0270
SCORE 'N' SNAP
CEM

ENT BOARD
INSTALLED AS
SHEATHING BOARD
SPEC DRG.

CORTEX 0223FR A2
BREATHER M

EM
BRANE

INSTALLED AS
RAINSCREEN FIXING
SPEC DRG.

S3 @
 500m

m
 CTRS

S27 @
EACH
SIDERISE
B195
BRACKET

S17 @
EACH
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BRACKET
LOCATION

S25 1 NO.
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FIXING LEG
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ALUM
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B FLASHING
SUPPLIED IN 3000m

m
 LENGTHS

COL - TBC

A00

S26 - 2 NO. @
 EACH

TOPHAT (500m
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 ctrs) SEE
FIG. 1 FOR FACE ON VIEW
OF TYPICAL SPACING
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ETALLINE SPECIALLY
EXTRUDED CHANNEL
SUPPORT C/W

 FACTORY
FIXED HOOKS AND
ANTI-RATTLE GASKET

OSCI SECTION FIXING DETAIL

SIDERISE OSCI SUPPORT
BRACKETS RIVETED TO
CASSETTE RETURNS

OSCI IN
PANELS AT
OSCB
POSITIONS
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OSCI IN PANELS AT RV
BARRIER POSITIONS SEE
SPEC. 0001 FOR FULL
INSTALLATION INSTRUCTIONS
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BACKING ROD AND COLOR M
ATCHED 10 X 5m

m
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40m
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S14 - SEE
INSULATION
FIXING SPEC FOR
FIXING PATTERN

                            FIXING LEGEND

S3 =
 FIXFAST  R-AS-LF-LAC-4.8 x 10 YX214E

S9 =
 FIXFAST DF12-SSA4-P-S10-5.5x40 YX214E

S11 =
 EJOT 4H BI-M

ET 7.5 x 45
S14 =

 FIXFAST SF-T-75 x 25 &
 DF3-SS-HT-5.5 x 110

S16 =
 FIXFAST R-AC-3.2 x 11

S17 =
 FIXFAST DF3-CF-5.5 x 22

S20 =
 FIXFAST DF6-SS-5.5 x 30

S25 =
 FIXFAST DF3-SS-A15-5.5 x 55

S26 =
 FIXFAST DF6-SS-A15-5.5 x 30

S27 =
 FIXFAST DF3-SS-A15-5.5 x 55
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