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HFR PAR-F - External wall lining as NBS clause K10/155A. For further details 
refer to 3200 series.

All materials and workmanship must comply with Regulation 7 of the Building Regulations, all 
relevant British Standards, European Standards, Agreement Certificates, Product Certification of 
Schemes (Kite Marks) etc. Products conforming to a European technical standard or harmonised 
European product should have a CE marking.

All repair works to be undertaken using traditional techniques by approved heritage / restoration 
contractors / master stonemasons where necessary. Exact scope of work to be confirmed on site by 
the contractor. Lime based repair mortars to be supplied by approved traditional materials CE 
certified supplier manufactured to British Standards under heritage guidelines for works to brick and 
stone masonry on listed buildings. Materials to be sourced from Conserv Lime Mortars (or similar 
approved supplier) 

Existing 70mm thick timber floorboards to be made good as required and 
highlighted in the Building Repair Scope of Works. All new timbers should 
be isolated from direct contact with the masonry using dpm at the timber-
masonry interface and ventilated masonry pockets.
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Where there is existing timber skirting, it is to be encapsulated within the 
proposed floor. New MDF skirting is to be installed to match the profile of the 
existing encapsulated skirting.

8mm cavity membrane taken vertically up the full extent of the existing wall 
and fixed into the wall. Wall plugs to be located within mortar joints in 
accordance with the Specialist Tanking Sub-contractors details and 
specification.

Allow for repairing and redecorating all existing window bars. Where bars are not 
present, a matching set must be fabricated and installed within the external 
window opening. 

25mm Knauf Earthwool Thermal Roll to be provided beneath the proposed 
window sill board. 

New fixed treated and painted timber window unit as per HFR 4000 drawing 
series

Existing stone sill to be made good as per remedial works drawings and 
specifications. 

Proposed stone sill piece to match existing only where timber sill will not be 
located at 150mm minimum above external ground level.

K10/130 - Twin Stud Party wall
Internal Wall Type PAR-A as per 3200 Series 
drawings:

Window cill to be:
-22mm Medium density fibreboard window cill board.
-Length and Width to suit existing openings with 50mm overhang at sill and 
jambs.
-10mm expansion joint where it abuts the exiting window with mastic soft joint.
-25mm Knauf Earthwool Thermal Roll to be provided beneath the proposed 
window sill board to ensure thermal integrity

10mm expansion joint where it abuts the exiting window with mastic soft joint.

Existing floor build up consisting of timber boards, screeds and other unsuitable materials to 
be removed from site  to make way for new proposed FT07 build up. PROPOSED LEVEL 
TO BE CONFIRMED ON SITE ONCE FULLY EXCAVATED AND SURVEYED FOR 
SUITABLE DATUM POINT. 

Perimeter drainage channel to Specialist Tanking sub-contractor details and 
specification. Refer to Civils Engineer drainage strategy drawing for layout 
design.

Existing remediated masonry wall

Structural movement joint between existing and proposed materials to SE 
details and specifications.

3mm Cavity Drainage Membrane Layer by specialist tanking sub-contractor 
with accompanying sealed brick plugs

Floor finish to be applied to T&G board as per ID specifications and 
details. Refer to ID floor finish drawings, 3000 Series.

Floor finish to be applied to screed as per ID specifications and details. 
Refer to ID floor finish drawings, 3000 Series.
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Exact quantity of re-pointing to be established on site following completion 
of all brick cleaning restoration works. Repointing to be undertaken only 
where necessary. Mortar sampling to be completed to establish closest 
original lime mortar mix. Subject to mortar sampling and unless confirmed 
otherwise: to all areas of eroded, disturbed or chased out joints repointing 
is to be undertaken using approved Natural Hydraulic Lime 3.5 (NHL 3.5) 
lime mortar.

Floor finish to be applied to T&G board as per ID specifications and 
details. Refer to ID floor finish drawings, 3000 Series.

Existing 70mm thick timber floorboards to be made good as 
required and highlighted in the Building Repair Scope of 
Works. All new timbers should be isolated from direct contact 
with the masonry using dpm at the timber-masonry interface 
and ventilated masonry pockets.

Secondary glazing to be scheduled and detailed by Specialist Secondary 
Glazing Sub-contractor following a site survey. The sub-contractor is to submit a 
proposal including Technical datasheets of their preferred system to be 
submitted to heriatage planner for approval. Where possible, a min 150mm gap 
between the existing window and the secondary glazing is required Sub-
contractor to identify where this can not be achieved for design team review. The 
secondary glazing frame finish is to be a polyester powder coated grey RAL7022 
stand out from the colour of the exposed internal brickwork.

All sash window repair works to be undertaken by approved specialist sash / 
heritage window restoration contractor. Window restoration contractor to provide 
thorough description on sach window clean up and decorative repair prior to 
commencement of works.

Carefully repair all cracked putties either by warming with a suitable putty lamp 
and filling cracked putties with new traditional linseed oil putty where possible or 
gently removing and reinstating loose or missing putty with new traditional 
linseed oil putty.

Allow for carefully repairing and restoring all existing perimeter window 
sealant mastics to all window surrounds with traditional burnt sand mastic 
to be supplied in two parts; burnt sand + oil-driers and the repair of any 
surrounding masonry.
Areas of damaged brickwork to be repaired using reclaimed bricks to 
match existing and damaged mortar will require to be made good with lime 
mortar to match existing.

Cleaning works to be undertaken by an approved specialist historic masonry 
cleaning and restoration contractor. All cleaning work to be undertaken in 
accordance with Restorative Techniques Ltd's technical recommendations. 

All repair works to be undertaken using traditional techniques by approved 
heritage / restoration contractors / master stonemasons where necessary. Exact 
scope of work to be confirmed on site by the contractor. Lime based repair 
mortars to be supplied by approved traditional materials CE certified supplier 
manufactured to British Standards under heritage guidelines for works to brick 
and stone masonry on listed buildings. Materials to be sourced from Conserv 
Lime Mortars (or similar approved supplier) 

Repair areas of damaged sills / coping stones and replace irreparable sills / 
coping stones with new coping stones to match existing and firmly bed in lime 
sand mortar.
Areas of damaged brickwork to be repaired using reclaimed bricks to match 
existing and damaged mortar will require to be made good with lime mortar to 
match existing.

New Lath & Plaster ceiling to match existing as per specialist sub-
contractor details and specifications.

Localised spalling and delamination to existing stonework to be repaired 
following appropriate cleaning works by a specialist stonemason. Specialist 
stonemason to carry out survey work to verify the full scope of works to be 
agreed with local authority.

Prior to commencing any internal cleaning works full account must be taken of the internal 
plaster repair works and retention of heritage features as outlined on drawings. All sound 
original plaster and all original heritage features must be protected at all times. All cleaning 
works subject to approval with local authority.

Allow for complete removal and renewal of the lead lined gutters (including the 
underlying gutter boards) in-conjunction with slate stripping and re-roofing works. 
New structural grade ply gutter boards (insulated and stepped at a lower level 
where / if feasible) should be allowed for with new Code 6 lead flashing including 
up and over the parapet copings, all detailed strictly in accordance with Lead 
Sheet Association technical recommendations. 

Secondary glazing unit to be fixed through to dry lining stud system, secondary 
glazing specialist to confirm with dry liner where stud system is required for fixing 
of glazing as per dimensions indicated. Timber plant piece fixed through dry 
lining system, with unit fixed after and sealed with Acoustic non-setting mastic, 
between glazing unit plasterboard/MDF panel to be used to conceal EDPM to 
existing windows. Proposed timber fixing block at base of secondary glazing to 
provide base fixing point.

Window cill to be:
-22mm Medium density fibreboard window cill board.
-Length and Width to suit existing openings with 50mm overhang at sill and 
jambs.
-10mm expansion joint where it abuts the exiting window with mastic soft joint.
-25mm Knauf Earthwool Thermal Roll to be provided beneath the proposed 
window sill board to ensure thermal integrity

Existing timber skirting, it is to be encapsulated within the proposed floor. New 
MDF skirting is to be installed to match the profile of the existing encapsulated 
skirting. 

Floor Type 1 - refer to 24006-HFR-MH-XX-DR-A-3013-3014

This drawing is the property of Fletcher-Rae (UK) Limited and copyright is 
reserved by them.  The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of 
Fletcher-Rae (UK) Limited.

The originator shall have no responsibility for any liability, loss, cost, damage 
or expense arising from or relating to any use of this document other than for 
its intended purpose on this project. 

This drawing shall be read in conjunction with all other relevant drawings, 
specifications and associated documentation. Any discrepancies, errors or 
omissions are to be reported to the originator before proceeding with work. 

All dimensions are to be checked on site by the contractor prior to proceeding 
with any work. This drawing shall not be scaled to ascertain any dimensions 
Work to figured dimensions only.

DISCLAIMER
When this drawing is issued in CAD, it is an uncontrolled version issued for 
information only, to enable the recipient to prepare their own documents/ 
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY
Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.

Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation 
of any information held in the drawing resulting from the translation from the 
original file format to any other file format or from the recipients reading of it 
in any other programme.

General Notes:

Sheet Name:

Suitability

Scale

Created

Drawn By

Project:

Client:

Level 12, Tower 12, 18-22 Bridge Street, Manchester, M3 3BZ

t +44 (0) 161 242 1140
w www.fletcher-rae.com
e info@fletcher-rae.com

Drawing No. Rev.

Project No.

Status

SUITABLE FOR INFORMATIONS2

C
:\

U
s
e
rs

\m
.m

a
s
tr

a
n

g
e
li
\D

o
c
u

m
e
n

ts
\2

4
0
0
6
-H

F
R

-M
H

-Z
Z

-M
3
-A

-9
8
0
1
_
Im

p
ro

v
e
d

 l
a
y
o

u
t_

m
.m

a
s
tr

a
n

g
e
li
.r

v
t

As indicated @ A1

P01

Beech Holdings

PICCADILLY WAREHOUSE
Mindel House

15.05.24

MG

Richmond St. External Wall_Planning

24006

PLANNING

24006-HFR-MH-ZZ-DR-A-9122

1 : 50

EXTERNAL WALL SECTION DETAIL - RICHMOND STREET.1
1 : 20

RICHMOND STREET BASEMENT WINDOW SECTION DETAIL.2

1 : 20

RICHMOND STREET FOURTH FLOOR ABUTMENT SECTION DETAIL Copy 13

KEY PLAN

Rev Revision Details Drawn Date Chck'd

P01 Planning Issue MM 21.06.24


	Sheets
	9122 - Richmond St. External Wall_Planning


