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DO NOT SCALE FROM THIS DRAWING, USE FIGURED
DIMENSIONS ONLY.

NOTIFY PROJECT MANAGER OF ANY
DISCREPANCIES.

THIS DRAWING IS TO BE READ IN CONJUNCTION
WITH ALL OTHER CONTRACT DOCUMENTS AND
DRAWINGS.

THIS DRAWING IS SUBJECT TO CONFIRMATION BY
SITE SURVEY.

ALL WORK TO BE IN ACCORDANCE WITH THE

CURRENT BUILDING REGULATIONS, CURRENT

GOOD PRACTISE & CONSTRUCTION, DESIGN &
MAINTENANCE REGULATIONS.

THE DRAWING INDICATES THE DESIGN INTENT FOR THE
WORKS. THE CONTRACTOR SHALL ACCEPT FULL DESIGN
RESPONSIBILITY OVER AND ABOVE THE DESIGN INTENT.

THE DRAWING SHALL BE READ FULLY IN CONJUNCTION
WITH THE SPECIFICATION AND ALL OTHER RELEVANT
DOCUMENTS AND DRAWINGS PROVIDED BY DREES &

SOMMER, AS WELL AS INFORMATION FROM OTHER
DESIGN TEAM MEMBERS INCLUDING (BUT NOT
LIMITED TO) THE MECHANICAL AND ELECTRICAL,
STRUCTURAL ENGINEER AND FIRE ENGINEER.
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further decay be discovered once the roof coverings have been removed.
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