Proprietary LED Neon signage
on round format metal
structural frame in bead
blasted finish
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Power and data run to be
installed prior to cobble
installation

Protruding fixing fixed to
concrete slab below cobbles.

New cobbles to be laid in this location, fixings to be
installed to concrete slab below prior to installation of
setts to allow fixing of threshold structure at later date

SECTION - INDICATIVE
THRESHOLD STRUCTURE

SCALE 1:20

MATERIAL KEY

PANEL/ CONSOLE BUILD IN BLACK
VALCHROMAT, LACQUER FINISH
SPEC REF: K13/110, M60/17

CLIENT:

SCIENCE MUSEUM GROUP

THIS DRAWING IS COPYRIGHT OF STUDIO MUTT LTD.
DO NOT SCALE FROM THIS DRAWING. STUDIO MUTT LIMITED TAKES NO
RESPONSIBILITY FOR ANY DIMENSIONS OBTAINED BY MEASURING OR
SCALING FROM THIS DRAWING AND NO RELIANCE MAY BE PLACED ON

vE

ALL FIXINGS AND FRAMES
BEAD BLASTED METAL
SPEC REF: P20/25

EDGE BANDING/FRAME
MIRROR POLISHED STEEL
SPEC REF: K13/30

Acknowledgements Panel and Buggy
Parking signage, fixed back to wall as

g\

PROPRIETARY LED NEON TEXT
SPEC REF: N10/10

THE SIZING OF ALL STRUCTURAL & SERVICE ELEMENTS MUST BE
CHECKED AGAINST THE RELEVANT ENGINEERS' DRAWINGS. ANY
OMISSIONS OR DISCREPANCIES BETWEEN DRAWING INFORMATION
SHOULD BE BROUGHT TO THE ATTENTION OF THE CONTRACT
ADMINISTRATOR

CDM REGISTER: FLAGGED H&S ISSUES RELATING TO CONSTRUCTION
(DESIGN AND MANAGEMENT) TO BE ADDRESSED DURING DESIGN
DEVELOPMENT. TO BE READ IN CONJUNCTION WITH DESIGN RISK
REGISTER AND RESIDUAL RISK REGISTER,

ALL DRAWINGS TO BE READ IN CONJUNCTION WITH RELEVANT
SPECIFICATIONS AND RELEVANT CONSULTANT REPORTS / INFORMATION.

FOR CDP PACKAGES DRAWINGS REPRESENT DESIGN INTENT ONLY.
DETAILED DESIGN RESPONSIBILITY LIES WITH SPECIALIST
SUB-CONTRACTOR. FOR EXTENT OF CDP PACKAGES REFER TO
SPECIFICATIONS.

LANDSCAPE ELEMENTS SHOWN INDICATIVELY. PLEASE REFER TO

per Cabinet Fixing Detail - Wall Fixed.
@7

Bench (2-T)

L BIORN PERANG. VS

Areas to install appropriate fixing points
and power / data runs as required prior
to cobble installation.

Access resources and "What's On"

Main Threshold welcome structure, to
include introductory panels, video and
visitor resources. (1-T)

console. (4-T)

INDICATIVE THRESHOLD
ISOMETRIC

SCALE N/A

LANDSCAPE

ALL INTERNAL LAYOUTS ARE INDICATIVE ONLY. ALL THE FURNITURE
SHOWN IS FOR ILLUSTRATION ONLY.

BASED ON
SURVEY XXX XXXKXX' BY XXXXXXXX,

PLANNING

NOTES:

FIXING METHODOLOGY:

All fixings into mortar joints of
existing fabric.
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