e | i N i |

DN

=,

51

a

/01 WINDOW TYPE 9 - A

e
ol

"Emm——

Y _fY |Fy £

<o
KITCHEN /
BREAKOUT GF27

el ey et e ey
I
el ey e ey ey

L

e P

Y

WORKPACE

509

/01 WINDOW TYPE 9 - A
509

/01 WINDOW TYPE 9 -B

DG:27 INFORM
BOOT

52 DESKS
- GF28
] A
GF29 N

GF3

T Y

]
Grid

WAITT

DN

UNISE!

DG:31.08:31.D3:31.0

DG:32.04DG:32.03DG:3.

31.04 S

1GF?:Z
W L G JEFL

)
= _o
O g
gﬁ LOUNG
2= :

rel@u
i

up

NO ACCESS

GF1f]
CAFE STORE ISE

DG:17.01 ROOM

O

DG:14.01

[N

01

GF17

BREAKOUTm [ WO

GF13

a
a
a
a

g

GF15

LCKQE

it

88

e s

) | STORAGE
o]
-

KPACE B

24 ﬁF’S

ANAGEMENT

OFFICE

.01

GF08
SUITE
ENTRANCE

RE PRIVATE SUITE /O
DG:) CONFERENCE
) AREA

oFFIRS !

2390 SQFT

4

1
L
4

GROUND FLOOR GLAZING REFERENCE PLAN

509

SCALE - 1:200 @ A1

1725

PLAN

GLAZING TO BE MEASURED ON SITE BY
CONTRACTOR PRIOR TO FABRICATION

SUBJECT TO AXI APPROVAL

90

240

EXISTING PAINTED WHITE TIMBER GLAZING
REMOVED - OPENINGS, CILLS AND
ARCHITRAVES RETAINED

NEW TIMBER DOUBLE GLAZING IN THE
SAME STYLE TO BE INSTALLED, ARCHED
TIMBER OPENING LIGHT TO BE INSTALLED.
SUSPENDED CEILING TO BE STEPPED TO
ALLOW FOR ARCHED TIMBER GLAZING

/02>, GROUND FLOOR WINDOW DETAIL 9 - APLAN

509

SCALE - 1:20 @ A1

TO BE SITE DIMENSION CHECKED

PLAN

EXISTING PAINTED WHITE TIMBER GLAZING
REMOVED - OPENINGS, CILLS AND
ARCHITRAVES RETAINED

NEW TIMBER CARCASS FRAME TO BE
INCORPORATED INTO THE EXISTING

BRICKWORK TO FORM A FLUSH FINISH
WITH THE REST OF THE WALL FINISHES

/03", GROUND FLOOR WINDOW DETAIL 9 - B PLAN

509

SCALE - 1:20 @ A1
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/22>, GROUND FLOOR WINDOW DETAIL 9 - A IMAGE

509

NTS

PLAN

509

NEW TIMBER DOUBLE GLAZING IN THE
SAME STYLE TO BE INSTALLED, ARCHED
TIMBER OPENING LIGHT TO BE INSTALLED.
SUSPENDED CEILING TO BE STEPPED TO
ALLOW FOR ARCHED TIMBER GLAZING.
DETAIL TO BE DEVELOPED BY SPECIALIST
TO BE APPROVED BY AXI

975

———— MF CEILING TO BE REMOVED & FIRELINE
CEILING TO BE RETAINED

EXPOSED SERVICES TO SIT APPROX 2900
FROM GF LVL BELOW SUSPENDED EXISTING

a9 7 e

— CONTRACTOR TO ALLOW FOR RE-LINING OF
GLAZING IN APPROPRIATE PLASTERBOARD, SKIM
AND DECORATING INCLUDING ALL ANGLE TRIMS

CONTRACTOR TO ALLOW FOR PROVISIONS TO
BE MADE FOR A ROLLER BLIND TO WINDOW
ABOVE GLAZING AS PER AXI TYPICAL DETAIL
23-141-515

—~ NEW TIMBER DOUBLE GLAZING IN THE
SASH STYLE, ARCHED TIMBER LIGHT TO BE
INSTALLED. SIMILAR TO THE FLOOR ABOVE
SUSPENDED CEILING TO BE STEPPED TO
ALLOW FOR ARCHED TIMBER GLAZING
ALLOWANCES LEFT FOR INSTILLATION OF
BLINDS

CONTRACTOR TO PROVIDE AXI
CONSTRUCTION DETAILS FOR APPROVAL.
HANDLES SPEC: LUXURY FORGED REEDED
ARM ESPAGNOLETTE SECURITY HANDLE —
TRADITIONAL.

1740

OPENABLE

WINDOW FRAMES TO BE PAINTED SPEC:
CROWN TRADE - CLEAN EXTREME -
COLOUR TO MATCH FARROW AND BALL -
OFF BLACK

845

— RAISED ACCESS FLOOR TO BE REMOVED -
DIMENSIONS TO BE CONFIRMED UPON
Ve STRIP OUT

/04", GROUND FLOOR WINDOW DETAIL 9 - A PROPOSED ELEVATION

509 SCALE - 1:20 @ A1 ELEVATION

EXISTING TILES TO BE RETAINED AROUND
WINDOW HIGH LEVEL OPENINGS THIS
INCLUDED WINDOW BOARDING TO BE
RETAINED

975

S

EXISTING BOARDED UP PANEL ABOVE THE
HEAD OF THE GLAZING

MF CEILING TO BE REMOVED & FIRELINE
CEILING TO BE RETAINED

A

1940

—~— EXISTING PAINTED WHITE TIMBER GLAZING
REMOVED - OPENINGS, CILLS AND
ARCHITRAVES RETAINED

845

RAISED ACCESS FLOOR TO BE REMOVED -
DIMENSIONS TO BE CONFIRMED UPON
STRIP OUT

1 1 1 1 1 1 1

/05, GROUND FLOOR WINDOW DETAIL 9 - A EXISTING ELEVATION

509 SCALE - 1:20 @ A1 ELEVATION

CONTTRACTOR TO TIMBER STUD OUT
ARCHWAY TO PROVIDE FLUSH FINISH WITH
WALL FINISHES AS SHOWN ON DETAIL
23-141-570

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, v

SKIM AND PAINT WALL FINISH TO ALIGN
TO BE FLUSH WITH THE REST OF THE WALL
FOR WALL FINISHES REFER TO WALL
FINISHES PLAN 23-141-650

EXISTING BRICKWORK OVER ORIGINAL WINDOW TO
BE RETAINED AND THE OPPOSING SIDE TO BE BRICKED
UP AND BOARDED IN 18MM PLY INCLUDING
COVERING OF THE LOUVERS TO MATCH - CAT B

—~WORKS TO-MAKE-GOOD OF THE FINISHED ROOM

SURFACE

ALLOW TO MAKE GOOD TO AFFECTED SURFACES
INCLUDING ANY REQUIRED ENCAPSULATION OF
PLASTER ECT. TO LEAVE SURFACES IN A SAFE
CONDITION & FLUSH WITH SURROUNDING FINISHES.

CONTRACTOR TO ALLOW FOR RELINING OF
GLAZING IN APPROPRIATE PLASTERBOARD, SKIM
AND DECORATING INCLUDING ALL ANGLE TRIMS

RAISED ACCESS FLOOR TO BE REMOVED -
DIMENSIONS TO BE CONFIRMED UPON
STRIP OUT

/06", GROUND FLOOR WINDOW DETAIL 9 - B PROPOSED ELEVATION

ORIGINAL A1

DO NOT SCALE FROM THIS DRAWING.

ALL DIMENSIONS TO BE CHECKED ON SITE.

(DRAWINGS MAYBE SCALED FOR LOCAL AUTHORITY & PLANNING PURPOSE ONLY)
COPYRIGHT PROTECTED.

FOR PLANNING

DO NOT USE FOR CONSTRUCTION

CONSULTANT REFERENCES IN DRAWING:

509 SCALE - 1:20 @ A1

ELEVATION
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EXISTING UNCOVERED ARCHWAY TO BE
RETAINED AND STUDDED OVER TO MAKE
FLUSH AS PER PROPOSED

ya

EXISTING BRICKWORK OVER ORIGINAL WINDOW TO
BE RETAINED.

ENCAPSULATION OF PLASTER ECT. TO LEAVE
SURFACES IN A SAFE CONDITION & FLUSH WITH
SURROUNDING FINISHES.

RAISED ACCESS FLOOR TO BE REMOVED -
DIMENSIONS TO BE CONFIRMED UPON
STRIP OUT

1 1 1 1

1 1 1

/07, GROUND FLOOR WINDOW DETAIL 9-B EXISTING ELEVATION

509 SCALE - 1:20 @ A1

ELEVATION

STRUCTURAL - REF/REVISION

GENERAL NOTES:

THE CONTRACTOR IS NOT TO SCALE FROM THIS DRAWING BUT FOLLOW THE WRITTEN
FINISHED DIMENSIONS. ANY DISCREPANCIES BETWEEN THE DRAWING AND THE
OTHER CONTRACT DOCUMENTS OR ANY DISCREPANCIES WITHIN A DRAWING OR
BETWEEN DRAWINGS MUST BE REPORTED IMMEDIATELY TO THE ARCHITECT.

THE CONTRACTOR IS TO INSPECT THE SITE PRIOR TO TENDER AND IS RESPONSIBLE FOR
STRIPPING OUT IN ACCORDANCE WITH THE DRAWINGS ENSURING THAT THE WORK IS
UNDERTAKEN SAFELY.

THE CONTRACTOR WILL BE RESPONSIBLE FOR THE SETTING OUT OF THE WORKS.

CONTRACTOR IS TO ALLOW FOR ALL FIRE STOPPING THROUGH WALLS, CEILINGS AND
FLOORS.

THE ELECTRICAL INSTALLATION IS TO BE IN ACCORDANCE WITH THE CURRENT EDITION
OF THE IEE REGULATIONS AND ALL CABLING TO BE LSF.

THE CONTRACTOR IS RESPONSIBLE FOR THE DETAILED SERVICES DESIGN INCLUDING
LOADINGS, CABLE AND PIPEWORK ROUTES AND PIPEWORK / CABLE SIZING AND
SPECIFICATION. ALL CABLE TRAY, MS CONDUIT AND OTHER SERVICES ARE TO BE
EXPOSED BELOW SLAB/ CEILINGS.

ANY H&V PROPOSAL IS INDICATIVE ONLY AND THE SPECIALIST CONTRACTOR IS TO BE
RESPONSIBLE FOR THE DETAIL DESIGN & ALL SWITCH/ SOCKET OUTLETS TO COMPLY
WITH CLIENT'S STANDARD SPECIFICATION. ANY SOCKETS IN RETAIL AREA TO BE
FINISHED BRUSHED STAINLESS STEEL.

NOTE - ALL EXISTING FIRE RESISTING ENCLOSURES TO SERVICE RISERS TO BE
MAINTAINED OR MADE GOOD WHERE DISTURBED. NEW AND EXISTING CABLES,
PIPES,AND DUCTS PASSING THROUGH FIRE RESISTING CONSTRUCTION TO BE
ADEQUATELY FIRE STOPPED. NEW AND EXISTING DUCTWORK PASSING THROUGH
FIRE RESISTING CONSTRUCTION TO HAVE FIRE DAMPERS.

ANY WALL, CEILING LININGS TO BE TO EUROCLASS A (CLASS O EQUIVALENT).

CONTRACTOR AND SUPPLIERS OF SPECIALIST JOINERY/ EQUIPMENT TO ENSURE ALL
TIMBER MATERIALS ARE TREATED WITH FIRE RETARDANT FINISH TO ACHIEVE CLASS 0
RATING. MDF TO BE ACHIEVE CLASS 0 RATED.

CONTRACTOR AND SUPPLIERS OF SPECIALIST EQUIPMENT TO PROVIDE FIRE RATING
CERTIFICATES FOR ALL SPECIALIST LININGS AND LAMINATES TO BE USED FOR NWR
APPROVAL.

ALL PAINTS TO BE WATER BASED

ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR
CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.
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‘ DRAWING SUBJECT TO PLANNING APPROVAL.

3.01/14/02/24 ISSUED FOR PLANNING RH ARB
Issued for planning.
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Issued for planning.
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