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HERITAGE NOTES:

• To be read in conjunction with retention drawings
• Colour palette to be developed in due course. Externally 

colours are proposed to match existing. Internally they 
will decided as be part of the overall building colour 
scheme bearing in mind heritage aspects. 

CAST IRON COLUMN AND CAPITAL 
FREE FROM PARTITIONS

CORNICE TO BE LEFT EXPOSED AND 
WHERE REQUIRED TO BE REBUILT UP 
TO NEXT PARTITION

CORNICE RECONSTRUCTION UP TO 
NEXT PARTITION

CORNICE ENCAPSULATION WHEN 
CLASHING WITH PARTITION

COLOUR SCHEME:

• WALLS. Communal areas
OFF WHITE

• CEILING. Communal areas and staircase 
WHITE

• SKIRTING & ARCHITRAVES. Communal areas, 
entrance and staircase.

NOBEL GREY (30BB 10.019)

• BEAMS. Throughout
LEAD WHITE (NCS S 0500-N)

• COLUMNS AND COLLARS. Throughout
CREAM (NCS S 1010-Y)

• WINDOWS. Existing sash timber
RAL 100-90-20

• FLOORS_LOBBIES/LANDING . 

LVT. Amtico Spacia - SS5W2533

• FLOORS_COMMUNAL CORRIDORS.

LVT. Amtico Spacia - SS5W2533 (Borders)
CARPET. Interface step this way  - ASH

• FLOORS_MAIN ENTRANCE

LVT. Clifton CLIF-04

• MAIN STAIRCASE.

Carpet runner. Colour TBC 
Stair rod and eye for carpet: Antique brass 

EXPOSED BRICKWALL

This drawing is the property of Fletcher-Rae (UK) Limited and copyright is 
reserved by them.  The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of 
Fletcher-Rae (UK) Limited.

The originator shall have no responsibility for any liability, loss, cost, damage 
or expense arising from or relating to any use of this document other than for 
its intended purpose on this project. 

This drawing shall be read in conjunction with all other relevant drawings, 
specifications and associated documentation. Any discrepancies, errors or 
omissions are to be reported to the originator before proceeding with work. 

All dimensions are to be checked on site by the contractor prior to proceeding 
with any work. This drawing shall not be scaled to ascertain any dimensions 
Work to figured dimensions only.

DISCLAIMER
When this drawing is issued in CAD, it is an uncontrolled version issued for 
information only, to enable the recipient to prepare their own documents/ 
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY
Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.

Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation 
of any information held in the drawing resulting from the translation from the 
original file format to any other file format or from the recipients reading of it 
in any other programme.
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KEY PLAN

E1

ENTRANCE + LOBBY

Full refurbishment including:

E1. EXTERNAL TIMBER DOOR
To be repaired, sanded and repainted.
Ironmongery to be upgraded. Design and colour to match existing.

E2. INTERNAL TIMBER AND GLASS DOOR 
To be repaired, sanded and repainted. Glass to be replaced.
Ironmongery to be upgraded. Design and colour to match existing.

E3. LATH AND PLASTER WALL
To be locally replastered where required. To be repainted with colours 
matching existing. 

E4. PLASTER ROSE AND DECORATION
Cracks to be repaired. To be repainted in white. 

E5. DECORATIVE DOOR WITH ARCH
To be retained and repaired where required. 
New door with overpanel to be built to fit within the opening.

MAIN STAIRCASE

M1. MAIN STAIRCASE
To be repaired and repainted. 
Reinforcement structure: to be as discreet as possible, ideally concealed 
within flight.
Lath&plaster ceiling: currently demolished. Proposed to be reinstated 
once new structure is complete. 
Balustrade: Appox. 150mm below Building Regulation. Proposal to fix 
aditional handrail 900mm above steps as per regulation. New 
intervention to be clearly identifiable. 

E2 E3

E4 E5

CAST IRON COLUMNS + CAPITALS

To be intumescent painted (work already 
carried out). Contractor to confirm that has 
been carried with statisfactory standard).
Exposed colomns and capitals to be finished 
with decorative painting. 

ANNEX WALL

Currently demolished. To be 
reconstructed with reclaimed bricks 
from site where possible. Inner, 
concealed course to be built in 
blockwork to provide strength and 
help with the use of reclaimed 
bricks to the outside course. 
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