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ELECTRICAL
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OO U \4) % CUO01 DAIKIN RZAG50 @ 1ph, 240v, 16A FUSE.

CUO02 - DAIKIN RZA250D @ 3ph, 380-415v, 20A
| FUSE.
r | CUO03 - DAIKIN RZA250D @ 3ph, 380-415v, 20A
FUSE.

TOTAL ADDITIONAL LOAD (BY FUSE RATING) =
e 1] 3PH 40A + 1PH 20A

Distribution Fans - 4 x 1PH 240V 6A ceiling rose with
o 1m flex wired back in 1 zones to 1 x central
controller location at Managers Desk all by Electrical
Contractor.

I-tab controller - 1 x 1PH 13A fused spur above
— .
N }‘ . - managers desk.
'l |
| _Steps. I | | DETAILS

e Pipework to condensers c/w cowl.
ad ar o Keep external pipework to a minimum.
]F @\ e 3 No AC controllers to be installed in managers
2 desk trunking.
I I I I | e 1no I-tab controller to be installed near
— . I managers desk trunking. power wired in by

B Jorcvmtomarmod R electricians.

CAoa LA eCSSLE _ 1 e Cassettes to be installed @ 3.4m AFL and such as
|—| to avoid interference with racking lighting.

\/2\\ — Condensers to be located at low level on cantilever arms with
= condense drainage into new gravel soak-away below.
Installation of new gravel soak-away dimensions 4200mm x

Ty d U Grassed area 800mm x 300mm deep.

T X . -
‘ H i THHHH CU-01 1 E;ct)’ttiztléser;etal condenser cages required, finished RAL 7032
I | Cage dimensions = 1150mm (H) x 1150mm (W) x 650mm (D).

Seasonal banner signage 350 x 150mm opening through wall c¢/w weather cowl required for
frame (existing). pipework exit.
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Gravel area.
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PROPOSED GROUND FLOOR PLAN
SCALE 1:100
0 5.0m 10.0m
Scale bar @ 1:100 I'I I | | | | | | | |
EQUIPMENT SCHEDULE
PIPE SIZES
NO TYPE MODEL (@mm) DIMENSIONS | VOLTAGE | FUSE When installing, cut back this
section to suit depth of wall.
LIQUID| GAS HxWxD
AIR SOURCE
cuo2 DAIKIN 870 x 1100 380-415v
Cu03 HEAT PUMP RZA200D 9:52 | 22.2 x 460mm | (3 PHASE) | 20 AMP
(2 No.) N
LN\
47
140
cuot ‘HEAT PUMP DAIKIN 6.35 | 127 | 733x870x | 220-240v | 54 syp REV [ DESCRIPTION [ BY [ DATE
(1 No.) RZAG50A 373mm (1 PHASE) Drawing status-
CA-01 100
CA-02 CASSETTE DAIKIN 9.52 | 15.9 840 x 840 220-240v
CA-03 (4No) FCAG100B (950 x 950) | (1 PHASE) Client:-
- SCREVFIX
WALL
MOUNTED DAIKIN 290 x 1050 220-240v
wh-or | [ UNIT FAA71B 952 1 159 1 5 560mm | (1 PHASE) Proects.
(1 No) 390
VORTICE - ASHP INSTALLATION
- NORDIK 200mm 220-240v Weathered cowl external
Fiore }Q PESTRAT FAN INTERNATIONAL DIAMETER (1 PHASE) o AMP view showing weather Address:-
PLUS 90 detail to top edge. '

Unit 3A, Albany Road Trading Est.
CHORLTON-CUM-HARDY

EXTERNAL VIEW Opening for
pipework. £ Title:-
i PROPOSED GROUND
INTERNAL VIEW . FLOOR PLAN
DWG No.
] 11007-103-03
WEATHERED COWL DETAIL - TO BE USED FOR SURFACE MOUNTING IN A CORRUGATED WALL E.G. CLADDING
SCALE 1:5 Date Created Revision
10.05.2024 -
Drawn By Checked By Scale Sheet Size
DR BIL 1:100 Al

Please note: - No alterations may be made to the method of manufacture,
materials specified & dimensions shown on this drawing without prior
consultation with BIL cad dept. Any products specified on this drawing MUST
be used in accordance with the manufacturers specification. Should any costs
be incurred due to unconfirmed alterations the manufacturer may be liable.
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