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INDICATIVE LOCATION OF DEVELOPMENT
EXISTING STATS @ 1:1000 SCALE

K EY WARNING:- PRESENCE OF EXISTING STATS EQUIPMENT IN THE VICINITY OF WORKS

PRESENCE OF STATUTORY UNDERTAKERS EQUIPMENT IN THE HIGHWAY SHOULD BE
VERIFIED BY THE CONTRACTOR ON SITE PRIOR TO STARTED ANY WORKS. THE LOCATION
OF STATUTORY PLANT SHOWN ON ANY PLAN IS INDICATIVE ONLY AND SHOULD NOT BE
RELIED UPON FOR THE LOCATION OF ANY PIPEWORK OR CABLING. THE CONTRACTOR
SHOULD CONFIRM THE LOCATION OF ALL STATS PLANT BY HAND DUG TRIAL TRENCHES
PRIOR TO COMMENCING ANY WORKS. ALLOWANCE FOR THE PRESENCE OF ALL STATS
APPROPRIATE PROTECTION / DIVERSION MEASURES (INCORPORATING SPLIT DUCT AND
150MM CONCRETE SURROUND OR SIMILAR STATUTORY APPROVED METHOD) IS TO BE PUT
IN PLACE BY THE CONTRACTOR (UNLESS STATED OTHERWISE) WHERE STATS EQUIPMENT
ARE FOUND TO BE WITHIN THE AREA OF HIGHWAY WORKS.

UNIDENTIFIED - A buried feature or utility that hoas been located,

but we are unable to state what it is.

UNPROVEN - The assumed location of a reported feature or utility,
usually taken from records, but not found during the utility trace
(due to various conditions).

CAUTION - Electric pot ended cables, even when they are live, are

unable to be detected or traced
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. SEWER RECORD §) United
Date: 2511172022 Utilities

Address or Site Reference: 22K277
Printed by: Property Searches

Water for the North West

The position of the underground apparatus shown on this plan s approximate only and s given in accordance with the best information currently
available. United Utilities Water will not accept liability for any loss or damage caused by the actual position being different from those shown.

Crown copyright and database rights 2017 Ordnance Survey 100022422, Unauthorised reproduction will infringe these copyrights

EXISTING UU SEWER RECORDS

05.000

DATUM 05.000

CLT

O N

o <t

) ™

CHAINAGE < “
O

O

S

EXISTING GROUND LEVEL >
0@ O

@) LO

N O

ALIGNMENT LEVEL o >

VERTICAL ALIGNMENT

—2.8417%

_3570

HORIZONTAL ALIGNMENT

Master Alignment : NC1

Chainage

0.000 to

11.939

Master Alignment Coordinates & Levels at Chainage Interval  5.00

Chainage Easting
0.000 384199.319
5.000 384197.348
9.870 384192.868
10.000 384192.738

11.939 384190.804

Master Alignment : CL1

Northing Level Bearing
400852.085 64.380 180.06070
400847.646 64.273 227.80718
400846.109 64.068 274.30988
400846.118 64.063 274.30988
400846.264 63.981 274.30988

Chainage 0.010to 8.742
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6.000
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Master Alignment Coordinates & Levels at Chainage Interval  5.00
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Master Alignment : SC1

Radius Gradient(%)
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Level Bearing
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64.156 274.30988
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Chainage 0.000to  16.7
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384199.307

384198.851
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384196.792
384193.287
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384190.392

Northing

Level

400829.706  64.039

400834.685 64.127
400835.125 64.131
400839.090 64.127
400840.561  64.059
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400840.780  63.981

Bearing
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PRIOR TO COMMENCING WORKS THE CONTRACTOR IS

TO ENSURE THAT INTERFACE LEVELS AND PAVEMENTS

“BETWEEN THE OFF-SITE $278 DESIGN AND INTERNAL
S38 ON-SITE DESIGN TIE IN AND ANY DISCREPANCIES
SHALL BE REPORTED IMMEDIATELY TO THE ENGINEER.
ALL THRESHOLDS ARE TO TIE IN AND
PAVEMENT/KERBING MADE GOOD WITH LOCALISED

\*REPAIRS WHERE NECESSARY TO THE SATISFACTION

OF THE OVERSEEING LA ENGINEER. CONTRACTOR TO
CONFIRM ADEQUATE FALLS TO ADJACENT DRAINAGE
AREAS PRIOR TO COMMENCING WORKS.

PLEASE REFER TO DEVELOPERS M&E DRAWINGS FOR
DETAILS OF ANY ALTERATIONS TO EXISTING STATS

EQUIPMENT. ANY STATS DIVERSION DETAILS SHALL BE

PROVIDED TO MCC FOR REVIEW.

ALL EXISTING STATS COVERS AFFECTED BY THE
WORKS TO BE RESET TO NEW CARRIAGEWAY LEVEL
WHERE REQUIRED.

NEW GULLIES TO CAPTURE SURFACE

* WATER FROM ADOPTED HIGHWAY
BEFORE IT ENTERS THE
DEVELOPMENT SITE. CONTRACTOR
TO CONFIRM EXACT CONNECTIONS
PRIOR TO CONSTRUCTION TO
ENSURE ADEQUATE GRAVITY
CONNECTION POINT ALONG GULLY

* TAILPIPE. |

* . CONTRACTOR TO REVIEW

FINISHED LEVELS IN THIS

AREA. TOPO SHOWING AS

+ A LOW POINT BUT NO
GULLY PRESENT ON-SITE
OR EVIDENCE OF
PONDING CURRENTLY.

+ + ¥

EXISTING TREE TO BE REMOVED;
COMPENSATORY TREE TO BE
PROPOSED, EXACT LOCATION TO

BE AGREED WITH MCC
ENGINEER ON-SITE.

NDARY
———

TAMERTON
DRIVE

S278 BOU
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EXISTING UU COMBINED SEWER 630x920

04.034 | pAMPS TO BE 1125MM

(HAW0Z) 13341S AOOMA3H

EXISTING UU COMBINED SEWER 630x920

EXISTING UU COMBINED SEWER 450 DIA VC
(HAIN0Z) 13341S AOOMAIH

B>

AdVANN@L 84¢S

AS REQUESTED BY
MCC HIGHWAYS, NEW
BULLNOSED KERBS
TO BE LAID
ADJACENT TO
TRAFFIC CALMING
PLATEAU FEATURES.

NEW GULLIES TO BE INSTALLED
ADJACENT TO RAISED TABLE AND
CONNECT INTO EXISTING GULLY
TAILPIPES TO THE SATISFACTION

OF THE OVERSEEING LA ENGINEER.
EXISTING MANHOLE COVERS

TO BE RE-SET TO SUIT NEW

64.445 FINISHED RAISED TABLE
———64.59

LEVELS. MANHOLE COVERS
TO BE LIFTED APPROX. 75MM
BUT EXACT AMOUNT TBC
ON-SITE BY CONTRACTOR
DURING WORKS.

E
XISTING Uy COMBINED SEWER 360x400

BIGNOR STREET

64.475
PROPOSED 75MM RAISED
JUNCTION TABLE

PROPOSED TIE-IN LEVELS

(BOTTOM OF KERB)

PROPOSED RAISED

TABLE LEVELS (75MM

HIGHER THAN EXISTING

BOTTOM OF KERB

LEVELS). EXACT LEVELS

TBC ON-SITE BY

CONTRACTOR. AS REQUESTED BY
MCC HIGHWAYS, NEW
BULLNOSED KERBS
TO BE LAID
ADJACENT TO
TRAFFIC CALMING
PLATEAU FEATURES.

NOTES

1. ALL ADOPTABLE SEWERS AND ASSOCIATED WORKS ARE TO COMPLY FULLY WITH "SEWERS FOR ADOPTION" 7TH
EDITION. ALL DRAWINGS ARE TO BE READ IN CONJUNCTION WITH THE ON-SITE DRAWINGS PRIOR TO
UNDERTAKING ANY WORKS AND ANY DISCREPANCIES WITH BOUNDARIES, FENCELINES, EARTHWORKS OR
OTHERWISE REPORTED IMMEDIATELY TO THE ENGINEER PRIOR TO WORKS COMMENCING.

2. ALL HIGHWAY AND DRAINAGE WORKS TO BE TO ADOPTABLE STANDARDS AND SHALL COMPLY FULLY WITH THE
LOCAL AUTHORITY SPECIFICATION, APPROVED STANDARD DETAILS AND THE RELEVANT SECTIONS OF THE DESIGN
MANUAL FOR ROADS AND BRIDGES, SPECIFICATION FOR HIGHWAY WORKS AND BRITISH STANDARDS.
CONTRACTOR TO ENSURE POSITIVE DRAINAGE TO ALL GULLIES PRIOR TO UNDERTAKING ANY PAVEMENT WORKS.

3. ANY PRIVATE WORKS ARE TO COMPLY FULLY WITH THE LATEST EDITIONS OF THE BUILDING REGULATIONS

4. ALL EXISTING STATIONS, INVERT LEVELS AND DRAINAGE NETWORK TO BE CHECKED BY THE CONTRACTOR AT
THE START OF WORKS AND ANY DISCREPANCIES NOTIFIED TO THE ENGINEER. ALL LEVELS ARE BASED ON
TOPOGRAPHICAL SURVEY INFORMATION PROVIDED BY OTHERS. ANY DISCREPANCIES BETWEEN THIS AND OTHER
DRAWINGS TO BE REPORTED TO THE ENGINEER PRIOR TO CONSTRUCTION

5. ALL MATERIALS TO BEAR THE RELEVANT B.S.KITEMARK AND COMPLY FULLY WITH THE SPECIFICATIONS. ALL
MATERIALS TO BE AGREED WITH THE OVERSEEING LOCAL AUTHORITY REPRESENTATIVE PRIOR TO ORDERING.
ALL CONCRETE & CONCRETE PRODUCTS MUST USE SULPHATE RESISTANT CEMENT (UNLESS THE SITE
INVESTIGATION REPORT PROVES THAT SULPHATE ATTACK FROM SOILS AND GROUNDWATER WILL NOT OCCUR)

6. ALL STATUTORY CONSENTS, OPENING NOTICES ETC. AS REQUIRED UNDER HIGHWAYS ACTS AND WATER
INDUSTRIES ACTS,. ARE TO BE OBTAINED BY THE CONTRACTOR PRIOR TO COMMENCEMENT OF THE WORKS
(UNLESS OTHERWISE STATED). ALL WORKS ARE TO BE INSPECTED BY L.A., NHBC OR STATUTORY AUTHORITY AS
APPLICABLE.

7. CONTRACTOR TO MAKE ADVANCE ALLOWANCE FOR THE MANAGEMENT AND COORDINATION OF STATUTORY
UNDERTAKERS DIVERSIONS WITHIN THEIR PROGRAMME OF WORKS. PRESENCE OF STATUTORY UNDERTAKERS
EQUIPMENT IN THE HIGHWAY SHOULD BE VERIFIED BY THE CONTRACTOR ON SITE PRIOR TO STARTING ANY
WORKS. THE LOCATION OF STATUTORY PLANT SHOWN ON ANY PLANS IS INDICATIVE ONLY AND SHOULD NOT BE
RELIED UPON FOR THE LOCATION OF ANY PIPEWORK OR CABLING. THE CONTRACTOR SHOULD CONFIRM THE
LOCATION OF ALL STATS PLANT BY HAND DUG TRIAL TRENCHES PRIOR TO COMMENCING ANY WORKS.
ALLOWANCE FOR THE PRESENCE OF ALL STATS APPROPRIATE PROTECTION / DIVERSION MEASURES
(INCORPORATING SPLIT DUCT AND 150MM CONCRETE SURROUND OR SIMILAR STATUTORY APPROVED METHOD) IS
TO BE PUT IN PLACE BY THE CONTRACTOR (UNLESS STATED OTHERWISE) WHERE STATS EQUIPMENT ARE FOUND
TO BE WITHIN THE AREA OF HIGHWAY WORKS.

8. PRIOR TO ORDERING THE CONTRACTOR IS TO AGREE ALL SIGN POST/LIGHTING COLUMN MATERIALS AND
FINISHES WITH THE LOCAL AUTHORITY. ALL SIGNS TO COMPLY WITH BS EN 12899:2007 AND ITS NATIONAL ANNEX.
TYPE OF POSTS, FINISHES AND LIGHTING UNITS/COLUMNS TO BE AGREED WITH LA STREETLIGHTING ENGINEER
PRIOR TO ORDERING. CONTRACTOR IS RESPONSIBLE FOR COORDINATING THE PROVISION OF ALL REQUIRED
EQUIPMEMT AND ELECTRICAL FEEDS TO LIGHTING AND ANY SIGNALS PRIOR TO WORKS COMMENCING,
CONTRACTOR TO MAKE ALLOWANCE FOR ANY LEAD-INS WITHIN THEIR PROGRAMME.

9. ALL ROADMARKINGS TO BE LAID IN ACCORDANCE WITH THE REQUIREMENTS OF THE TRAFFIC SIGNS MANUAL
CHAPTER 5, TRAFFIC SIGNS REGULATIONS AND GENERAL DIRECTIONS. ROADMARKING MATERIALS, LAYING AND
PERFORMANCE TO BE IN ACCORDANCE WITH THE REQUIREMENTS OF BS EN 1436.ALL ACCESS COVERS WITHIN
THE VICINITY OF THE WORKS TO HAVE HIGH FRICTION COVERS AND AGREED WITH LA ENGINEER. PSV OF ALL
LINING AND COVERS TO SUIT ADJACENT SURFACING

10. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT ALL ADVANCE NOTICES ARE IN PLACE AND TRAFFIC
MANAGEMENT AGREED FOR THE WORKS PRIOR TO COMMENCING. THE CONTRACTOR IS TO MAKE ALLOWANCE
FOR THE ADVANCE PROVISION OF ALL ELECTRICAL WORKS AND EQUIPMENT FOR SIGNALS AND STREETLIGHTING
WITHIN THEIR PROGRAMME OF WORKS

C.D.M. REGULATIONS 2015

IN LINE WITH THE ABOVE REGULATIONS WE ARE OBLIGED TO INFORM THE CLIENT OF THE RISKS THAT MAY BE
ENCOUNTERED IN THE CONSTRUCTION OF THESE WORKS. WHEREVER POSSIBLE RISKS HAVE BEEN ELIMINATED
FROM THE DESIGN, HOWEVER DUE TO THE VERY NATURE OF THIS TYPE OF WORK IT IS NOT POSSIBLE TO REMOVE
ALL THE RISKS FROM THE DESIGN. WE WOULD ALSO RESPECTFULLY REMIND THE CLIENT OF HIS OBLIGATIONS TO
TAKE ALL REASONABLE STEPS IN ENSURING THAT ONLY COMPETENT CONTRACTORS WHO HAVE A VALID SAFETY
POLICY ARE EMPLOYED. THEY SHOULD ALSO PROVIDE SATISFACTORY RESPONSES AT TENDER STAGE AS TO THE
MANNER IN WHICH THEY WILL DEAL WITH THE ELEMENTS OF RISK INVOLVED IN THIS TYPE OF WORK AND IN
PARTICULAR THOSE HIGHLIGHTED BY CROFT BELOW:-

1. TRENCH EXCAVATIONS IN EXCESS OF 1.2M DEEP.

2. GUARDING TO EDGES OF EXCAVATIONS TO PREVENT PEOPLE, MATERIALS AND VEHICLES FALLING INTO
EXCAVATION.

3. GUARDING OF EXCAVATIONS OUTSIDE WORKING HOURS TO PREVENT UNAUTHORISED ACCESS.

4. UNDERMINING TO ADJACENT ROADS OR STRUCTURES.

5. CONFINED SPACE OPERATIONS.

6. DEALING WITH EXISTING SERVICES.

7. TRAFFIC MANAGEMENT ON EXISTING HIGHWAYS AND PROTECTION OF SITE PERSONNEL AND MEMBERS OF THE
PUBLIC.

8. PROCEDURE TO BE FOLLOWED IN EVENT OF ACCIDENT OR EMERGENCY.

9. METHOD OF WORKING WHERE CONTAMINATED GROUND IS PRESENT ON SITE.

10. CONFIRMATION WILL BE REQUIRED THAT ALL OPERATIVES ARE ADEQUATELY TRAINED, COPIES OF RELEVANT
TRAINING CERTIFICATES TO BE SUPPLIED.

11. ANY CONSTRUCTION PERSONNEL, INCLUDING OPERATIVES INTENDING TO CONSTRUCT THE DESIGNS SHOWN
ON THIS DRAWING SHOULD ENSURE THAT THEY

HAVE BEEN REGULARLY AND THOROUGHLY BRIEFED BY THE PRINCIPAL CONTRACTOR ON ALL HEALTH AND
SAFETY MATTERS AND HAVE HAD SIGHT OF:

1) THE FULL DESIGNERS AND CONTRACTORS RISK ASSESSMENTS AND RISK REGISTERS.
Il) THE DEVELOPED CONSTRUCTION HEALTH AND SAFETY PLAN
1ll) THE CONTRACTORS CONSTRUCTION METHOD STATEMENTS.

THE ABOVE LIST IS BY NO MEANS EXHAUSTIVE BUT IT DOES HIGHLIGHT OPERATIONS THAT PRESENT A RISK TO
CONTRACTORS AND THE GENERAL PUBLIC.

DRAINAGE

PRIOR TO CONSTRUCTION THE CONTRACTOR IS TO SURVEY/PROOF AND IF NECESSARY
CLEAR EXISTING SURFACE SEWERS/TAILPIPES TO CONFIRM PIPE ALIGNMENTS AND
PREVENT ANY OBLIQUE CONNECTIONS WITH EXISTING PIPEWORK.

= EXISTING GULLY GRATING AND FRAME TO BE REMOVED TO TIP AND POT FILLED WITH MIX
ST4 CONCRETE TO BELOW FORMATION LEVEL.

| | PRECAST CONCRETE STREET GULLY 450MM DIA X 900MM TO BS 5911 BS EN 124 WITH
DUCTILE IRON HINGE GULLY GRATE AND FRAME TO EN 124 D400 SINGLE PIECE HINGED.
LOCATION AND NATURE OF SEWER TO BE CONFIRMED ON SITE PRIOR TO COMMENCING ANY
DRAINAGE WORKS. CONTRACTOR TO ENSURE THAT NO OBLIQUE TURNS ARE MADE IN ALL
GULLY CONNECTIONS AND ADJUST CONNECTIONS WHERE NECESSARY TO THE
SATISFACTION OF THE LA ENGINEER.

EXISTING GULLY TO REMAIN.
CONTRACTOR TO REVIEW ALL HARD COPY PAPER PLANS OF STATS INFO AS SUPPLIED BY

M&E CONSULTANT IN ADDITION TO UNDERTAKING THEIR OWN TRIAL HOLES TO LOCATE
STATS PRIOR TO STARTING ANY WORKS.

WARNING:- PRESENCE OF EXISTING STATS EQUIPMENT IN THE VICINITY OF WORKS

PRESENCE OF STATUTORY UNDERTAKERS EQUIPMENT IN THE HIGHWAY SHOULD BE
VERIFIED BY THE CONTRACTOR ON SITE PRIOR TO STARTED ANY WORKS. THE LOCATION
OF STATUTORY PLANT SHOWN ON ANY PLAN IS INDICATIVE ONLY AND SHOULD NOT BE
RELIED UPON FOR THE LOCATION OF ANY PIPEWORK OR CABLING. THE CONTRACTOR
SHOULD CONFIRM THE LOCATION OF ALL STATS PLANT BY HAND DUG TRIAL TRENCHES
PRIOR TO COMMENCING ANY WORKS. ALLOWANCE FOR THE PRESENCE OF ALL STATS
APPROPRIATE PROTECTION / DIVERSION MEASURES (INCORPORATING SPLIT DUCT AND
150MM CONCRETE SURROUND OR SIMILAR STATUTORY APPROVED METHOD) IS TO BE PUT
IN PLACE BY THE CONTRACTOR (UNLESS STATED OTHERWISE) WHERE STATS EQUIPMENT
ARE FOUND TO BE WITHIN THE AREA OF HIGHWAY WORKS.
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