15TH ST ANNS SQUARE

ACCESS TO UPPER FLOORS, OUT OF SCOPE
AND OUTSIDE THE DEMISE

BULKHEAD ROLLER SHUTTER INSTALLATION

SALES ENTRANCE FROM ST ANNS SQUARE

TIMBER SHOPFRONT WITH METAL CORE TO
PROVIDE NECESSARY SECURITY
REQUIREMENTS. REFER TO DESIGN AND

ACCESS STATEMENT.

BULKHEAD ROLLER SHUTTER INSTALLATION

TIMBER SHOPFRONT WITH METAL CORE TO
PROVIDE NECESSARY SECURITY
REQUIREMENTS. REFER TO DESIGN AND
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EXISTING|LIFT OUT OF ORDER. NEW
LIFT TO BE INSTALLED WITHIN THE

SAME SPACE.

NEW STAIRCASE TO CONNECT THE

GROUND FLOOR AND|LOWER
GROUND FLOOR SALEES AREA
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BULKHEAD ROLLER SHUTTER INSTALLATION

TIMBER SHOPFRONT WITH METAL CORE TO
PROVIDE NECESSARY SECURITY
REQUIREMENTS. REFER TO DESIGN AND
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{ EXISTING CEILINGS TO BE DEMOLISHED AND P.04.100
| REINSTATED TO ALLOW MEP SERVICES
B P.04.101. REFER TO DESIGN AND ACCESS
STATEMENT.
i EXTRACT DUCT TO BE
INSTALLED WITHIN
FLOOR JOISTS. NO
STRUCTURAL WORKS EXISTING CEILINGS TO BE DEMOLISHED AND  EX|STING HIGH LEVEL CORBEL TO
REQUIRED. REINSTATED TO ALLOW MEP SERVICES BE RETAINED
P.04.101. REFER TO DESIGN AND ACCESS
| STATEMENT.
H
EXISTING HIGH LEVEL CORBEL TO
BE RETAINED
n
EXTRACT DUCT TO BE
INSTALLED WITHIN EXISTING HIGH LEVEL CORBEL TO
FLOOR JOISTS. NO BE RETAINED
STRUCTURAL WORKS EXISTING CEILINGS TO BE DEMOLISHED AND
REQUIRED. REINSTATED TO ALLOW MEP SERVICES

ACCESS STATEMENT.

P.04.101. REFER TO DESIGN AND ACCESS
STATEMENT.

EXISTING HIGH LEVEL CORBEL TO
BE RETAINED

SALES ENTRANCE FROM ST ANNS SQUARE

TIMBER SHOPFRONT WITH METAL CORE TO
PROVIDE NECESSARY SECURITY
REQUIREMENTS. REFER TO DESIGN AND

ACCESS STATEMENT.

BULKHEAD ROLLER SHUTTER INSTALLATION

NEW OPENING TO ALLOW INTERNAL

CONNECTION EXISTING HIGH LEVEL CORBEL TO

BE RETAINED

EXISTING CEILINGS TO BE DEMOLISHED AND ~ EXISTING HIGH LEVEL CORBEL TO
REINSTATED TO ALLOW MEP SERVICES BE RETAINED AND REPAIRED
P.04.101. REFER TO DESIGN AND ACCESS

STATEMENT.

25TH ST ANNS SQUARE

1

PROPOSED REFLECTED CEILING GROUND FLOOR PLAN

SCALE 1:50@AT; 1:100@A3

EXISTING HIGH LEVEL CORBEL TO
BE RETAINED

SERVICE RISER FROM THE BASEMENT

SERVICES WILL BE RUNNED THROUGH THE
BACKWALL TO PROVIDE FRESH AIR AND
VENTILATION TO THE UNIT.

SERVICES WILL BE RUNNED THROUGH THE
BACKWALL TO PROVIDE FRESH AIR AND
VENTILATION TO THE UNIT.

SERVICE RISER FROM THE BASEMENT

SERVICES WILL BE RUNNED THROUGH THE
BACKWALL TO PROVIDE FRESH AIR AND
VENTILATION TO THE UNIT.

SERVICE RISER FROM THE EXISTING PLANT
ROOM IN THE CEILING OVER THE UNIT TO
SUPPLY FRESH AIR
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P.04.100

CORNICES TO BE REINSTATED AND
EXPOSED. REFER TO CEILING DETAIL
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CORNICES TO BE REINSTATED AND
EXPOSED. REFER TO CE|LING DETAIL P.04.101

CORNICES TO BE REINSTATED AND
EXPOSED. REFER TO CEILING PETAIL

P.04.100
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DROPPED CEILING TO ALLOW MEP SERVICES
INSTALLATION. REFER TO CEILING DETAIL
P.04.102
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ACCESS FROM HALF MOON STREET.

EXISTING DOOR TO BE REPLACED BY A NEW
ONE WITHIN THE SAME OPENING. DOOR TO BE
USED AS BACK OF HOUSE ENTRANCE.

EXISTING STAIRCASE TO BE
RETAINED

PROPOSED ACCESIBLE WC

ACCESS FROM HALF MOON STREET.

EXISTING DOOR TO BE REPLACED BY A NEW
ONE WITHIN THE SAME OPENING. DOOR TO BE
USED AS BACK OF HOUSE ENTRANCE.

EXISTING DOOR TO ACCESS UPPER FLOORS,
OUT OF THE CLIENT'S DEMISE.

JOHNSON PINNEY ARCHITECTS

+44 207 394 1700
johnsonpinney.com

NOTES:

THE CONTRACTOR IS RESPONSIBLE FOR CHECKING DIMENSIONS,
TOLERANCES AND REFERENCES. ANY DISCREPANCIES ARE TO BE
VERIFIED WITH THE ARCHITECT BEFORE PROCEEDING WITH THE
WORKS ON SITE OR OFF SITE FABRICATION

WHERE AN ITEM OR DETAIL IS COVERED OR DESCRIBED ON DRAWINGS
OF DIFFERENT SCALES THE LARGER SCALE DRAWING IS TO BE
WORKED TO.

DO NOT SCALE FROM THIS DRAWING. FIGURED DIMENSIONS TO BE
WORKED TO IN ALL CASES.

THIS IS A COPYRIGHT (C) DRAWING AND IS NOT TO BE REPRODUCED
WITHOUT THE WRITTEN PERMISSION OF THE ARCHITECT

LEGEND

OUT OF DEMISE
- EXISTING WALLS

OUTSIDE ARCHITECTURAL SCOPE
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M s s OUTSIDE DEMISE

NOTES:

o DRAWINGS TO BE READ IN ACCORDANCE WITH THE HERITAGE, PLANNING AND
DESIGN AND ACCESS STATEMENTS.

o WORKS SUBJECT TO THE LANDLORD'S APPROVAL.

¢ EXISTING CORBELS TO BE RETAINED AND RESTORED.

o EXISTING COLUMNS TO BE RETAINED AND RESTORED. COLUMNS HEADS TO BE
INTEGRATED IN CEILING DESIGN.

o EXISTING CORNICES NOT ORIGINAL TO BE REMOVED AND REINSTATED. REFER TO
CEILING DETAIL DRAWING.

NOTE 2:

REFER TO DRAWING 1357.P.2.300 AND DESIGN AND ACESS STATEMENT FOR FINISHES

PROPOSED REFLECTED
CEILING GROUND FLOOR PLAN
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