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1.0 QUALITY ASSURANCE 

Castledine Environmental confirm that all reasonable efforts have been 

made to ensure that the information outlined within this report is accurate.  

Castledine Environmental would further confirm that due care, attention 

and technical skill were used in the creation of this report. 

For and on behalf of Castledine Environmental. 

 

Kevin Castledine 

(Director) 

2.0 LIMITATIONS 

The conclusions and recommendations made in this report are limited to 

those based on the findings of the investigation.  Where comments are 

made based on information obtained from third parties, Castledine 

Environmental assumes that all third-party information is true and correct.  

No independent action has been undertaken to validate the findings of 

third parties. The assessments and interpretation have been made in line 

with legislation and guidelines in force at the time of writing, representing 

best practice at the time. 

This survey has not included asbestos within existing structures, invasive 

plant species, geotechnical considerations or any elements unconnected 

with potential ground contamination at the site.  If required, such surveys 

should be undertaken by suitably accredited organisations.   

There may be other conditions prevailing at the site which have not been 

disclosed by this investigation and which have not been taken into account 

by this report.  Responsibility cannot be accepted for conditions not 

revealed by the investigation. 
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3.0 INTRODUCTION 

Castledine Environmental have been appointed by Mr. J.P. Casey to 

undertake a Phase 3 remediation Strategy and Verification Plan on a site 

at No.7/9 Slaithwaite Drive, Manchester M11 4BA. 

 

4.0 SCOPE 

Castledine Environmental have prepared this report for the sole use and 

reliance of Mr. J.P. Casey and his appointees for the purpose of ensuring 

compliance with: 

• Paragraph(s) 174, 179, 183 & 184 of the National Planning Policy 

Framework 2021 

• part C1 of the building regulations 

• Support of a Planning Application 

This report may not be used or relied upon by any unauthorised third 

party, or for any other proposed use than that specified above, without the 

explicit written agreement of Castledine Environmental.  

The report consists of a Remediation Strategy and Verification Plan in 

accordance with  

• LCRM “Land Contamination Risk Management”, which replaces; 

• BS10175:2011+A2:2017, Investigation of potentially contaminated 

sites. Code of practice 

• BS 8485:2015+A1:2019 Code of practice for the design of 

protective measures for methane and carbon dioxide ground gases 

for new buildings and  

• CLR11 “Model Procedures for the Management of Land 

Contamination”.  

The objectives of the report are:- 

• Report the existing information relating to the soil contamination 

and the ground gas regime within the area of the site. 
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• Set out the remediation measures and validation processes to be 

followed on site to ensure the site development does not pose a 

risk to human health. 

5.0 SITE DESCRIPTION 

The site is located in Manchester at National Grid Reference: 

388149,398936 and is approximately 0.05ha in area.  

The site is irregular in shape and is orientated east to west. The site is 

located in a predominantly residential area and is directly bounded by 

neighbouring dwellings and their associated gardened spaces to the north, 

east and west with Slaithwaite Drive located directly south east of site.  

The site interior comprises a former garden plot of an associated dwelling, 

located directly south of site, presently in use as a yard and workshop 

area.  

Access to site was provided via the south eastern boundary through 

herras fencing, located between timber garden fencing on this boundary. 

Directly inside and north of the access lies a garage unit with an adjoined 

workshop. The garage unit was seen to be constructed of concrete slabs, 

concrete flooring and a mixture of timber and concrete cladding and 

corrugated metal roofing. The adjoined workshop, located on the western 

face of the garage was seen to be constructed of corrugated cladding, 

timber structuring and further concrete flooring. The interiors of both the 

garage unit and the workshop were seen to be heavily congested with 

numerous items such as furniture, construction materials such as 

boarding, plaster, timber, window frames, metal spars along with tyres, 

miscellaneous tools, tool and component boxes, ladders, bins, batteries 

and other associated workshop and vehicle maintenance items. The area 

outside the southern face of the buildings and to the east and north, 

between site boundaries was also noted to be occupied by heaped debris 

and refuse including chicken wire, bricks and stone, vehicle components 

and scrap metals including radiators, bin-bags, scaffolding, timber and 

further tyres. 
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The remainder of site is then occupied by largely bare, recently scraped 

soils with evidence of rubbles and debris seen across the site. The far 

western extent of site was seen to be occupied by a small excavator, a 

heaped pile of timber and vegetation cuttings and some small heaps of 

soil and further scaffolding associated tools and materials. A skip with 

further refuse and debris, similar to that noted elsewhere on site, was then 

noted to be located centrally on the southern boundary.  

Potential sources of contamination noted on the site walkover include both 

the garage and workshop unit, the scattered debris noted both within and 

without the buildings, along with the scattered debris and refuse noted 

across the remainder of site. Topographically, the site is level as are 

surrounding areas.  

Photos of the site are present in Appendix D of the previous report.  

6.0 OVERVIEW OF FINDINGS AND RECOMMENDATIONS FROM 
PREVIOUS REPORTS  

The following previous reports have been referred to and should be read 

in conjunction with this report:  

• Phase 1 Land Contamination Risk Assessment for site at No.7/9 

Slaithwaite Drive, Manchester – Produced by Castledine 

Environmental in July of 2023 and referenced: 3569D  

 

The most pertinent information is summarised in the following sections. 

6.1 SUMMARY OF SOIL CONTAMINATION 

The previous report found the site to presently comprise a former 

gardened plot of an associated dwelling, located directly south of site. 

Historically, the site remained unoccupied field from at least circa.1848 

through until 1922, when the southern extent of site was occupied by a 

brick-pit. Between these dates, it is possible that former river channel was 

infilled in the northern extent of site. The brick-pit was then infilled by 

circa.1932, following which, by circa,1949, the site has been developed 

with dwellings. These structures were then demolished - likely due to poor 
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structural stability due to former brick-works pit (client information also 

indicates this along with dilapidated area regeneration) – by circa.2003, 

with no change seen on historical mapping following this; however, 

satellite imagery dated circa.2005 shows the initial construction stages of 

the present-day dwelling to be located on site. The site then remained in 

use as a residential dwelling with adjacent vehicle repair workshop / 

garage usage, along with scattered debris and refuse and vehicle storage 

across the site.   

The historical industrial usages of the site, subsequent erection and 

demolition of housing on site and the following vehicle workshop usage 

and scattered debris, refuse and vehicle storage across the sit e are 

considered potential sources of soil contamination.  

6.2 SUMMARY OF GROUND GAS & VAPOUR REGIME  

A number of potentially significant sources of ground gas generation have 

been identified both on site, in proximity to site and more distant. On site 

potential sources include the potential infilling of a river gully by circa.1922 

(potential for organics or peat both below the infill and within the infill 

material) and the infill material of the brick-pit (circa.1932 - infill material 

unknown, ash, clinker and other wastes historically prevalent at the time of 

infill). Proximate sources include a number of pits and ponds (or ponds 

within pits, subsequently infilled) in the local area, infilled by circa.1950 

(within gas generational window); and, more distant, a historical landfill 

located approximately 217m north of site and accepting inert, industrial, 

commercial, household, special and liquid sludge waste types between the 

dates of circa.1965-68). Due to the site’s location in an area where both 

superficial and bedrock geologies are recorded as highly permeable, these 

features are considered hazards to the proposed end-usage of the site 

and as such, ground gas protection measures to CS3 standards should be 

installed within the proposed development inline with BS8485:2015+A1-

2019. 
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Additionally, the sites historical usage as a brick-pit and brick works 

industry (with the pit being subsequently infilled) is considered a potential 

source of hazardous vapours, as the nature of the infill material is 

unknown (with the potential to include industrial wastes or demolition 

debris from the removed brick-works). Additionally, the subsequent 

erection and usage of the site with a garage and workshop, vehicle 

maintenance and storage with associated debris and refuse across site is 

also considered a potential source of hazardous vapours, should 

significant spillages or hydrocarbon releases have occurred. 

Accordingly, gas and vapour protection measures are required for the 

development, the extents of which are illustrated on the Gas Protection 

Plan in Appendix A. 

7.0 CAPPING OF SOFT LANDSCAPING AREAS 

All soils on site are likely to be contaminated to some degree. Client has 

opted to replace soils with 600mm of clean material as encapsulation. 

Due to the configuration of the site, the soils will be brought in to site in 

two lots, Firstly the rear of the houses before houses they are built as they 

will not allow access to the rear. 

Prior to the placement of imported material it should be tested in line with 

Guidance And Good Practice Verification Of Cover Systems – Testing 

Criteria For Subsoil And Topsoil, page 10, NHBC Technical Extra Note 

Issue 8 Nov 2012. 

(http://www.nhbc.co.uk/NHBCPublications/LiteratureLibrary/Technical/Tec

hnicalExtra/filedownload,48980,en.pdf).  

Material can be sourced from other developments and commercial 

companies. Dependent on the source of the material it can be classified as 

either from a ‘Greenfield/Manufactured’ or ‘Brownfield/Screened’ source. 

Broadly speaking material can be classified as follows: 

• Greenfield - if it can be demonstrated that it has not been 

developed and that no past contaminative uses have occurred at 

the site. 

http://www.nhbc.co.uk/NHBCPublications/LiteratureLibrary/Technical/TechnicalExtra/filedownload,48980,en.pdf
http://www.nhbc.co.uk/NHBCPublications/LiteratureLibrary/Technical/TechnicalExtra/filedownload,48980,en.pdf
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• Manufactured – from a commercial company who manufacture 

material by mixing or blending mineral soils (subsoil or sand) with 

an organic amendment (compost). 

• Brownfield – material from a donor site that has previously been 

developed 

• Screened – material from a company who deal with skip/demolition 

waste which is screened for unsuitable material i.e. bricks, wood, 

plastic etc. 

Brownfield and screened material are more likely to be of a lesser quality 

and will require more robust testing to prove their suitability therefore 

Greenfield or Manufactured material will be used. Imported soil must not 

contain materials such as plastics, metals, asbestos, glass, tarmac, 

demolition rubble etc. 

Any supplied testing results from a commercial company must be from the 

actual material to be imported and be no more than two months old. This 

should be provided to the relevant Local Authority prior to importation.  

If certificates are not supplied then testing should be done before being 

brought to site, the testing should be carried out by a UKAS accredited 

laboratory and there should be either:  

• one sample per 250 m3 with a minimum of three tests 

For soil from a single source, a minimum of:  

• 3 No. samples for every 15m3 (for smaller quantities, a minimum of 

3 No. tests will be required)  

Each test must include as a minimum: 

• Standard metals/metalloids (should include as a minimum 

As,Cd,Cr,CrVI,Cu,Hg,Ni,Pb,Se,Zn) 

• PAH (16 USEPA speciation) 

• Asbestos 

• Total TPH  

• pH  

• Pesticide suite (from agricultural sources)  
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Environmental samples of imported materials will be tested inline with 

current CLEA Soil Guideline Values and relevant Generic Acceptance 

Criteria (GAC) and SGV’s.  

Imported material should preferably not be stockpiled on site but placed in 

the intended area straight away so as to not cause cross contamination. 

Test results for the intended imported material must be submitted to 

the local authority and approved before being brought onto site. 

All transfer notes and/or receipts for the soil should be retained. 

The thickness of the soil placed will require evidence either via 

photographs during its placement or by digging of post placement 

verification trial holes. 

8.0 GAS PROTECTION MEASURES DESIGN 

Gas protection measures are required for the proposed development.  

These have been designed in line with the current British Standard 

BS8485:2015+A1:2019 ‘Code of Practice for the design of protective 

measures for methane and carbon dioxide ground gases for new 

buildings’. 

8.1 DETERMINATION OF GAS PROTECTION SCORE 

When determining the gas protection score, the Characteristic Situation 

and building type are taken into account. As discussed, the site has been 

characterised as CS3. The proposed development comprises private 

residential properties and so represents Type A buildings, as per Table 3 

of BS8485:2015+A1:2019. 

Taking into account the gas regime and the building type, using Table 4 in 

BS8485:2015+A1:2019, the minimum Gas Protection Score required for 

the site is 4.5 points. 
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8.2 DETERMINATION OF PROTECTION MEASURES 

A combination of two or more of the following protection measures should 

be used to achieve the Gas Protection Score, as determined in Section 

4.3.1 of BS8485:2015+A1:2019: 

• Structural barrier, or basement slab and wall if present. 

• Ventilation measures. 

• Gas resistant membrane. 

8.2.1 FLOOR SLAB 

The residential property is to have a beam and block floor. Based on Table 

5 of BS8485:2015+A1:2019, this will achieve a Gas Protection Score of 0 

points. 

Notes:- 

• There should be no movement joints in the substructure masonry 

below the membrane level and all perpends, gaps and openings 

should be sealed to avoid gas migration 

• Before laying the membrane, the beam-and-block floor should be 

thoroughly wetted and all joints grouted with a 4:1 sand and cement 

grout brushed into all the joints. All projections that may puncture or 

damage the membrane must be removed. A layer of sacrificial 

polythene could be used. 

8.2.2 VENTILATION MEASURES 

The properties are to have a minimum 200mm clear ventilated sub floor 

void, with ventilation provided via telescopic air vents around the perimeter 

of each block at 2m centres. 

The number of telescopic vents is to be confirmed but will meet or exceed 

the building regulations requirements of 1,500mm²/m run of wall. 

Should the building exceed 15m in length (larger buildings), this this 

should be increased to 2000mm²/m per run of wall, on at least two 

opposite sides.  
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The void should be well cross-ventilated (airbricks located on opposite 

walls) and if there are sleeper walls or other obstructions (change in levels 

etc) then there should be four or five times the area of the side vents 

provided in the obstruction. 

This should be sufficient to provide very good performance. Based on 

Table 6 of BS8485:2015+A1:2019, this will achieve a gas protection score 

of 2.5 points. 

8.2.3 GAS RESISTANT MEMBRANE 

A gas resistant membrane which meets all of the requirements of Table 7 

of BS8485:2015+A1:2019 (reproduced as Table 1) will achieve a score of 

2 points. 

TABLE 1. BS8485:2015 TABLE 7 GAS PROTECTION SCORE FOR THE GAS 
RESISTANT MEMBRANE REPRODUCED FROM BS8485:2015  

 

Protection element/system Score Comments 

Gas resistant membrane meeting all of the 
following criteria: 

• sufficiently impervious to the gases with a 
methane gas transmission rate <40.0 
ml/day/m2/atm (average) for sheet and joints 
(tested in accordance with BS ISO 15105-1  
manometric method); 

• sufficiently durable to remain serviceable for 
the anticipated life of the building  and 
duration of gas emissions;  

• sufficiently strong to withstand in-service 
stresses (e.g. settlement if placed below a 
floor slab); 

• sufficiently strong to withstand the installation 
process and following trades until covered 
(e.g. penetration from steel fibres in fibre 
reinforced concrete, penetration  of 
reinforcement ties, tearing due to working 
above it, dropping  tools, etc); 

• capable, after installation, of providing  a 
complete barrier to the entry of the relevant 
gas; and 

• verified in accordance with CIRIA C735 

2 

The performance of 
membranes is heavily 
dependent on the quality  
and design of the 
installation, resistance to 
damage after installation  
and integrity  of joints. 
For example, a minimum 
0.4 mm thickness 
(equivalent to 370 g/m2  
for polyethelene) 
reinforced membrane 
(virgin polymer) meets 
the performance criteria 
in Table 7 (see C.3). If a 
membrane is installed 
that does not meet all the 
criteria in column 1 then 
the score is zero. 
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As designers, Castledine Environmental have specified a membrane 

which is considered to be suitable for use as a gas barrier at the site and 

this is:  

• Visqueen Ultimate HC BLOK  

Suitable accessories are:  

• Visqueen Ultimate Doubled Sided Jointing Tape 100mm x 15m 

• Visqueen GR Lap Tape 150mm x 10m 

• Visqueen Ultimate Top Hat Units  

• Visqueen Preformed Units 

• Visqueen Pro Detailing Strip, 300m x 10m, 500mm x 10m 

If an alternative product is proposed, then the manufacturer, membrane 

name and specification sheet should be forwarded to Castledine 

Environmental and the EHO for assessment and approval prior to 

installation. 

The membrane shall be extended across cavities and sealed around 

joints/service entries. Joints can be heat welded or taped with Double 

sided butyl joint tape. Joints are to be overlapped by min 100mm and if 

joint tape is being used then it must be applied using a silicone roller to 

remove trapped air. Visqueen self-adhesive Gas Membrane or Visqueen 

Top Hats and preformed corners should be used for sealing around 

protuberances.  

If lap tape is to be used then it should not be fitted until the double 

sided jointing tape has been verified 
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8.2.4 GAS PROTECTION SCORE SUMMARY 

By implementing the above measures, the Gas Protection Score would be  

TABLE 2. CALCULATION OF GAS PROTECTION SCORE 

Protection Measures Score 

Precast suspended beam and block floor 0 

Ventilation measures 2.5 

Gas resistant membrane 2 

 

Total 4.5 

 

8.3 OTHER ELEMENTS 

The gas membrane is to be installed when the construction is at slab level 

and then the insulation and screed placed upon it. This will protect the 

membrane from on-going site activities.  

The cavity should be filled to a level where it will support the membrane 

across the cavity.  Any exposed sections across the cavity wall will be 

protected using sacrificial sheeting or DPM while any cavity work is 

undertaken. 

Ground Gas Membrane is degraded by light and therefore if it is to be left 

exposed for two weeks or more it should be protected by covering with 

black plastic. Centre fold membranes must not be used.  
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9.0 VERIFICATION PLAN 

9.1 CAPPING MATERIAL 

9.1.1 VERIFICATION OF CORRECT DEPTH OF COVER LAYER 

There are two main ways to confirm the depth of cap. 

• TOPOGRAPHICAL SURVEYS 

This method requires an accurate survey of the base, following 

removal of any material as required, and final formation layer height 

to establish the depth of cover. 

• DEPTH TESTING IN SITU 

Small trial pit excavated to allow measurement of its depth by tape 

measure or measuring staff. This would normally be one pit per 

garden area. Photograph each test pit showing depth of cap. 

9.1.2 PHOTOGRAPHIC EVIDENCE FOR VALIDATING THE DEPTH OF 
COVER 

The following is guidance on photographs as additional evidence to 

support either of the above methods. 

• Proof that the depth of inert cover has been installed 

• Proof there is a geotextile separator and visual warning membranes 

(if used) between the made ground and suitable for use soils. 

• Proof of the method of placement and different layers if appropriate 

• Proof of the completed project 

• Inclusion of geographic background features which will aid locating 

the photograph 

9.2 GAS PROTECTION 

In order to achieve the points claimed for the gas resistant membrane 

above, a validation procedure must be in place. The validation should be 

carried out by a suitably qualified and independent inspector and be 

undertaken in line with CIRIA C735. Membranes installed by a suitably 

qualified installer are more robust, require less verification (assuming that 

the work is to an acceptable standard) and are likely to be more cost 

effective. If the installation is to be carried out by a qualified and 
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experienced installer then one visit should be carried out immediately 

following the fitting of the membrane. If the fitting is to be carried out by the 

builder / groundworker then an extra visit will be required when the site 

has been prepared for the membrane but before it is fitted. 

On this basis, verification will be required as follows: 
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TABLE 3. REQUIRED VERIFICATION OF MEMBRANE 

Gas regime/risk Slab type 
Installer 

experience 
Suggested levels of verification and integrity testing 

Low risk CS2 
(*with venting) 
Basic radon 
protection area 

Non 
reinforced 
All slabs 

General builder/ 
groundworker / 
landfill operative 
(no relevant 
qualification) 

Verifier (consultant or qualified and experienced installer) to conduct a 
thorough verification (visual) inspection prior to all concrete pours. Contractor 
to supply sign off sheets (verification evidence) including photographs to 
independent verifier. 

Qualified and 
experienced 
installer (minimum 
one operative to 
hold qualification 

Verifier (consultant or third party qualified and experienced installer) to 
conduct a thorough verification (visual) inspection prior to 25 to 50 per cent 
of concrete pours (min one visit). Installer to supply sign off sheets 
(verification evidence) including photographs to independent verifier for all 
other pours. 

Intermediate risk 
CS2 (no venting) 
or 
CS3 (*with 
venting) 
Full radon 
protection area 

General builder/ 
groundworker/ 
landfill operative 
(no relevant 
qualification) 

Verifier (consultant or qualified and experienced installer) to conduct a 
thorough verification (visual) inspection prior to all concrete pours. All joints, 
pipe penetrations etc. independently air lanced to ASTM 04437.Contractor to 
supply sign off sheets (verification evidence) including photographs to 
verifier. Consideration given to need for/scope of integrity testing (eg initially 
on say 25 to 50 per cent of pours then falling to 10 to 25 per cent if 
acceptable results obtained and no concerns raised by visual inspections). 

Intermediate risk 
CS2 (no venting) 
or 
CS3 (*with 
venting) 
Full radon 
protection area 

 

Qualified and 
experienced 
installer (minimum 
one operative to 
hold qualification) 

Verifier (consultant or third party qualified and experienced installer) to 
conduct a thorough verification (visual) inspection prior to 25 to 50 per cent 
of concrete pours (min two visits). 
25 per cent all joints, pipe penetrations etc. independently air lanced to 
ASTM D 4437. Remaining 75 per cent joints, pipe penetrations etc tested to 
recognised standard by installer (as detailed in method statement/CQA plan). 
Installer to supply sign off sheets (verification evidence) to verifier for all 
other pours. Consideration given to need for/scope of integrity testing (eg 
initially on 10 to 25 per cent of pours then falling to 0 to 10 per cent if 
acceptable results obtained and no concerns raised by visual inspections). 
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If during the initial or subsequent inspections or based on the installer 

supplied information the quality of the installation is not deemed to be to a 

sufficient standard, then additional visits and integrity testing may be 

required. 

10.0 WATCHING BRIEF  

It remains possible that previously unexpected soil conditions may be 

encountered during the construction process. Examples may include oily 

pockets within the soil, potential for asbestos containing materials, black 

ashy materials, soils exhibiting strong odours, brightly coloured materials, 

and former demolition materials. 

Should previously undiscovered contamination be encountered during the 

demolition/construction of the new buildings the following course of action 

should be adhered to: 

1. The ground workers should report any suspected contamination 

immediately to the Client's site supervisor. The supervisor should 

contact the Client or their appointed agent who will in turn contact 

Castledine Environmental to request an engineer to visit the site to 

assess the extent of the 'contamination'. 

2. Castledine Environmental shall make records of their inspection, 

and pass details of these to the Local Authority. 

3. Where the conditions revealed differ from those previously 

anticipated, Castledine Environmental shall take samples as 

deemed appropriate to be dispatched for appropriate chemical 

testing. 

4. Depending on the results of the testing either:  

a. no further work will be required;  

b. a further detailed risk assessment will be required; and/or  

c. Localised specific remedial measures will be necessary. 

Appraisal criteria will vary depending on the nature of the 

assessment. 

5. The results of any such testing will be sent to the Local Authority 

Pollution Control Section, Local Authority development control 
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section, and the appointed building inspector. If remediation is 

required, the LA/Building inspector will be informed of the date and 

time of the proposed works. 

6. Remediation will be undertaken in accordance with a method 

statement submitted for approval. The works shall be supervised 

where necessary by Castledine Environmental who shall provide a 

Verification Report for the Local Authorities. 

7. A copy of the discovery strategy (Appendix B) should be lodged on 

site and provisions made to ensure that all workers are made aware 

of their responsibility to observe, report and act on any potentially 

suspicious or contaminated materials they may encounter. 

11.0 REPORTING 

11.1 CAPPING MATERIAL 

When the Capping layer has been completed and verified, a report should 

be produced for submission to the Local Authority. This should confirm 

that the works have been done and confirm that the site is now suitable for 

its intended use. 

The report should contain 

• A summary of the remediation strategy and work undertaken. 

• Copies of waste transfer note(s) and / or invoice(s) showing how 

much material has left site and its destination. 

• A copy of the laboratory analysis results for imported material 

• Copies of the transfer note(s) and / or invoice(s) for imported 

material showing the amount imported. 

• Good quality photographs as indicated in section 9.1.2 

11.2 GAS PROTECTION 

Reporting of the verification activities will be completed following a site 

visit and verification of the installed gas protection measures. The 

verification report will summarise the extent to which the remedial methods 

have been achieved and supporting documentation to include site plans 

and membrane photographs. 
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APPENDIX A GAS PROTECTION PLAN 
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APPENDIX B DISCOVERY STRATEGY  
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APPENDIX C VISQUEEN ULTIMATE HC BLOK SPECIFICATIONS  
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