
Dn

MINIMUM TRENCH WIDTH
PIPES UP TO 100Ø BC+200
PIPES UP TO 600Ø BC+300

PIPES EXCEEDING 600Ø BC+450
MAXIMUM TRENCH WIDTH (BD) SEE TABLE

CLASS S - 360° GRANULAR SURROUND PIPE BEDDING DETAIL

WELL COMPACTED PIPE BEDDING MATERIAL
IN ACCORDANCE WITH THE SPECIFICATION

LIGHTLY COMPACTED SELECTED BACKFILL
OVER CROWN OF PIPE (IMPORTED WHERE
NOT AVAILABLE ON SITE)
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CLASS Z - CONCRETE BED AND SURROUND PIPE BEDDING DETAIL
COVER < 900mm IN VEHICULAR LOADING AND OPEN FIELD.
COVER <600mm ELSEWHERE EXCEPT UNDER BUILDINGS.

THE FLEXIBLE JOINTS IN THE PIPES SHALL BE
MAINTAINED AT THE END OF EACH PIPE WITH

COMPRESSIBLE SHEET CUT ACCURATELY TO FIT THE
PIPE PROFILE TO BREAK THE CONCRETE SURROUND

SOFT LANDSCAPE AREAS
IN SOFT LANDSCAPING AREAS TRENCH FILL ABOVE

PIPES IS TO BE MOUNDED TO A MAXIMUM DEPTH
OF 50MM TO ALLOW FOR FUTURE SETTLEMENT.

ANY SOFT SPOTS IN THE TRENCH FORMATION SHALL BE
REPLACED BY AN ADDITIONAL DEPTH OF GRANULAR
BEDDING UNLESS INSTRUCTED OTHERWISE BY THE
ENGINEER.
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(                )

HARDSTANDING AREAS
SHW TYPE 1 GRANULAR MATERIAL

SOFT LANDSCAPE AREAS
SELECTED BACKFILL MATERIAL UP TO

UNDERSIDE OF TOP-SOIL

GEN3 CONCRETE
ANY SOFT SPOTS IN THE TRENCH FORMATION SHALL BE
REPLACED BY AN ADDITIONAL DEPTH OF GRANULAR
BEDDING UNLESS INSTRUCTED OTHERWISE BY THE
ENGINEER.

MAXIMUM TRENCH WIDTH

Dn Bd

150 0.6

225 0.7

300 0.85

375 1.05

450 1.15

525 1.25

600 1.35

675 1.45

750 1.50

SEALED ACCESS POINT

WHERE COVER LESS THAN 300mm
PIPEWORK TO HAVE CLASS Z BEDDING
UNDER FLOOR SLAB.

FLEXIBLE JOINT
LOCATION OF COLLAR TO SUIT
CONSTRUCTION REQUIREMENTS

COMPRESSIBLE JOINTS
- AT ALL PIPEWORK JOINTS
WITHIN CONCRETE ENCASING

PROPRIETARY TOP-HAT COLLAR

90° REST BEND
STAINLESS STEEL CLIP

INTERNAL DRAINAGE PIPE

BEND CAST INTO FOUNDATIONS OR TO HAVE
150mm GEN 3 CONCRETE ENCASEMENT. WHERE COVER GREATER THAN 300mm

PIPEWORK TO HAVE CLASS S BEDDING
UNDER FLOOR SLAB.

600mm LONG ROCKER PIPE (MUST BE PROVIDED
WHERE PIPE EMERGES FROM PAD OR STRIP
FOUNDATIONS. ROCKER PIPE TO BE CONCRETE
ENCASED WITH FIBREBOARD AT JOINTS IF
CROWN IS WITHIN 300mm OF U/S OF SLAB.

S.S.L.

PIPE TO HAVE 150mm GEN 3 CONCRETE
ENCASEMENT UNDER SLAB.

MINIMUM TRENCH WIDTH
PIPES UP TO 100Ø BC+200
PIPES UP TO 600Ø BC+300

PIPES EXCEEDING 600Ø BC+450
MAXIMUM TRENCH WIDTH (BD) SEE TABLE

ROCKER PIPE REQUIRED BEYOND
CONCRETE FOUNDATION OR
ENCASEMENT.

DRAINAGE UNDER BUILDINGS

INSPECTION CHAMBER BASE DETAILS

BENDS OF UP TO MAX 45° ANGLE CAN BE
USED ON ANY INLET AND THE OUTLET

MAIN
FLOW

SHALLOW
INSPECTION
CHAMBER

WHERE CHAMBERS ARE
POSITIONED ON 90°
CORNERS ALWAYS USE
THE MAIN CHANNEL BY
FITTING A 45° BEND ON
INLET AND OUTLET

MAIN
FLOW

BENDS OF UP TO MAX 45° ANGLE
CAN BE USED ON ANY INLET

INLET
ADAPTOR

MAIN
FLOW

WHERE CHAMBERS ARE
POSITIONED ON 90°
CORNERS ALWAYS USE
THE MAIN CHANNEL BY
FITTING A 45° BEND ON
INLET AND OUTLET

MAIN
FLOW

PPIC 150mm
INLET

100mm
COUPLING

HEAVIEST FLOW
SHOULD ALWAYS
BE DIRECTED
THROUGH MAIN
CHANNEL

SHORT STEEP BRANCH CONNECTIONS SHOULD PREFERABLY BE
CONNECTED VIA A 45° INLET USING A BEND WHERE NECESSARY.

MAIN
FLOW

 BENDS OF UP TO MAX 45°  ANGLE CAN BE
USED ON ANY  INLET AND THE OUTLET

MAIN
FLOW

UNIVERSAL
INSPECTION
CHAMBER

 PPIC - 100mm INLET

MAIN
FLOW

JOINTS TO BE AS CLOSE AS POSSIBLE TO FACE OF CHAMBER TO
PERMIT SATISFACTORY JOINT AND SUBSEQUENT MOVEMENT

JOINTS TO BE AS CLOSE AS POSSIBLE TO FACE
OF CHAMBER TO PERMIT SATISFACTORY JOINT
AND SUBSEQUENT MOVEMENT

UNUSED INLETS TO BE
SEALED AND WATER TIGHT

WHERE CHAMBERS ARE
POSITIONED ON 90°
CORNERS ALWAYS USE
THE MAIN CHANNEL BY
FITTING A 45° BEND ON
INLET AND OUTLET

TYPICAL INSPECTION CHAMBER COVER DETAILS

SITED IN HARD LANDSCAPED AREAS
WITH RECESSED COVER

SQUARE RECESSED COVER & FRAME FILLED
WITH MATCHING FINISH MATERIAL MIN B125

225mm DEEP CONCRETE (GEN3)
PLINTH TO SUPPORT FINISH

SITED IN HARD LANDSCAPED AREAS
WITH STANDARD ROUND COVER

ROUND DUCTILE IRON COVER & FRAME
SECURED WITH CLIPS SUPPLIED CLASS D400

225mm DEEP CONCRETE (GEN3)
PLINTH TO SUPPORT FINISH

SURROUND OF GRANULAR
BEDDING MATERIAL PROVIDED

FOR FULL LENGTH OF PIPE UNDER
AND PIPE OVER.

STANDARD
BEDDING DETAIL

Min 100mm

PIPE CROSSINGS DETAIL
(SCALE 1:20)

STANDARD
BEDDING DETAIL

COLLARS TO BE
POSITIONED AWAY
FROM CROSSING

SURFACING TO SUIT LOCATION

DEEP INSPECTION CHAMBER
DEPTHS BETWEEN 1.2m AND 3.0m

SHALLOW INSPECTION CHAMBER
MAX DEPTH 1.2m

GEN3 CONCRETE BED AND SURROUND (DESIGNED IN ACCORDANCE
WITH BRE SPECIAL DIGEST 1 - CONCRETE IN AGGRESSIVE GROUND)
TO BE PROVIDED  WHERE DEPTH OF COVER IS LESS THAN 600mm.

150mm THK GEN3 CONCRETE SURROUND DESIGNED IN ACCORDANCE
WITH BRE SPECIAL DIGEST 1 - CONCRETE IN AGGRESSIVE GROUND

150mm CONCRETE  PLINTH
TO SUPPORT FINISH

SHALLOW INSPECTION
CHAMBER

POLYPROPYLENE  INSPECTION
CHAMBER (MIN 450mm Ø)

TELESCOPIC RAISING PIECE

WELL COMPACTED BEDDING  MATERIAL USED
AS BACKFILL THICKNESS DEPENDANT ON
DEPTH OR 150mm MIN. THK GEN 3 CONCRETE

150mm MIN. THK GEN 3 CONCRETE

ACCESS RESTRICTED TO 350mm
DIAMETER OR 300mm X 300mm SQUARE

MIN RADIUS TO BE 500mm FOR 100mm Ø PIPE
AND 600mm FOR 150mm Ø PIPE TO ALLOW
ENTRY OF MAINTENANCE EQUIPMENT.

TYPICAL INSPECTION CHAMBER DETAILS - PPIC

150mm MIN. THK
GEN 3 CONCRETE

PPIC CATCHPIT BASE
DETAIL

35
0m

m
SU

MP

SEE INSPECTION CHAMBER
DETAILS FOR NOTES

1220mm X 685mm MULTIPLE COVER
COMPLYING WITH CLAUSE E2.32

TYPICAL MANHOLE DETAIL - TYPE C
( DEPTH FROM COVER TO SOFFIT OF PIPE <1.5 m)

BENCHING SLOPE TO BE 1:10 TO 1:30

225mm TO UNDERSIDE OF CHANNEL

MINIMUM WIDTH OF
BENCHING TO BE 225mm

MORTAR BEDDING AND HAUNCHING TO
COVER AND FRAME TO CLAUSE E6.7

CLASS B ENGINEERING BRICKS OR
PRECAST CONCRETE BLOCKS TO BE
CORBELLED (MAXIMUM 30mm PER
COURSE).

IN-SITU CONCRETE TO BE GEN3
(DESIGNED TO BRE SPECIAL DIGEST 1
CONCRETE IN AGGRESSIVE GROUND)

HIGH-STRENGTH CONCRETE TOPPING TO BE
BROUGHT UP TO A DENSE, SMOOTH FACE,
NEATLY SHAPED AND FINISHED TO ALL BRANCH
CONNECTIONS (MINIMUM THICKNESS 20mm)

INVERTS TO BE FORMED USING CHANNEL PIECES

JOINT TO BE AS CLOSE AS POSSIBLE TO FACE
OF MANHOLE TO PERMIT SATISFACTORY
JOINT AND SUBSEQUENT MOVEMENT

PIPE JOINT WITH CHANNEL TO BE LOCATED
MINIMUM 100mm INSIDE FACE OF MANHOLE

DOUBLE STEP RUNGS IN ACCORDANCE
WITH BS EN 13101. SEE CLAUSE E2.33
FOR DOUBLE STEP DETAILS

500mm

MINIMUM FROM EDGE OF STEPPING

MINIMUM 1350mm RINGS

MANHOLE COVERS WITHIN
TRAFFICKED PAVED AREAS TO BE

D400 RECESSED COVERS.

PRECAST CONCRETE MANHOLE
SECTIONS AND COVER SLAB TO BE

BEDDED WITH MORTAR, PLASTOMERIC
OR ELASTOMERIC SEAL CONFORMING

TO BS EN 1917 AND BS 5911-3.
CHAMBER WALL TO BE MINIMUM 125MM

SUITABLE FOR INFORMATION S2
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1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECTS AND ENGINEERS DRAWINGS AND SPECIFICATIONS.

2. DO NOT SCALE THIS DRAWING. ANY AMBIGUITIES, OMISSIONS AND
ERRORS  ON DRAWINGS SHALL BE BROUGHT TO THE ENGINEERS
ATTENTION  IMMEDIATELY. ALL DIMENSIONS MUST BE CHECKED /
VERIFIED ON SITE.

3. ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.

4. FOR FULL DRAINAGE NOTES REFER TO 077442-CUR-XX-XX-D-C-92510
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