
48 King Street

Lightwell

50 King Street
P R O P O S E D -
S C H E M A T I C  R O O F  P L A N:

0          1           2           3          4           5 metres

Pitched Slate Roof Works - Methodology:

Allow to carefully remove all the ridge and verge 
slates / tiles and set aside all those that can
be re-used.Remove battens and underlay and 
replace with new breathable roofing membrane
(Permavent Red), and treated battens.

Refit retained slates and ridge tiles to the roof
and allow to replace any damaged tiles with new
to match existing Welsh / Cumbrian slate.

Contractor to provide samples of replacement
slates and ridge tiles for approval.

Double lap tiles in accordance with BS 5534
& EN 1994-1-4.

Slates should be fixed using clout or slate nails
(these should be copper nails to BS 1202-2).

Galvanised steel nails should not be used for slates and 
tiles (but are acceptable for fixing battens on underlay. 
Fixings should be a minimum 38mm long and penetrate 
a minimum of 15mm into battens.

300mm Rockwool insulation to be installed externally 
within the the roof void above the ceiling. (no access 
internally).

Flat Roof to Lightwell:

Clean and repair roof surface and install Liquid Applied 
System (TOR 5972) 'Elastaseal' with insulation. Allow 
fall to roof to existing drainage outlet.
Dress roof perimeter detail into an upstand detail and 
dress the the new membrane into the existing drainage 
outlet.

Flat Roof Works - Methodology:

Clean and prepare existing roof surface, install new 
vapour membrane, 130mm ridged roof insulation,
SA Carrier Membrane and Liquid Applied System
(TOR 5972).
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