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\G ! DO NOT SCALE FROM THIS DRAWING.
& ALL DIMENSIONS TO BE CHECKED ON SITE.
‘ D_ T — I — — (DRAWINGS MAYBE SCALED FOR LOCAL AUTHORITY & PLANNING PURPOSE ONLY)
n - U I 1500 FULL RAMP WIDTH COPYRIGHTPROTECTED.
! O L |
Q I CONTRASTING 50mm MATTE
— C ! BLACK STRIP TO MATCH HANDRAIL
| AT TOP AND BOTTOM OF RAMP
T q I TO SIGNIFY THE CHANGE IN LEVEL. FOR PLANN'NG
DO NOT USE FOR CONSTRUCTION
0 ] I CONSULTANT REFERENCES IN DRAWING:
] [ C
| STRUCTURAL - REF/REVISION
] | GENERAL NOTES:
! 1
] { ] ] C [ ] O O C I THE CONTRACTOR IS NOT TO SCALE FROM THIS DRAWING BUT FOLLOW THE WRITTEN
FINISHED DIMENSIONS. ANY DISCREPANCIES BETWEEN THE DRAWING AND THE
= OTHER CONTRACT DOCUMENTS OR ANY DISCREPANCIES WITHIN A DRAWING OR
BETWEEN DRAWINGS MUST BE REPORTED IMMEDIATELY TO THE ARCHITECT.
) O I
1 C I THE CONTRACTOR IS TO INSPECT THE SITE PRIOR TO TENDER AND IS RESPONSIBLE FOR
STRIPPING OUT IN ACCORDANCE WITH THE DRAWINGS ENSURING THAT THE WORK IS
I UNDERTAKEN SAFELY.
TIMBER SUPPORTS AT 1:20 THE CONTRACTOR WILL BE RESPONSIBLE FOR THE SETTING OUT OF THE WORKS.
I GRADIENT EQUALLY SPACED APART.
i STRUCTURAL ENGINEER TO CONTRACTOR IS TO ALLOW FOR ALL FIRE STOPPING THROUGH WALLS, CEILINGS AND
C I DETERMINE HOW MANY SUPPORTS FLOORS.
é/i\chHVx:é -IF-{ESG(I:IIRNES PETWEEN THE ELECTRICAL INSTALLATION IS TO BE IN ACCORDANCE WITH THE CURRENT EDITION
I : OF THE IEE REGULATIONS AND ALL CABLING TO BE LSF.
I RAMP FLOORING TO MATCH = I THE CONTRACTOR IS RESPONSIBLE FOR THE DETAILED SERVICES DESIGN INCLUDING
CIRCULATION CARPET FINISH. LOADINGS, CABLE AND PIPEWORK ROUTES AND PIPEWORK / CABLE SIZING AND
L = I FINISH SPEC: MILIKEN - DOWN TO SPECIFICATION. ALL CABLE TRAY, MS CONDUIT AND OTHER SERVICES ARE TO BE
- L C I EARTH - GROUNDED - EXPOSED BELOW SLAB/ CEILINGS.
GND48-59-120 CUCKOO
ANY H&V PROPOSAL IS INDICATIVE ONLY AND THE SPECIALIST CONTRACTOR IS TO BE

RESPONSIBLE FOR THE DETAIL DESIGN & ALL SWITCH/ SOCKET OUTLETS TO COMPLY
WITH CLIENT'S STANDARD SPECIFICATION. ANY SOCKETS IN RETAIL AREA TO BE
FINISHED BRUSHED STAINLESS STEEL.

CONTRASTING 50mm MATTE
BLACK STRIP TO MATCH HANDRAIL
AT TOP AND BOTTOM OF RAMP
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iﬁ — QJ TO SIGNIFY THE CHANGE IN LEVEL. NOTE - ALL EXISTING FIRE RESISTING ENCLOSURES TO SERVICE RISERS TO BE
K T MAINTAINED OR MADE GOOD WHERE DISTURBED. NEW AND EXISTING CABLES,
PIPES,AND DUCTS PASSING THROUGH FIRE RESISTING CONSTRUCTION TO BE
I - MATTE BLACK METAL SQUARE EDGE ADEQUATELY FIRE STOPPED. NEW AND EXISTING DUCTWORK PASSING THROUGH
LQ /1 r ﬂ Z5 UP 150mm RISE FREE STANDING HANDRAIL AT FIRE RESISTING CONSTRUCTION TO HAVE FIRE DAMPERS.
I | @ I o= O omm Rt 1100mm HEIGHT FFL.
| — ez AT 112 ANY WALL, CEILING LININGS TO BE TO EUROCLASS A (CLASS O EQUIVALENT).
I I w m % f GRADIENT ( )
>
LT ﬂ”[ I I Tuw K - CONTRACTOR AND SUPPLIERS OF SPECIALIST JOINERY/ EQUIPMENT TO ENSURE ALL
T | / TIMBER MATERIALS ARE TREATED WITH FIRE RETARDANT FINISH TO ACHIEVE CLASS 0
I I [ ] m RATING. MDF TO BE ACHIEVE CLASS O RATED.
I ( CONTRACTOR AND SUPPLIERS OF SPECIALIST EQUIPMENT TO PROVIDE FIRE RATING
L j W CERTIFICATES FOR ALL SPECIALIST LININGS AND LAMINATES TO BE USED FOR NWR
‘ I N APPROVAL.
: | s ALL PAINTS TO BE WATER BASED
a
I o ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR
ﬁ' ‘% '%' ‘% %' ] %' ‘% @ CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.
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02\ FOURTH FLOOR TYPICAL RAMP PLAN
501 SCALE - 1:20 @ A1 AS PROPOSED
HATCH DENOTES RAISED ACCESS
FLOOR VOID BEYOND RAMP.
RAF FFL TO BE 150mm - CONTRACTOR
TO CHECK FFL ON SITE PRIOR TO RAMP
CONSTRUCTION TO ENSURE FINAL
DIMENSIONS AND ANGLES REQUIRED. ISSUED FOR PLANNING
3.01) 01/08/24 Length of ramp increased to accommodate 1:20 gradient for w ARB
end user.
FREE STANDING SQUARE EDGE ISSUED FOR PLANNING
HANDRAIL IN MATTE BLACK FINISH 3.00]07/06/28 | ssued for planning approval. w ARB
300 TO MATCH HANDRAILS USED FOR REV | DATE DESCRIPTION DRAWN | CHECKED
‘ ‘ FIFTH FLOOR.

FINISH SPEC: ALUMINIUM HANDRAIL
POWDER COATED RAL9005 |

300

ADDRESS : 4th FLOOR CALICO 53-55 MOSLEY STREET,
MANCHESTER ,M2 3HQ
TELEPHONE +44 (0)161 879 7357
EMAIL : www.axi.studio
18mm PLYWOOD SHEET FIXED ON COMPANY No : 11847325
TOP OF ANGLED TIMBER SUPPORTS | T
= WITH FINAL FLOOR FINISH TO BE CLIENT
S APPLIED ON TOP.

CONTRACTOR TO CHECK FINAL
REQUIRED SIZES TO ENSURE A
SEAMLESS FINISH BETWEEN LEVELS.

1000

1000

APAM

STRUCTURAL ENGINEER TO PROJECT ”””””””””””””””””””””””””””””””””””
DETERMINE HOW MANY SUPPORTS
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TIMBER SUPPORTS AT 1:20
GRADIENT EQUALLY SPACED APART.
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