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RECEPTION

ENTRANCE

NEW FULL HEIGHT PARTITIONS
THROUGHOUT TO CREATE
PRIVATE ACOUSTICALLY
SEPARATED OFFICE AND
COUNSELING ROOM SPACES.

SUSPENDED GRID CEILING TO
BE REMOVED TO EXPOSED
ORIGINAL CEILING SLAB AND
ANY HIGH LEVEL SERVICES.

NEW FLOORING TO BE LAID
THROUGHOUT TO COMPLIMENT
NEW LOOK AND FEEL WHILST
SECTIONING OFF THE DIFFERENT
AREAS.

ALL LOW LEVEL SERVICES TO BE
SUPPLIED THROUGH NEW PARTITION
WALLS OR UNDER RAISED ACCESS
FLOOR TO KEEP WALLS CLEAN OF
RUNNING SERVICES ROUTES.

GLAZING

GLAZING GLAZING

GLAZING

NEW DOORS WITH OVERSIZED VISION
PANELS WITH GLAZING ADJACENT TO
ALLOW VISUAL THROUGH THE SPACE.

STEEL I-BEAM COLUMNS TO BE
UNCOVERED AND RECEIVE
PROTECTIVE AND DECORATIVE
TREATMENT.

TOTAL AREA FOR INTO WORKS.
- APPROX. 290 sq.m
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THE CONTRACTOR IS NOT TO SCALE FROM THIS DRAWING BUT FOLLOW THE WRITTEN
FINISHED DIMENSIONS.  ANY DISCREPANCIES BETWEEN THE DRAWING AND THE
OTHER CONTRACT DOCUMENTS OR ANY DISCREPANCIES WITHIN A DRAWING OR
BETWEEN DRAWINGS MUST BE REPORTED IMMEDIATELY TO THE ARCHITECT.

THE CONTRACTOR IS TO INSPECT THE SITE PRIOR TO TENDER AND IS RESPONSIBLE FOR
STRIPPING OUT IN ACCORDANCE WITH THE DRAWINGS ENSURING THAT THE WORK IS
UNDERTAKEN SAFELY.

THE CONTRACTOR WILL BE RESPONSIBLE FOR THE SETTING OUT OF THE WORKS.

CONTRACTOR IS TO ALLOW FOR ALL FIRE STOPPING THROUGH WALLS, CEILINGS AND
FLOORS.

THE ELECTRICAL INSTALLATION IS TO BE IN ACCORDANCE WITH THE CURRENT EDITION
OF THE IEE REGULATIONS AND ALL CABLING TO BE LSF.

THE CONTRACTOR IS RESPONSIBLE FOR THE DETAILED SERVICES DESIGN INCLUDING
LOADINGS, CABLE AND PIPEWORK ROUTES AND PIPEWORK / CABLE SIZING AND
SPECIFICATION. ALL CABLE TRAY, MS CONDUIT AND OTHER SERVICES ARE TO BE
EXPOSED BELOW SLAB/ CEILINGS.

ANY H&V PROPOSAL IS INDICATIVE ONLY AND THE SPECIALIST CONTRACTOR IS TO BE
RESPONSIBLE FOR THE DETAIL DESIGN & ALL SWITCH/ SOCKET OUTLETS TO COMPLY
WITH CLIENT'S STANDARD SPECIFICATION. ANY SOCKETS IN RETAIL AREA TO BE
FINISHED BRUSHED STAINLESS STEEL.

NOTE - ALL EXISTING FIRE RESISTING ENCLOSURES TO SERVICE RISERS TO BE
MAINTAINED OR MADE GOOD WHERE DISTURBED. NEW AND EXISTING CABLES,
PIPES,AND DUCTS PASSING THROUGH FIRE RESISTING CONSTRUCTION TO BE
ADEQUATELY FIRE STOPPED. NEW AND EXISTING DUCTWORK PASSING THROUGH
FIRE RESISTING CONSTRUCTION TO HAVE FIRE DAMPERS.

ANY WALL, CEILING LININGS TO BE TO EUROCLASS A (CLASS O EQUIVALENT).

CONTRACTOR AND SUPPLIERS OF SPECIALIST JOINERY/  EQUIPMENT TO ENSURE ALL
TIMBER MATERIALS ARE TREATED WITH FIRE RETARDANT FINISH TO ACHIEVE CLASS 0
RATING. MDF TO BE ACHIEVE CLASS 0 RATED.

CONTRACTOR AND SUPPLIERS OF SPECIALIST EQUIPMENT TO PROVIDE FIRE RATING
CERTIFICATES FOR ALL SPECIALIST LININGS AND LAMINATES TO BE USED FOR NWR
APPROVAL.

ALL PAINTS TO BE WATER BASED

ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR
CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.
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