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Brickwork cladding on SFS frame:
For wall build-up refer to Typical
External Wall Build-Ups sheet
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Key:

1. Proprietary steel frame cavity tray and weep hole

2. Proprietary lintel with integrated pistol brick soldier course detail. Bricks to match rest of wall
3. Proprietary cavity closer fitted around window perimeter

4. Proprietary aluminium frame window system, including all fixings and seals, to specialist sub-
contractor design and installation

5. Primed MDF window board / cill. Membranes to be lapped and fixed underneath

6. Proprietary aluminium window cill as part of window system

7. Soldier Course

8. Proprietary lintel with integrated pistol brick slip soldier course detail. Slips to match rest of wall
9. Proprietary projecting brick slip rowlock course cill detail

10. Soldier Course recess
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TYPICAL WINDOW DETAILS

REFER TO STAGE 3 INFORMATION FOR PROPOSED DESIGN

TYPICAL WINDOW CILL
AND HEAD DETAIL (SECTION):

General: Brick slip cladding and system to chosen manufacturer's
details Whetherby or similar approved.
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1. Build-ups to achieve U-Value and
airtightness as determined by SAP Assessor

2. Cladding, acoustic floors, and basement
waterproofing / tanking details are
preliminary and indicative; to Specialist
Sub-Contractor detailed design and
installation

3. All structural elements to Structural
Engineer design and specification

3. * Allnamed products are as stated. If
replaced at any time, products should be of
equal quality, durability and performance
and approved by the Client, Principal
Contractor, Architect, Structural Engineer,
Fire Consultant, Acoustic Consultant,
Approved Inspector and Warranty Provider

4. All products and systems are to be
installed strickly to manufacturer's
recommendations and guidelines, and are
to meet the latest Building Regulations and
Warranty Provider requirements

5. This is not a construction drawing / prior
to any Construction, planning permission,
Structural Engineer Input and a full set of
construction drawings are to be approved
by building control in order to commence
works

IMPORTANT NOTES:

To be read in conjun
any other consultant inf

any relevant Structural Engineer's draw
ation.

DO NOT SCALE from drawing, work to figured dimensions only. All dimensions
to be checked by Co
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