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4000mm x 750mm Deep X-Beam

1 No. supplementary
coupler to be installed
above and below the

connection on all beam
connections in this location

1 No. supplementary
coupler to be installed
above and below the

connection on all beam
connections in this location

1500 1500 1500 1191

1200

Hoarding up to 3m
high may be installed

on this return

Hoarding up to 3m
high may be installed
on this support return

1 No. supplementary
coupler to be installed
below the connection on
all beam connections in
this location

41.8kN at SLS
Max Per Pair
Of Legs

27.0kN at SLS
Max Per Leg

4000mm x 750mm Deep X-Beam

Board transoms to be
installed at maximum
1200mm c/c

Hoist run off to remain
unclad at all times

Beams to be shear tied
into walls as per detail on

page 10

Bocker 9102 Hoist runoff to occur in this area.
Exact position to be determined. Boarded platform
to only occur in single bay indicated. See plan and

section for details

225

450 X 225mm scaffold
board to be spiked to
the screw jack

Scaffold screw jack to be fixed
securely to the scaffold and

tightened to the requirements
on site. To ensure a tight fixing

Screw jack to be installed where balcony's occur to form leg for leg
propping

Tie tubes fixed to ledgers
or uprights using Class B

double couplers

Apollo hook tie in conjunction
with scaffold screw and nylon
insert

Anchors to be
tested to the value of 6.5kN
in accordance with NASC TG4:19

152 x 152 x 4.76mm (EN 74)
baseplate with scaffold upright
centered about the plate

48.3 x 4.0mm CHS (BS
1139) scaffold tube as

upright

The principal contractor should
either check the ground for
adequacy or provide Creator
Ltd with an allowable bearing
pressure
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FOR CONSTRUCTION

ACCESS SCAFFOLD
RUTHERFORD BUILDING

MANCHESTER
M13

SEE QUOTE
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LEGEND
Structural Steel

Scaffold Beams

Timber Products / Scaffold Boards
Building Line

Facade Brace (Plan, Section)

Kentledge Hatch

Ledger Brace (Plan, Elevation)

Plan Brace (Plan, Section, Elevation)
Scaffold Centre Line (Plan)

48.3mm Diameter Scaffold Tube

Cladding Material (Sheeting / Netting)

Splice Detail

Supplementary Coupler / Check Fitting

Tie Location (Plan, Section, Elevation)

Puncheon
Upright Cut Off

Residual Risk
Ledger Brace (Elevation, Section)
Facade Brace (Elevation, Section)

* Some of the above 'key' items may not be present in design but are indicated on all designs for conformity.

Torsional Brace (Plan, Elevation

Torsional Brace (Section)

Double Coupler (Plan, Elevation,
Section)

Prefabricated transom, readylock (Plan,
Elevation, Section)

ALL BOARDS TO BE SECURED
DOWN

ALL COUPLERS TO BE CLASS B

HOARDING AT BASE IF REQUIRED

HAKI STAIRCASE TO BE POSITION
WHERE REQUIRED

ALL 2M LIFTS MAY BE ERECTED AT
2.1M AS REQUIRED TO ENSURE TOP
WORKING LIFT IS LESS THAN 450MM

DOWN FROM EAVES LEVEL

SHEETING MAY BE FIXED TO
SCAFFOLD FACE WHERE REQUIRED
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