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Internal Live
Work Unit

Proprietary acoustic floor and ceiling
build-up: For floor build-up refer to
Typical Floor Build-Ups sheet

TYPICAL BRICKWORK /
GF SECTION DETAIL

Brickwork cladding on SFS frame:
For wall build-up refer to Typical
External Wall Build-Ups sheet
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Indicative external paving build-up
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Internal
Basement Level

Basement wall: For wall
build-up refer to Typical
External Wall Build-Ups
sheet

_ /Existing
Masonry Wall,

& Build-up to Structural Engineer design and specification —

1. Proprietary steel frame cavity tray and weep hole

2. Engineering brick below DPC, to visually match wall above

3. Proprietary basement waterproofing membrane system: Newton*
4.100mm blockwork upstand to Structural Engineer specification

5. Minimum 25mm proprietary external fibrous movement joint filler
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Internal
Apartment

Proprietary acoustic floor and ceiling
build-up: For floor build-up refer to
Typical Floor Build-Ups sheet

TYPICAL BRICK SLIPS /
GF SECTION DETAIL

ufg

vy

TYPICAL GF WALL BASE DETAILS

REFER TO STAGE 3 INFORMATION FOR PROPOSED DESIGN

Brick slip cladding on SFS frame:
For wall build-up refer to Typical
External Wall Build-Ups sheet

Alleyway

Brick slip cladding and system
to chosen manufacturer's
details Whetherby or similar
approved)

MF Ceiling System

Internal
Apartment

Basement wall: For wall
build-up refer to Typical
External Wall Build-Ups
sheet

" JExisting
/Masonry Wall,

& Build-up to Structural Engineer design and specification —

1. Build-ups to achieve U-Value and
airtightness as determined by SAP Assessor

2. Cladding, acoustic floors, and basement
waterproofing / tanking details are
preliminary and indicative; to Specialist
Sub-Contractor detailed design and
installation

3. All structural elements to Structural
Engineer design and specification

3. * Allnamed products are as stated. If
replaced at any time, products should be of
equal quality, durability and performance
and approved by the Client, Principal
Contractor, Architect, Structural Engineer,
Fire Consultant, Acoustic Consultant,
Approved Inspector and Warranty Provider

4. All products and systems are to be
installed strickly to manufacturer's
recommendations and guidelines, and are
to meet the latest Building Regulations and
Warranty Provider requirements

5. This is not a construction drawing / prior
to any Construction, planning permission,
Structural Engineer Input and a full set of
construction drawings are to be approved
by building control in order to commence
works
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