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This drawing is the property of Fletcher-Rae (UK) Limited and copyright is
reserved by them. The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of
Fletcher-Rae (UK) Limited.
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PITCHED ROOF:

To be re-slated reusing previously removed slates if sound,
new Welsh slates, or approved reclaimed.

To be fixed with double nails to new 50x25 softwood battens.
New flexible vapour permeable membrane suitable to use with

open rafter system.
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When this drawing is issued in CAD, it is an uncontrolled version issued for
information only, to enable the recipient to prepare their own documents/
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY
Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.

Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation
of any information held in the drawing resulting from the translation from the
original file format to any other file format or from the recipients reading of it
in any other programme.

Fire rated partition to extend
to underside of roof slates to \
ensure continuity of
compartmentation
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* To be read in conjunction structural drawings.
« Blockwall thickness and steel dimensioning to SE ‘
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\ « Where specific U-Value needs to be achieved, final \
thermal performance of the elements has to be

| verified. |
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« For the following items Refer to manufacturer details:

1. AOV \
2. Mechanical smoke extract
‘ — 3. lift overrun J
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Replacement capped ridge and hip tiles to
match existing original.
To be mechanically fixed.
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PITCHED ROOF:
To be re-slated reusing previously removed slates if sound,
‘ new Welsh slates, or approved reclaimed.
— i To be fixed with double nails to new 50x25 softwood battens. /\

New flexible vapour permeable membrane suitable to use with
open rafter system.

Smoke extract Existing timber roof truss with

rafter above supported by purlins
spanning across trusses.

—— New Code 6 lead flashing
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Stone cornicing and masonry

— to be refurbished as per
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