General Notes:

This drawing is the property of Fletcher-Rae (UK) Limited and copyright is
reserved by them. The drawing is not to be copied, reproduced or re-

7 N distributed either in whole or in part without the prior written consent of
/ / // / % Fletcher-Rae (UK) Limited.
i The originator shall have no responsibility for any liability, loss, cost, damage
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T T T T T T T T T T T T s T This drawing shall be read in conjunction with all other relevant drawings,
g i e specifications and associated documentation. Any discrepancies, errors or
s omissions are to be reported to the originator before proceeding with work.
o /ﬂ All dimensions are to be checked on site by the contractor prior to proceeding

—— — TN — — with any work. This drawing shall not be scaled to ascertain any dimensions
/ Work to figured dimensions only.

DISCLAIMER

When this drawing is issued in CAD, it is an uncontrolled version issued for
information only, to enable the recipient to prepare their own documents/
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY
Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.

Existing brick arch to be securely propped and held in place whilst remediation works are carried out to

Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation
of any information held in the drawing resulting from the translation from the
original file format to any other file format or from the recipients reading of it
in any other programme.
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Timber lintels and secondary timber beams to be painted using Thermoguard Intumescent (3 layers of /9/ / }/ H
= Thermoguard Fire Varnish basecoat & 1 coat of Fire Varnish Overcoat). All exposed gaps between (A ¢ €2
brickwork and lintels are to be sealed with intumescent mastic. KEY PLAN
Counter batten timber lintels with laths to suit, remediated and applied new where necessary to specialist
subcontractor specifications & details. ! |_ —l
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Timber fillet piece to form straight edge to existing masonry wall, screw fixed to existing reveal in order to
install new secondary glazing unit.
oA — — — VCL Membrane
& isting ti i i ined | i i — — — EPDM Layer
Existing timber reveals and outer window architraves to be retained in place and repainted white Y
—— —— Damp Proof Membrane
------ Damp Proof Course
Existing 70mm thick timber floorboards to be made good as required and highlighted in the Building Repair
Scope of Works. Where new Proposed Floor board planks to match existing. All new timbers should be
isolated from direct contact with the masonry using dpm at the timber-masonry interface and ventilated
masonry pockets.
Existing timber reveals to be retained in place, stripped and repainted white
If gap is present between timber surrounding and masonry wall, then a timber packer behind is required for
secondary glazing fixing
Existing timber frame window unit to be refurbished as per window repair schedule. Windows to be removed
in order to be refurbished where necessary.
New secondary glazing mullion heights to match existing primary glazing mullion heights, sub-contractor to
confirm heights and measurements prior to order, manufacture and installation.
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Proposed glazed aluminium framed secondary glazing unit to be fixed through existing timber panelling,
secondary glazing specialist to confirm with dry liner where stud system is required for fixing of glazing as
&——————— [ perdimensions indicated. Timber plant piece fixed through dry lining system, with unit fixed after and
i sealed with Acoustic non-setting mastic, between glazing unit plasterboard
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e Existing timber reveals to be retained in place, stripped and repainted white
]
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Newly applied historic plaster Project No. - 24006
suitabilty  S2 SUITABLE FOR INFORMATION
Status PLANNING
Client:
Beech Holdings
25mm Knauf Earthwool Thermal Roll to be provided beneath the proposed window painted timber sill
boa rd ) Project:
PICCADILLY WAREHOUSE
Mindel House
Existing brickwork and sills to be remediated and made good
Sheet Name:
Window Detail - 2nd & 3rd Floor
Typical Timber Panel Window
. 2 Planning
All gaps to be sealed to appropriate standards I J Rev
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Drawn By SH scale 1:5@ A1

Created 05.06.24

= AN

oz

N
S

1 PLAN DETA”_ 2 SECT|ON DETA”_ Level 12, Tower 12, 18-22 Bridge Street, Manchester, M3 3BZ
1:5 1:5

t +44 (0) 161 242 1140
w www.fletcher-rae.com
e info@fletcher-rae.com



	Sheets
	9181 - Window Detail - 2nd & 3rd Floor Typical Timber Panel Window 2_Planning


