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GENERAL  NOTES
1. This drawing is the copyright of TPM Landscape Ltd and

cannot be reproduced in any form without the consent of
the company.

2. This drawing is to be read in conjunction with detail
landscape drawings, details and specification.

3. This drawing is to be read in conjunction with all relevant
Architects', Engineer's, Specialists, Bills of Quantities and
Specifications.

4. The insertion of any firm or proprietary brand on this
drawing is an indication of the class or quality required
and does not exclude the use of alternative materials that
are equal in performance, quality and appearance,
provided that they have been approved in writing by the
Landscape Architect.

5. The Contractor is responsible for accurately ascertaining
the position of underground services and responding to all
relevant service easement requirements.

6. All dimensions are in millimetres unless stated otherwise,
for the purposes of construction this drawing must not be
scaled and only written dimensions used. Written and
scaled dimensions to be checked on site, any
discrepancies reported prior to work commencing. IF IN
DOUBT PLEASE ASK.

7. All work and materials are to be in accordance with the
relevant British Standards and Code of Practice.

8. All Proprietary products are to be used strictly in
accordance with the manufacturer's instructions and
details.

REVISION  NOTES

Anchor bolt into concrete

ELEVATION
1:100

RAMP PLAN
1:100

GLAZING FIXING DETAIL
1:5

Proprietary frameless glass
balustrade clamp system fixed
to concrete upstand below

Glazing (12-17.5mm) - to
specialists specification

RC concrete ramp side wall

SPECIFICATION:

Product:

Finish:

Top Mount Base - Easy Glass
Up Parapet Balustrade - or
similar approved

Brushed natural anodised

Glazing applied to top of both
ramp walls

+28.76

+28.36

Exact interface with
Baffle C TBC


