
Floor tile ref: GRITSTONE 2VXT104, 
GORTREE, NATURAL MATT R10, 300 
x 600 x 9mm by Solus Ceramics. 
Grout ref: 113 Cement Grey, 
Ultracolor Plus by Mapei.
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• Contractors should provide their own setting out drawings for comment by PATH DESIGN.
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• All structural works are to be detailed / confirmed and approved by structural engineer.
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Krispy Kreme
Manchester Deansgate

111 Deansgate, Manchester M3 2BQ
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03.

Existing steps to be retained with new 
flooring applied to rise and going and new 
nosings applied.
Junction between front of house tile and 
vinyl safety floor to sit flush with end of rear 
counter/start of gate wall.
Existing checkerplate ramp, contractor to 
check if it can be retained and repair where 
necessary.

Entrance matting ref: 
FRONTRUNNER SB+, grey with 606 
insert by Plastex Extruders.

DESCRIPTIONSYMBOL
FLOORING

Vinyl safety flooring ref: STORM 
D25903, RELIANCE 25 with coved 
skirting by Altro.

FLUSH JUNCTIONS WITH TENANT 
AND LANDLORD FLOORING

TILE SUPPLY BATCH TO BE PTV 
TESTED AT POINT OF ORDER. 
MUST HAVE WET AND DRY PTV OF 
36+ IN FINAL USE CONDITIONS

FOR FLOORING JUNCTIONS 
REFER TO DRG. SD.17.1.
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EXISTING TO BE RETAINED
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ALL EXISTING WALL SUPPORTS 
BEHIND EXISTING WALL FINISHES 
TO BE RETAINED FOR NEW 
FINISHES TO BE FIXED BACK TO.

NO FIXINGS PERMITTED TO ANY 
EXISTING GRADE II LISTED 
HISTORIC PERIMETER WALLS.


