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DPM TO ARCHITECT DETAILS A

ARCHITECT TO CONFIRM
CAVITY REQUIREMENTS
BELOW GROUND

DPM TO ARCHITECT DETAILS

2 No. 100 DCM 7N/mm? BLOCKWORK
CAVITY WALL. CAVITY TO
ARCHITECT'S SPECIFICATION

150mm THICK SUSPENDED GROUND

N I R T T T P R T P T T e I T R e T S R R e P T e N W V. T R

A~

FLOOR SLAB
2! | GROUND FLOOR SLAB CAN BE CAST AGAINST THE
LEAN MIX CAVITY FILL — ~— "1 |SOILAS THERE ARE NO GROUND GAS ISSUES.
3 THE SLAB WILL BE DESIGNED AS A SUSPENDED SLAB
SPANNING BETWEEN GROUND BEAMS.
INSULATION & SCREED FOR INSTALLATION OF PILES A ROBUST LEVEL
TO ARCHITECTS e SURFACE IS REQUIRED.
SPECIFICATIONS .
T 500x700 GROUND BEAM

700

SECTION 1-1

SCALE: 1:20

FLOOR SLAB

150mm THICK SUSPENDED GROUND

"GROUND FLOOR SLAB CAN BE CAST AGAINST THE
SOIL AS THERE ARE NO GROUND GAS ISSUES.
THE SLAB WILL BE DESIGNED AS A SUSPENDED SLAB
SPANNING BETWEEN GROUND BEAMS.
FOR INSTALLATION OF PILES A ROBUST LEVEL
SURFACE IS REQUIRED.

500

700

RN 600x500 GROUND BEAM WITH BOOT
SR SN LE DETAIL TO SUPPORT BLUE
ENGINEERING BRICKS UP TO DPM LEVEL

SECTION 2-2

SCALE: 1:20
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GENERAL NOTES:

. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT

ARCHITECTS AND ENGINEERS DRAWINGS AND SPECIFICATIONS.

. DO NOT SCALE THIS DRAWING. ANY AMBIGUITIES, OMISSIONS AND ERRORS

ON DRAWINGS SHALL BE BROUGHT TO THE ENGINEERS ATTENTION
IMMEDIATELY. ALL DIMENSIONS MUST BE CHECKED / VERIFIED ON SITE.

. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.

. FOR GENERAL NOTES REFER TO DRAWING.
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Status:

STAGE 3

Project: Q%

EMBASSY VILLAGE

CURTINS HAVE ASSUMED 168@ GROUNDMAT PILES CURRENTLY TO BE
DESIGNED AND SPECIFIED BY SPECIALIST PILING CONTRACTOR. PILE
LOAD CAPACITY ASSUMED TO BE 150kN TO BE CONFIRMED BY PILING
CONTRACTOR

Drg Title: \

VILLAGE HALL - FQU \BN GENERAL

THE INFORMATION ON THIS DRAWING ARE BASED ON ARCHITECTURAL
DRAWINGS ISSUED ON 12/02/2023. ALL INFORMATION SUBJECT TO FINAL
DESIGN AND COORDINATION WITH DESIGN TEAM AND CONTRACTOR. IT
MAY BE SUBJECT TO CHANGE BASED ON EXTERNAL INFLUENCES
THROUGH THE DESIGN DEVELOPMENT SUCH AS CLIENT BRIEF AND
SCOPE CHANGES, SERVICES / B.W.I.C, SUB-CONTRACTOR REQUIREMENTS
ETC. THE INFORMATION MUST THEREFORE BE USED WITH A SUITABLE
CONTINGENT APPROACH WITH RESPECT TO STRATEGIC DECISION

MAKING, COST MANAGEMENT, N.L.A. MEASUREMENT ETC
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