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New fimber stair construction — ]

installed at L.A planning
department request to be
finished in match existing

step construction

Dashed red lines denote

existing steps and
landing to be removed

New aluminium framed glazing———+— |5
system to have slimline profile with

matt powder-coated finish. Opening
door to allow access to existing .
stairwell. Glazing to be fixed
laminated toughened glazing. Fitting ®

to be installed on nosing of top tread

of new timber stair construction.

Note: When installing new
structures/fittings, ensure
that fixing is taken through

to structural frame.

Temporary removal and
adaptation of cladding to
be carried out to ensure this.

Head of aluminium frame to — 17
be mechanically fixed to
underisde of existing concrete
first floor in accordance with
manufacturers requirements

Nominal 100x50mm timber joists to
form platform at 450mm centres to

be taken on M.S galvanised hangers
on existing concrete structural frame

Existing cladding and build-up
to be retained over new

platform, with junction between T
two elements made good

Existing cladding to be

removed below new platform
with existing wall made good

Existing wall beingremoved ——————»=

Existing steps and
landing to be removed

New timber stair construction
installed at L.A planning
department request to be
finished in match existing

step construction

PLAN @ BASEMENT LEVEL
Scale 1:20

PLAN @ ENTRANCE LEVEL
Scale 1:20

i

- finished ceiling
1455 (to ul/s joists)

2265 (to u/s joists)

2250 ffl (basement)

810

3170 ffl (entrance level) - ceiling

SECTION THRU STAIR 2
Scale 1:20

___Existing filed finish to be made good
following fitting of aluminium frame

——— Continuous ribbon of sealant at junction between
frame and cladding to match frame colour and
run continuously to full opening perimeter

Note: Aluminium frame to be mechanically fixed
to existing concrete structural frame in
accordance with manufacturers requirements

_New aluminium framed glazing system
to be installed to run continuously with

wall reveal at head of stair

Note: Aluminium frame to be mechanically
fixed to existing concrete floor in accordance
with manufacturers requirements

Glazing to be fixed laminated toughened glass

—— Continuous ribbon of sealant at junction between
frame and flooring to match frame colour

- 20mm thick engineered oak floor finish

GENERAL NOTES:

e All dimensions are to be site checked
following demolition of elements and
prior to ordering and/or fabrication

—— Finish to APM specification

20mm thick ply deck

—~————Finish to APM specification

- 12.5mm plasterboard applied to timber joists

2No nominal 100x50mm timber joists to form
trimmer taken on M.S galvanised hangers on
existing concrete structural frame

Note: Aluminium frame to be mechanically
fixed to new timber tirmmer in accordance
with manufacturers requirements

Glazing to be fixed laminated toughened glass

— Ensure new finished ceiling level runs
continuously with existing lobby ceiling

GENERAL NOTES

1. DRAWINGS ARE INTENDED TO CONVEY DESIGN INTENT
ONLY. CONTRACTOR AND/OR ARCHITECT OF RECORD
(AOR) AND/OR FABRICATOR SHALL HAVE SOLE
RESPONSIBILITY FOR CONSTRUCTION MEANS, METHODS,
TECHNIQUES, SEQUENCES & PROCEDURES & FOR
COORDINATING ALL PORTIONS OF THE WORK TO PRODUCE
THE INTENT OF THE DRAWINGS.
CONTRACTOR/FABRICATOR(S) ARE SOLELY RESPONSIBLE
FOR STRUCTURAL INTEGRITY & PERFORMANCE OF ALL
ELEMENTS.

2.DO NOT SCALE DRAWINGS FOR CONSTRUCTION
PURPOSES.

3. ALL DIMENSIONS TO BE CHECKED ON SITE BEFORE
FABRICATION. CONTRACTOR/FABRICATOR IS SOLELY
RESPONSIBLE FOR COORDINATING & VERIFYING ALL
DIMENSIONS. ANY DISCREPANCIES AND OMMISIONS
RELATED TO THE DRAWINGS MUST BE BROUGHT TO THE
ATTENTION OF APM PRIOR TO CONSTRUCTION.

4. ALL TRADES SHALL VERIFY MEASUREMENTS AT THE
BUILDING AND BE RESPONSIBLE FOR THE CORRECTNESS
OF THE SAME. NO EXTRA CHARGE OR COMPENSATION
WILL BE ALLOWED ON ACCOUNT OF DIFFERENCE BETWEEN
ACTUAL DIMENSIONS AND THE MEASUREMENTS INDICATED
ON THE DRAWINGS; ANY DISCREPANCIES BETWEEN THE
DRAWINGS AND FIELD CONDITIONS WHICH MAY BE FOUND
SHALL BE SUBMITTED TO THE AOR & APM FOR
CONSIDERATION AND CLARIFICATION BEFORE
PROCEEDING WITH THE WORK.

5. CONTRACTOR AND/OR SUBCONTRACTOR AND/OR
SUPPLIER TO REFER TO ENGINEERS AND/OR M&E
CONSULTANTS INFORMATION AND DWGS BEFORE
PROCEEDING WITH WORKS. ALL CONSULTANTS
INFORMATION TO BE REFERRED TO, TO ENSURE
COMPLIANCE WITH LOCAL AND STATUTORY BUILDING
REGULATIONS AND BRITISH /EU STANDARDS. ALL
DIMENSIONS TO BE CHECKED BY CONTRACTOR/SUPPLIER
ON SITE.

6. ANY DEVIATION FROM THE INTENT OF THE DRAWINGS
MUST BE APPROVED BY AOR & APM.

7. SHOP DWGS. RELATED TO INTERIORS MUST BE
SUBMITTED & APPROVED BY AOR & APM PRIOR TO
FABRICATION.

8. ALL DESIGN CONCEPTS ARE THE SOLE PROPERTY OF
APM DESIGN LTD. AND NO ADAPTATIONS, REPRODUCTIONS
OR COPIES MAY BE MADE WITHOUT WRITTEN PERMISSION
OF APM DESIGN LTD.

9. THESE DRAWINGS ARE SUBJECT TO ANY VARIATION
REQUIRED OR RECOMMENDATION BY ANY STATUTORY
AUTHORITY, OR FOR THE BETTER CARRYING OUT OF THE
WORKS. ALL CONSTRUCTION AND INSTALLATIONS MUST
COMPLY WITH STATUTORY REQUIREMENTS, BRITISH
STANDARDS AND EU STANDARDS.

10. SAMPLES TO BE PROVIDED BY MAIN CONTRACTOR FOR
DESIGNER'S APPROVAL. ALL FINISHES TO DESIGNER'S
SATISFACTION.

11. DESIGNER TO APPROVE ALL DRAWINGS PRIOR TO
CONSTRUCTION.

12. THIS COPY HAS BEEN MADE BY OR WITH THE
AUTHORITY OF APM DESIGN LTD. PURSUANT TO SECTION
47 OF THE COPYRIGHT DESIGNS AND PATENTS ACT 1988.
UNLESS THAT ACT PROVIDES A RELEVANT EXCEPTION TO
COPYRIGHT, THE COPY MUST NOT BE COPIED WITHOUT
THE PRIOR PERMISSION COPYRIGHT.

© APM DESIGN LIMITED 2024

ALL RIGHTS (INCLUDING COPYRIGHT AND DESIGN RIGHT)
ARE RESERVED TO APM DESIGN LTD. UNLESS EXPRESSLY
AGREED OTHERWISE IN WRITING. "ALL APM DESIGN LTD's
(APM) WORK IS UNDERTAKEN STRICTLY ON THE BASIS OF
APM STANDARD CONDITIONS OF SALE AND ALL
PURCHASES ARE STRICTLY ON THE BASIS OF APM
STANDARD TERMS AND CONDITIONS OF PURCHASES".

THE COPYRIGHT, DESIGN RIGHT AND MORAL RIGHT IN THIS
WORK BELONGS TO US AND IS HEREBY ASSERTED, ALL
RIGHTS RESERVED. PERSONS GENUINELY NEEDING TO
ADAPT THE WORK FOR BONA FIDE PURPOSES IN
CONNECTION WITH THE PROJECT IN QUESTION ARE
LICENSED TO DO SO FOR THAT PURPOSE ONLY BUT MUST
INFORM US AND KEEP A RECORD OF ALL CHANGES OR
ADAPTATIONS MADE FOR NOT LESS THAN SIX YEARS.
SUCH PERSONS WILL NOT RECEIVE ANY RIGHTS OF JOINT
AUTHORSHIP. WE WILL NOT BE RESPONSIBLE FOR ANY
ADAPTATIONS OR CHANGES MADE BY THIRD PARTIES
UNLESS WE HAVE SPECIFICALLY AUTHORISED THEM AND
ACCEPTED RESPONSIBILITY IN WRITING.

GENERAL LIGHTING NOTES
ALL LIGHTING TO BE DIMMABLE WHERE POSSIBLE

GENERAL FLOORING NOTES

ALL VINYL OR LINOLEUM FLOOR FINISHES, WHEN
APPRORIATE TO BE SUITABLY HEAT WELDED AT
ALL JOINTS. SUB FLOOR TO BE CHECKED, BY
CONTRACTOR, FOR SUITABILITY OF PRODUCT,
DAMPNESS LEVELS. ALL FLOOR FINISHES TO BE
STRICTLY LAID IN ACCORDANCE WITH
MANUFACTURERS INSTRUCTIONS, USING

RECOMMENDED WATERPROOF/ FLEXIBLE
ADHESIVES ONLY.

CARPET UNDERLAY SPECIFICATION MUST SUIT
AND BE APPROVED BY CARPET/TILE
MANUFACTURER PRIOR TO SUPPLY AND LAYING.
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