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MF

M2 M3 M5 M6 M7M4

MB

MC

MD
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ME

STAIRS AND STAIR ENCLOSURE TO BE 
RETAINED AND REFURBISHED

EXISTING FIRE DOOR TO BE REPLACED 
WITH NEW TO BE FITTED. EXISTING 
HISTORIC FRAME AND REVEALS TO BE 
RETAINED WHERE POSSIBLE.

EXISTING WINDOW REMOVED 
AND TO BE REPLACED WITH 
NEW JULIET DOOR

OPENING FOR PLANT ROOM 
AND SMOKE SHAFT 

EXISTING HOIST DOOR TO BE 
REMOVED, RETAINED AND 

REINSTATED. POSITION TBC

EXISTING HOIST DOOR TO BE 
RETAINED AND FIXED SHUT.

EXISTING EXTERNAL WALLS TO BE REMOVED 
BECAUSE OF WATER DAMP DAMAGE AND REINSTATED 
ACCORDING TO SE DETAILS.
EXACT AREA TBC ON SITE.

ORIGINAL STAIRS TO BE RETAINED,
REPAIRED AND REFURBISHED, MODERN

WALL PANELLING TO BE REMOVED.

EXISTING EXTERNAL WALL TO BE REINSTATED 
BECAUSE OF WATER DAMP DAMAGE  

ACCORDING TO SE DETAILS.

COLUMN AND BEAM ABOVE 
NOT INTUMESCENT PAINTED 

COLUMN AND BEAM ABOVE 
NOT INTUMESCENT PAINTED 

EXISTING HOIST DOOR TO BE 
REFURBISHED AND RELOCATED. 
REFER TO HERITAGE DRAWINGS

WINDOWS TO BE RETAINED AND REFURBISHED
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WINDOWS TO BE RETAINED AND REFURBISHED

EXTENT OF  PLASTERING 
WORK COMPLETED 

EXTENT OF  PLASTERING WORK 
COMPLETED. CONTRACTOR/CLIENT TO 
ADVISE IF NEW PLASTERING CAN EB 
RETAINED OF IF NEEDS TO BE 
REMOVED FOR STRUCTRAL CHECKS. 

EXTENT OF  PLASTERING WORK 
COMPLETED. CONTRACTOR/CLIENT TO 
ADVISE IF NEW PLASTERING CAN EB 
RETAINED OF IF NEEDS TO BE 
REMOVED FOR STRUCTRAL CHECKS. 

EXTENT OF  PLASTERING WORK COMPLETED. 
CONTRACTOR/CLIENT TO ADVISE IF NEW 

PLASTERING CAN EB RETAINED OF IF NEEDS TO 
BE REMOVED FOR STRUCTRAL CHECKS. 

1.

2.

3.

4.

EXISTING OPENING TO BE ADJUSTED FOR 
A NEW LIFT SHAFT AND SERVICE RISER. 

DAMAGED TIMBER FLOOR REMOVED AND 
REPLACED WITH NEW ONE. PLANKS APPEAR TO BE 
LAID ON A SLOPE AND NOT FLUSH WITH EXISTIG 
FLOOR. CONTRACTOR TO ADVISE IF REPLACEMENT 
IS REQUIRED. 

PROJECT NOTES:

• Unverified dimensions 
• To be read in conjunction with retention drawings
• To be read in conjunction with structural drawings
• All setting-out information to be reviewed by Contractor on site.
• Dimensions of all footings and foundations to be confirmed by 

SE upon completion of site investigation works. 
• Contractor to set out internal walls on all floors using gridines 

and setting out points as reference and confirm dimensions on 
site before any builders work is carried out. Any discrepancy 
should be highlighted and made clear to relevant consultants.

DEMOLITION LEGEND:

EXISTING SLAB TO BE REMOVED. DEPTH TBC 
ON SITE

ELEMENT TO BE REMOVED 

BLOCKED WINDOW TO BE REOPENED 

STEEL BEAM TO BE REMOVED

EXISTING FLOOR TO BE REPLACED

NEW OPENINGS FOR PROPOSED LIFT SHAFT

APPROVED DEMOLITION LEGEND:

KEY RECONSTRUCTION

PLASTERING WORK COMPLETED

TEXT RELATED TO RETENTION ELEMENTSTEXT

This drawing is the property of Fletcher-Rae (UK) Limited and copyright is 
reserved by them.  The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of 
Fletcher-Rae (UK) Limited.

The originator shall have no responsibility for any liability, loss, cost, damage 
or expense arising from or relating to any use of this document other than for 
its intended purpose on this project. 

This drawing shall be read in conjunction with all other relevant drawings, 
specifications and associated documentation. Any discrepancies, errors or 
omissions are to be reported to the originator before proceeding with work. 

All dimensions are to be checked on site by the contractor prior to proceeding 
with any work. This drawing shall not be scaled to ascertain any dimensions 
Work to figured dimensions only.

DISCLAIMER
When this drawing is issued in CAD, it is an uncontrolled version issued for 
information only, to enable the recipient to prepare their own documents/ 
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY
Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.

Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation 
of any information held in the drawing resulting from the translation from the 
original file format to any other file format or from the recipients reading of it 
in any other programme.
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MH - 03 - Third Floor_Demolition Plan_Proposed1

KEY PLAN
1. Wall partially replastered

2. Columns and beams intumescent painted 

3. Wall replastered

4. Blocked window opened
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