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New concrete upstand and crowd
loaded fence to match existing.

Nominal 2.2 offset between
slope edge and paladin fence.
Detail subject to confirmation of
structural engineers review &
proprietary crowd loaded fence
manufacturer

Existing retaining wall
within embankment
to be kept in-situ.
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New opening in existing boundary
fence to accomodate relocated gate.

Boundary fence relocated to
accommodate temporary hoarding line.

Boundary fence relocated to
accomodate temporary hoarding line.

New gate 180 degree to maintain
clear fan route

180 degree barrier to switch between event
and non-event

Emergency egrees gates
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REVISIONS

REV |DATE DESCRIPTION

P00 (29.03.23 |SIW ISSUE

P01 [30.03.23 |SIW - Updated to Engineers comments
P02 |03.04.23 |SIW - Updated to MCFC comments

P03 |11.04.23 |SIW - Updated to MCFC comments

P04 |24.04.23 |SIW - Updated to LOR & TFGM Comments
P05 |27.04.23 |SIW - Updated to MCFC Comments

P06 |05.05.23 |SIW - Construction issue

P07 |29.06.23 |SIW - Updated to SISK Comments

P08 |03.07.23 |SIW - Updated to SISK Comments

P09 |05.07.23 |SIW - Updated to SISK Comments

P10 |21.07.23 |SIW - Updated to SISK & TFGM Comments
P11 |29.08.23 |SIW - Updated to SISK comments

NOTES:

Note 1:  Queue barriers & fence dimensions based off
survey information. Gates shown are indicative
true dimensions to be confirm on site.

Note 2:  Setting out information based of existing
conditions denoted in survey information. All
setting out dimensions to be checked on site.

Note 3:  Proposed railling diameter 62mm as per
existing dimensions to be checked on site.

Proposed corraling barriers to have rounded
elbows as per existing fences

Proposed corraling barriers to have 3kN Crowd
Loading as per existing barriers.

KEY:

— — Existing Fence Relocated
- e = New Fence

27 Area as per existing
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