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1. SOILS: Subgrade / subsoil to be prepared in accordance with BS 8601:2013 and BS

4428:1989 and scarified or ripped to 300mm depth (excluding root protection areas of rev | date: amendments: alt:

retained trees refer to Tree Protection Plan 20-94-04) prior to spreading topsoil to alleviate
compaction and promote drainage. Imported and as saved topsoil to be in accordance with
BS 3882: 2015 'Multipurpose Grade' with minimum soil organic matter contents 1% greater
than the minima value (or as approved). Imported topsoil (and 'as saved' if requested) is to
be laboratory tested to BS 3882:2015 and ameliorated as required to meet the required
characteristics as detailed within Table 1 of BS 3882:2015 specification. Wildflower areas to
be unimproved topsoil or low fertility topsoil to BS 3882:2015. Grass areas to be a minimum
depth of 150mm, Shrub beds 450mm depth and forestry / transplants 300mm depth. Any
weed / grass growth to be sprayed out with appropriate herbicide at least 10 days prior to
cultivation. All areas to be cultivated to a minimum depth of 150mm removing weeds and
rubbish / stones greater than 20mm in size. Incorporate proprietary non peat compost to BSI
PAS 100 to 50mm depth evenly worked into soil during cultivation.

A 15.05.24 To co-ord with comments LD

2. N.B Proposed services (electric, water, gas etc) in landscape areas should be installed
as a minimum below the required topsoil depths and clearly identified in accordance with
service / utility requirements.

3. BUILDING FOUNDATION DESIGN: All tree and shrub planting proposals are to be
_'l NO AanS g!UhnOSO '|4_'| 6cm referred to by the structural engineer during building foundation design.

4. PLANT STOCK: Unless agreed otherwise all trees and shrubs are to be of UK
provenance where plants have been propagated and/or grown on for a minimum of 5 years
in the UK for trees and 2 years for shrubs. All plants are to comply with the requirements of
all current British Standards including BS3936 'Specifications for Nursery Stock' and BS8545
‘Trees from nursery to independence in the landscape' and be supplied in accordance with
the Plant Schedule. Should planting be required outside of the planting season (November -
March) any bare root or rootballed stock specified is to be replaced with containerised stock
to an appropriate or similar specification to the approval of the landscape architect prior to
ordering.

NOTE: Planting to be carried out as part of
planning permission 135454/J0/2022

5. EXISTING TREES: Where trees are to be retained they should be subject to a full
arboricultural inspection to assess condition and safety. Retained trees shall be protected
from damage by erection of 2.3m weldmesh fencing on a scaffold framework in accordance
BS 5837:2012 Figure 2 refer to Tree Protection Plan 20-93-04 and the Arboricultural Method
Statement 2093/EH/AMSO001. These barriers shall be maintained in position and in good
condition until works are complete. Fencing to be located in accordance with Table D.1 at a
radius of 12 times the stem diameter (single stem trees) or based on the combined stem
diameter for multistem trees (trees with more than one stem arising below 1.5m above
ground level) refer to Clause 4.6. Further precautions are to be taken as detailed within BS
5837:20126.2.4.

6. TREE SURGERY / REMOVAL: Tree surgery and tree removal to be carried out by an

i _ Arboricultural Association approved Tree surgeon in accordance with BS 3998:2010.
T|||O CordGTO ] 4 ] 6cm Arisings to be removed to a licensed tip.

3 No.

7. TREE PLANTING: All trees to be in accordance with BS 3936, BS8545 and The
National Plant Specification — 'Rootballed Trees' recommendations. Trees to be planted in
accordance with BS 4428:1989 and double staked (14-16cm girth trees) and tied in prepared
pits. Semi mature trees to be underground guyed and securely anchored using Platipus Tree
System. Tree pits in open field / un-compacted ground conditions to be 1000mm x 1000mm
(at least 75mm greater than that of the root system) with pit depth to be based on the planting
depth of the tree (distance from root flare to underside of rootball) in accordance with BS
8545:2012. Topsoils and subsoils to be excavated and stored separately for reuse. Tree pit
to be backfilled with stored subsoil and topsoil at depths to replicate the existing soil horizons.
Topsoil to be mixed enriched with 40L of peat free tree planting compost. Root balls to be
encircled by Root Rain Metro or similar irrigation pipe. Well water after planting. The base of
trees to planted in grass areas are to be covered with 75mm amenity grade bark mulch such
as Melcourt 'Amenity' Bark Mulch (or similar approved by the landscape architect) to 1.0
metre diameter and kept weed free.

8. MAINTENANCE: To be carried out at approximately monthly intervals during the defects
liability / rectification period to include the following:

a. Ensure all shrubs and trees are firmed in, securely staked and tied with guards where
applicable.
( b. Collect litter, sweep and tidy site.
v v S|gna| c. ?{t}ﬁnal visit apply granular fertiliser to all planted areas and top up bark mulch depth to
mm.
L7 4

v v 9. WATERING: all plant material (including turf) to be watered in dry periods until

N established during April through to September with a fine rose until the water penetrates the
topsoil to at least 5cm depth and achieves field capacity. Frequency of watering regime to de
determined by weather conditions, soil conditions and underlying geology, all plant beds to
be watered to ensure soil is consistently moist to promote successful establishment. As a
guide only it is suggested that during hot, dry periods, plants are to be watered every six to
ten days. For individual trees it is suggested that 18 watering visits per year are carried out
commencing late March (prior to budburst) and utilising a minimum of 50 litres of water per
tree. Soil probe to be used to determine soil saturation to full depth of root ball.

LEGEND: SOFT LANDSCAPING

TREE PLANTING: tree planting with tree
canopy spread illustrated at 25 years
growth.

EXISTING TREES: to be retained in
accordance with BS 5837 'Trees in relation
to Construction' 2012.

TREES TO BE REMOVED
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No.|Species Name | Specification Girth Height Density status:
1 - |Alnus glutinosa| 3x :Extra Heavy Standard :Clear Stem min. 200 :5 brks :RB :PG 1{14-16cm|400-450cm | Counted 54 3 2 1 0 5 10 15m Planning

3 - |Tilia cordata | 3x :Extra Heavy Standard :Clear Stem 175-200 :5 brks :RB :PG 1 |14-16cm|400-450cm|Counted s ISSS—— May2e |1 |5009313
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