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1.IntroducƟon 
Manchester Building Design Ltd has prepared a Flood Risk Assessment (FRA) for the change of use of the first and 
second floors of an exisƟng commercial property at No.s 7 and 9 - 11 Bury New Road, Manchester M8 8FW from a 
retail use to 2 No. and 4 No. apartments respecƟvely. 

The Environment Agency (EA) and Manchester City Council (MCC) need to be saƟsfied that that granƟng planning 
permission / prior approval will address any risk of flooding to the development, and that the proposals will not in 
turn increase the risk of flooding to neighbouring land and property. 

This FRA has been prepared in accordance with the naƟonal guidance and requirements set out in the NaƟonal 
Planning Policy Framework (NPPF) and NaƟonal Planning Policy Guidance (NPPG) which give guidance for the 
preparaƟon of site specifics FRA’s. 

This FRA has also been prepared to the local guidance requirements set out by Manchester City Council’s Local 
Development Framework (2012), Manchester, Salford and Trafford Councils Level 1 Strategic Flood Risk Assessment 
(March 2010) and Level 2 Strategic Flood Risk Assessment (March 2011). 

This FRA has been prepared to idenƟfy and evaluate the various possible sources of flood risk to which the site might 
be subjected to, and to idenƟfy any miƟgaƟon or protecƟon measures deemed necessary of feasible; and to ensure 
the development does not increase the probability of flooding within or near to the site. 
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2.Site Seƫng and DescripƟon 
2.1 Site LocaƟon 

The site is within the predominantly commercial area of Strangeways near to the juncƟon of Bury New Road and 
Sherborne Street.  

The co-ordinates to the centre of the site are: EasƟng 383544 and Northing 399579 

A site locaƟon plan is included in Appendix A with the site edged in red. 

 

2.2 ExisƟng Site 

The site is already developed with 3 storey + basement terraced properƟes. The properƟes have small rear yards that 
provides access onto a private gated alleyway. 

ExisƟng floor plans and elevaƟon drawings are included in Appendix B. 

 

2.3 Proposed Development 

The proposed development comprises the conversion of the first and second floors from retail use to form in total 6 
No self contained apartments. 

There are no extensions / changes to the footprint of the building. 

Proposed floor plans and elevaƟon drawings are included in Appendix C. 

 

2.4 Topography 

Ordnance Survey mapping indicates that the local topography gently falls towards the west and south-west towards 
the River Irwell, with ground levels at the site in the region of 27.5m AOD.  

Digital OS plan with AOD levels is included in Appendix A 

 

2.5 Coast / Rivers / Canals and ArƟficial Water Bodies 

The nearest waterbody to the development site is the  River Irwell (classified as a main river), which meanders in a 
general southerly direcƟon, passing within approximately 250m to the south-west of the site. 

There are no other known canal or arƟficial water bodies in the vicinity of the development site. 

 

2.6 Drains and Sewers 

The exact locaƟon of any water main or drains within the development site are to be confirmed before works 
commence on site. However due to the urban nature of the development site it is assumed that public drains and 
water mains are located in the immediate vicinity. 

The proposed development will not involve any new connecƟons to the exisƟng drainage system. 
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2.7 Ground CondiƟons 

The ground condiƟons for the site can be determined via the BriƟsh Geological Survey (BGS) website, where it 
indicates the site is underlain superficial deposits of Alluvium (clay, silt, sand and gravel) and Glacial Till, over bedrock 
sandstone of the Triassic Chester FormaƟon. Due to the relaƟvely low permeability superficial deposits and urban 
nature of the applicaƟon site, the majority of surface water runoff will discharge to the urban drainage network. 

The proposed development involves no external alteraƟons / extensions. 
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3.NaƟonal and Local Policy and Water Management Guidance 
 

3.1 NaƟonal Planning Policy Framework (NPPF) and NaƟonal Planning PracƟce Guidance (NPPG) 
 
NPPF 2019 sets out the Government’s naƟonal policy on development and flood risk, and seeks to provide clarity 
on what is required at regional and local levels, to ensure that flood risk is taken into account at all stages in the 
planning process to avoid inappropriate development in areas at risk of flooding, and to direct development away 
from areas at highest risk. 
 
NPPF Paragraphs 149 to 150 provide guidance for developments for the plans to take a proacƟve approach to 
miƟgaƟng and adapƟng to climate change, taking into account the long-term implicaƟons for flood risk. 
 
NPPF Paragraphs 155 to 165 provides guidance for planning and flood risk, where are plans should apply a 
sequenƟal, risk-based approach to the locaƟon of development taking into account current and future impacts of 
climate change; to ensure that flood risk is not increased elsewhere due to the development; and to incorporate 
sustainable drainage systems. 
 
NPPG, Paragraph 030, outlines that the objecƟves of this FRA are to establish whether a proposed development is 
likely to be affected by current or future flooding from any source; whether it will increase flood risk elsewhere; 
whether the measures proposed to deal with these effects and risks are appropriate; whether the evidence for the 
local planning authority to apply (if necessary) the SequenƟal Test; and whether the development will be safe and 
pass the ExcepƟon Test, if applicable. 

 

3.2 Flood and Water Management Act 

The Flood and Water Management Act takes forward some of the proposals from three previous strategy documents 
published by the UK Government - Future Water (2008), Making Space for Water (2008) and the UK Government’s 
response to the Sir Michael PiƩ’s Review of the summer 2007 floods. In doing so it gives the EA a strategic overview 
role for flood risk, and gives local authoriƟes responsibility for preparing and puƫng in place strategies for managing 
flood risk from groundwater, surface water and ordinary watercourses in their areas. 
 
3.3 SFRA 
 
Manchester City, Salford City and Trafford Councils 2010 Level 1 Strategic Flood Risk Assessment (SFRA) and 
2011 Level 2 SFRA review the risk of flooding from all sources and provides evidence for local developers and LPA 
officers to apply the SequenƟal Test and idenƟfy the need to pass the ExcepƟon Test where required. 
 
3.4 Manchester City Council’s Local Development Framework 
 
The Core Strategy (Adopted July 2012) presents local planning policies for the period 2012 to 2027. Policy EN14 
Flood Risk, states: 
 
In line with the risk-based sequenƟal approach contained within PPS25, development should be directed away from 
sites at the greatest risk of flooding, and towards sites with liƩle or no risk of flooding; this should take account of all 
sources of flooding idenƟfied in the Manchester-Salford-Trafford Strategic Flood Risk Assessment (SFRA). 
 
In addiƟon to the requirements for site-specific Flood Risk Assessments (FRAs) set out in PPS25, an appropriate 
FRA will also be required for all development proposals, including changes of use, on sites greater than 0.5ha within 
CriƟcal Drainage Areas (CDAs) and Canal Hazard Zones idenƟfied in the SFRA. 
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All new development should minimise surface water run-off, including through Sustainable Drainage Systems 
(SUDS) and the appropriate use of Green Infrastructure. Developers should have regard to the surface water runoff 
rates in the SFRA User Guide. In CDAs, evidence to jusƟfy the surface water run-off approach / rates will be 
required. 
 
The City of Manchester contains many secƟons of rivers which are culverted or 'hidden'; where these are indicated 
in the SFRA beneath the proposed development site, further invesƟgaƟon will be required and the development 
proposal should take this into account; where feasible and appropriate development should seek to open up 
culverted/hidden rivers to reduce the associated flood risk and danger of collapse, taking advantage of opportuniƟes 
to enhance biodiversity and Green Infrastructure. 
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4.Sources of Flooding 
 
In accordance with the NPPF, flood risk must be assessed for all sources of flooding and development of the site 
should be carried out in such a way as to miƟgate any potenƟal flood risk to both the site and third parƟes and their 
property. This secƟon idenƟfies all possible sources of flooding. 
 
 
4.1 Fluvial Flooding 
 
Fluvial flooding results from watercourses / rivers surcharging and flooding the surrounding areas. 
 
 
4.2 Coastal Flooding 
 
Coastal flooding results from high Ɵdes from the sea. 
 
 
4.3 Pluvial Flooding 
 
‘Pluvial' flooding is that which results from rainfall generated overland flow before the run-off enters any 
watercourse, drain or sewer. It is more oŌen linked to high intensity rainfall events (typically in excess of 30mm per 
hour). 
 
However, it can also result from lower intensity rainfall or melƟng snow where the ground is saturated, frozen, 
developed or has low permeability. This results in overland flow and ponding in depressions in the topography. In 
urban areas 'pluvial' flows are likely to follow the routes of highways and other surface connecƟvity to low spots 
where flooding can occur. In some cases, it can deviate from this route into adjacent developments via dropped 
kerbs (either for access to driveways or disability access). 
 
4.4 Groundwater Flooding 
 
Groundwater flooding is caused by the emergence of water from sub-surface permeable strata. FluctuaƟons in the 
groundwater table can cause flooding should the table rise above the exisƟng ground level. Groundwater flooding 
events tend to have long duraƟons, lasƟng days or weeks. 
 
4.5 Flooding from Drains and Sewers 
 
Flooding from drains and sewers is caused when the capacity of the drains and sewers is exceeded and will result 
in flooding from the manholes. 
 
 
4.6 Canals, Reservoirs and Other ArƟficial Sources 
 
Flooding from canals, reservoirs and arƟficial sources is caused when the capacity of the sources is exceeded, or if 
there is, an infrastructure failure. 
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5.Sourced Data 
 
Data from the Environment Agency; local Strategic Flood Risk Assessments; and informaƟon from other parƟes are 
to be studied to establish which sources of flooding are at the site. 
 
5.1 Environment Agency Flood Maps for Planning 
 

 
 
Figure 1 – EA Flood Zone Map 
 
The Environment Agency (EA) Flood Zone Map shown in Figure 1, indicates that the development site is in Flood Zone 
3 associated with the River Irwell, which is defined as having a high probability of flooding (> 1.0%) annual probability 
of flooding from rivers). 
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Figure 2 – EA Fluvial Flood Map 
The EA Fluvial Flood Map shown in Figure 2, indicates that the extent of the site has a low risk of fluvial flooding 
(0.1% to 1.0% annual probability of flooding from rivers). This takes into account the presence of local flood 
defences. 
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Figure 3– EA Pluvial Flood Map 
 
The EA Pluvial Flood Map shown in Figure 3, indicates that the site has a very low probability of pluvial flooding 
(<0.1% annual probability). It is note that the access roads have a higher pluvial flood risk, although predicted flood 
water depths remain <300mm. 
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Figure 4– EA Reservoir Flood Map 
 
The EA Reservoir Flood Map shown in Figure 4, indicates that the site lies within the predicted maximum extent of 
flooding in the event of local reservoir failure. The predicted flood water depth at the site, in the event of reservoir 
failure, is between 0.3m and 2.0m. 
 
5.2 Environment Agency Climate Change Allowances 
 
Environment Agency guidance on climate change allowances (February 2016) presents predicƟons of anƟcipated 
changes for peak river flows and rainfall intensiƟes by river basin district. Manchester is located within the North 
West river basin district. The proposed development is classified as ‘Less Vulnerable’ in flood risk terms and the EA 
guidance recommends applying the central and higher central climate change allowances for such developments. 
For the North West, the central allowance is 30% and the higher central allowance is 35%; these are applied within 
the assessment of predicted flood water levels in the Environment Agency Product 4 Data summary below. 
 
5.3 Strategic Flood Risk Assessment (SFRA) 
 
The Manchester City, Salford City and Trafford Councils SFRA March 2011 and associated flood maps present an 
assessment of flood risk from local watercourses, surface water runoff and drains and groundwater; a summary of 
each of the drawings is as follows: 
 
Fluvial Flooding 
 
The hybrid map contained at page 84 of this document assesses the development site to be within Flood Risk Zone 2 
based upon the impact of local flood defences. 
 
The Level 2 SFRA concludes that for the M004 Strategic Employment Site (Strangeways), which includes the 
development site: 
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The SFRA modelling shows that the 1 in 100 year flood event will remain in bank. Taking climate change into 
account, the defences will overtop in Lower Broughton, with flooding affecƟng the west of the site between Rugby 
Street and Irwell Street to a maximum depth of 1m in places. 
 
There is significant residual risk to the site in the 1 in 1000 year and 1 in 1000 year plus climate change flood events. 
Flooding is predicted to affect around a quarter of the site in the west, bordering the prison and encroaching on the 
brewery. The majority of flooding is shown to be in excess of 2m in these events, resulƟng in hazards of 'danger for 
all'. 
 
 
Fluvial Flooding – Flood Defence Breach 
 
The SFRA includes an assessment of a breach of flood defences on the River Irwell at Lower Kersal and Lower 
Broughton; the breaches were posiƟoned at locaƟons considered to result in the most extensive flooding.  
 
The SFRA presents the predicted flood extent in the event of breaches of the flood defences at these locaƟons during 
the 100 year event and confirms that the development site remains outside of the predicted flood extent. 
 
 
Pluvial Flooding 
 
The SFRA confirms that virtually the enƟre Greater Manchester urban area is designated a CriƟcal 
Drainage Area, with the development site located within ConurbaƟon Core CriƟcal Drainage Area. CriƟcal Drainage 
Areas are defined within the SFRA as areas where: 
 
There is a high risk of localised flooding from ordinary watercourses, including culverts surcharging and overland 
surface water flows, including the potenƟal for flooding from the sewer network due to failure/ blockage or 
exceedance events when the storm return period is greater than the sewer was designed for; or 
 
Where there are areas of significant redevelopment planned that could have a significant impact on surface water 
runoff to local watercourses and the sewer network. 
 
Reasons for designaƟng the broad ConurbaƟon Core CriƟcal Drainage Area include: 
 
• Localised flooding problems in central Manchester and Salford. 
 
• Focus of major regeneraƟon and redevelopment that could have a significant impact on surface water runoff 
to local watercourses and the sewer network. 
 
• Many lost watercourses that are interconnected with the sewers, canals and open channel watercourses 
that pose a significant risk. 
 
• 5 postcode areas with over 10 properƟes affected in the DG5 register. 
 
The SFRA confirms that the development site currently has a very low suscepƟbility to surface 
water flooding. Drawing SS_4.2E presents the future risk of surface water flooding, taking account of long term 
climate change, and indicates that the suscepƟbility of surface water flooding to the development site remains very 
low. 
 
Canals and Reservoirs 
 
The Level 2 SFRA (ExecuƟve Summary) confirms that local canals are not considered sources of significant flood 
risk to the development site (M004 Strategic Employment Site, Strangeways). The SFRA has not considered the 
risks associated with reservoir failure due to implicaƟons for naƟonal security. 
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Groundwater Flooding 
 
The indicates that the development site is just located within an area idenƟfied as being at risk of 
groundwater flooding. However, SecƟon 2.5.1 of the SFRA confirms there are no known reports of groundwater 
flooding within the region. 
 
 
Historic Flooding 
 
Table 2-5 of the SFRA presents a summary of historical recorded flood events within the region. There are no 
recorded flood events associated with the River Irwell in the vicinity of the site since 1946 when 5300 properƟes and 
243 hectares flooded. This event pre-dates local flood defences. 
 
 
Summary 
 
The Level 2 SFRA summarises the flood risk development constraints for the wider M004 Strategic Employment 
Site (Strangeways), which includes the development site, as follows: 
 
Primary risk from the Lower Irwell and Grey Irwell. Secondary risk from surface water, groundwater and lost 
watercourses. Most at risk from breach or overtopping in an extreme 1 in 1000 year event. 
 
Development should be acceptable on flood risk grounds. Residual risk from these sources needs to be taken into 
account when planning developments, including the careful consideraƟon of urban design at Strangeways. 
 
A limited range of land uses could be put forward aŌer careful consideraƟon and detailed FRA, but more vulnerable 
uses should be steered to lower risk areas. Flood risk is an important influence on how the area could be developed, 
both spaƟally and in the design response (1st floor accommodaƟon may be necessary). 
 
 
5.4 Environment Agency Product 4 Data 
 
A Product 4 flood level data request was issued to the EA for the development site, to determine the predicted, 
modelled flood levels for the site. In response to the request (email 5th June 2024), the EA has provided 
a flood zone map, maps confirming historic flood extents and predicted flood water level data; the response is 
included as Appendix D – Detailed Flood Map, Appendix E – Flood Defence Map, Appendix F – Recorded Flood 
Outline Map and Appendix G – EA Data Sets. The EA informaƟon can be summarised as follows: 
 
• The development site lies within the recorded flood outline for the 01/11/1866 and 20/09/1946 flood events. 
It is noted that the River Irwell flood defences were constructed subsequent to these events. The EA 
response (table) indicates that the flood defences offer a standard of protecƟon of up to the 1 in 75 year 
event. 
 
• Predicted flood water level data are provided from the Lower Irwell 2017 Study. Results from the 2-D 
defended model for grid reference 383554 399562 (within the development footprint) indicate the following 
predicted flood water levels: 
 
1% annual probability (1 in 100 year) + 30% climate change (central allowance): 27.83mAOD 
 
1% annual probability (1 in 100 year) + 35% climate change (higher central allowance): 27.95mAOD 
 
0.1% annual probability (1 in 1000 year): 30.26mAOD 
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• Predicted flood water levels for nodes within the River Irwell adjacent to the development site are 
summarised below. The model nodes closest to the development site are: ea013_0208_IRW_13746 
located upstream of the site at grid reference 38554 399562 (near Bridgewater Street) and 
ea013_0208_IRW_13476 located downstream of the site at grid reference 383552 399239 (near Sandywell 
Lane). Predicted flood water levels for these model nodes for a range of rainfall events are summarised 
below. Appropriate climate change allowances are presented for the North West river basin district of 30% 
(central allowance) and 35% (higher central allowance). 
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6.Probability of Flooding 
 
Now that the extents of the sources of flooding are known from the above data, an assessment is to be made of the 
probability of flooding from each of the sources. 
 
6.1 Fluvial Flooding (Sea and River) – Probability : Low 
 
The source of the fluvial flooding is from the River Irwell that passes approximately 250m to the south-west of the 
site. The assessed flood maps indicate that the development site is in Flood Zone 2 (Manchester City Councils SFRA + 
EA flood maps taking account of flood defence measures), which is classified as having a medium probability of 
flooding (between 0.1% and 1.0% annual probability). 
 
Data provided by the Environment Agency indicates predicted flood water levels of up to 27.95mAOD within the 
development site for the 1% AEP (1 in 100 year) event plus 35% allowance for climate change.  
 
The OS Digital Map contained within the appendix confirms ground floor levels within the proposed development  
site are circa 27.6mAOD, with the “Lowest” floor level of proposed residenƟal accommodaƟon at 30.74m AOD. 
Therefore, the residenƟal development would remain safe and dry during the 1 in 100 year event with allowance for 
climate change and Flood Resilient / Resistant Design + Flood Warning and EvacuaƟon Plans should be implemented. 
 
Predicted flood water depths within the site during the extreme, 0.1% AEP (1 in 1000 year) event are significant 
(approximately 2.2m), as a result of overtopping of local flood defences. However, there are no records of recent 
(post 1946) flooding within the development site. 
 
6.2 Pluvial Flooding – Probability : Very Low 
 
The EA flood map and SFRA mapping indicate that the development site is at very low risk of pluvial flooding, 
defined as <0.1% annual probability (<1 in 1000 year). 
 
6.3 Groundwater Flooding – Probability : Low 
 
The SFRA mapping indicates that the site is within an area idenƟfied as being at risk of groundwater flooding. 
However, there are no known reports of groundwater flooding within the region and no below ground (basement) 
development is proposed. Therefore, it is concluded that the probability of groundwater flooding to the development 
is low. 
 
6.4 Flooding from Drains and Sewers – Probability : Low 
 
The exact locaƟon of any water main or drains within the development site are to be confirmed. SecƟon 2.4 of the 
Level 1 SFRA does not idenƟfy Strangeways as an area with reported drainage and sewer problems. Therefore, based 
on this, the probability of flooding from drains and sewers is deemed to be low. 
 
6.5 Flooding from Canals, Reservoirs and Other ArƟficial Sources – Probability : Very Low 
 
EA flood maps indicate that the development site is within the predicted flood extent of local reservoirs. 
 
In England, large reservoirs that are capable of holding 25,000m3 or more of water are regulated under the 
Reservoirs Act 1975, as amended by the Flood and Water Management Act, 2010. These reservoirs are registered 
with the Environment Agency and subject to inspecƟon and supervision by reservoir engineers. 
 
Whilst the consequences of reservoir failure could be significant, with the Environment Agency’s online map 
predicƟng flood water depths of over 2m within the development site, the risk of failure is extremely low. 
 
The SFRA does not idenƟfy local canals as a potenƟal flood risk source to the region. 
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7.Flood Risk and Vulnerability 
 
The NPPG Paragraphs 065 to 067 sets out the flood risk for a site by assessing the flood zones, flood risk 
vulnerability classificaƟon, and flood risk vulnerability and flood zone ‘compaƟbility’. 
 
7.1 Flood Zones 
 

Table 1 – Flood Zones 
Flood Zone DefiniƟon 
Zone 1 Low Probability Land having a less than 1 in 1,000 annual probability of river or sea flooding. 

(Shown as ‘clear’ on the Flood Map – all land outside Zones 2 and 3) 
Zone 2 Medium 
Probability 

Land having between a 1 in 100 and 1 in 1,000 annual probability of river flooding; 
or Land having between a 1 in 200 and 1 in 1,000 annual probability of sea flooding. 
 
(Land shown in light blue on the Flood Map) 

Zone 3a High Probability Land having a 1 in 100 or greater annual probability of river flooding; or Land having 
a 1 in 200 or greater annual probability of sea flooding. 
 
(Land shown in dark blue on the Flood Map) 

Zone 3b The FuncƟonal 
Flood Plane 

This zone comprises land where water should flow or be stored in Ɵmes of flood. 
Local planning authoriƟes should idenƟfy in their Strategic Flood Risk Assessments 
areas of funcƟonal floodplain and its boundaries accordingly, in agreement with the 
Environment Agency. 
 
(Not separately disƟnguished from Zone 3a on the Flood Map) 

 
The available map data has idenƟfied that the development site is within Flood Zone 3 
 
7.2 Flood Risk Vulnerability ClassificaƟon 
 
NPPG Paragraph 066, Table 2 stated the flood risk vulnerability classificaƟons as: 
 

Table 2 – Flood Risk Vulnerability ClassificaƟon 
EssenƟal Infrastructure 
 
EssenƟal transport infrastructure (including mass evacuaƟon routes) which should cross the area at risk; 
EssenƟal uƟlity infrastructure which has to be located in a flood risk area for operaƟonal reasons, including 
electricity generaƟng power staƟons and grid and primary substaƟons; and water treatment works that need to 
remain operaƟonal in Ɵmes of flood; Wind turbines. 
 
Highly Vulnerable 
 
Police and ambulance staƟons; fire staƟons and command centers; telecommunicaƟons installaƟons required to 
be operaƟonal during flooding; Emergency dispersal points; Basement dwellings; Caravans, mobile homes and 
park homes intended for permanent residenƟal use; InstallaƟons requiring hazardous substances consent. 
 
More Vulnerable 
 
Hospitals; ResidenƟal insƟtuƟons such as residenƟal care homes, children’s homes, social services homes, 
prisons and hostels; Buildings used for dwelling houses, student halls of residence, drinking establishments, 
nightclubs and hotels; Non–residenƟal uses for health services, nurseries and educaƟonal establishments; 
Landfill* and sites used for waste management faciliƟes for hazardous waste; Sites used for holiday or short-let 
caravans and camping, subject to a specific warning and evacuaƟon plan. 
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Less Vulnerable 
 
Police, ambulance and fire staƟons which are not required to be operaƟonal during flooding; Buildings used for 
shops; financial, professional and other services; restaurants, cafes and hot food takeaways; offices; 
general industry, storage and distribuƟon; non-residenƟal insƟtuƟons not included in the ‘More Vulnerable’ 
class; and assembly and leisure; Land and buildings used for agriculture and forestry; Waste treatment (except 
landfill* and hazardous waste faciliƟes); Minerals working and processing (except for sand and gravel working); 
Water treatment works which do not need to remain operaƟonal during Ɵmes of flood. 
 
Water CompaƟble Development 
 
Flood control infrastructure; Water transmission infrastructure and pumping staƟons; Sewage transmission 
infrastructure and pumping staƟons; Sand and gravel working; Docks, marinas and wharves; NavigaƟon faciliƟes. 
 

 
The development site would be classed as “More Vulnerable” in flood risk terms as the development comprises the 
change of use from retail unit to a building used for dwellings. 
 
 
7.3 Flood Risk Vulnerability and Flood Zone “CompaƟbility” 
 
NPPG Paragraph 067 Table 3, gives guidance on flood risk vulnerability compared with flood zone, to determine 
the compaƟbility. 
 

NPPF – Table 3 – Flood Risk Vulnerability and Flood Zone “CompaƟbility” 
Flood Zones Flood Risk Vulnerability ClassificaƟon 
 EssenƟal 

Infrastructure 
Highly 
Vulnerable 

More Vulnerable Less Vulnerable Water 
CompaƟble 

Zone 1 ✓ ✓ ✓ ✓ ✓ 
Zone 2 ✓ ExcepƟon Test 

Required 
✓ ✓ ✓ 

Zone 3a  ExcepƟon Test 
Required 

✗ ExcepƟon Test 
Required 

✓ ✓ 

Zone 3b ExcepƟon Test 
Required 

✗ ✗ ✗ ✓ 

 
In accordance with Table 3 of the NPPF “More Vulnerable” development within Zone 3a requires an “ExcepƟon Test”, 
however it should also be noted that this report relates to a change of use of exisƟng premises and as such the Site 
Specific Flood MiƟgaƟon Measures (SSFMM) will focus on Flood Resilient / Resistant Design proposals and Flood 
Warning / EvacuaƟon Plans  
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8.The SequenƟal Test and ExcepƟon Test 
 
This report relates to a proposed change of use and therefor the SequenƟal / ExcepƟon Tests would not be a 
requirements under the NPPF, however it is sƟll necessary to implement measures to ensure that the development 
can be undertaken safely as further detailed below. 
 
8.1 Safe Development 
 
For the development to be safe for its lifeƟme taking account of the vulnerability of its users, there are several design 
principles for the development, which include: 
 
• Analysis of the finished floor level against predicted flood water levels; 
 
• Appropriate flood resilience and flood resistance within the design, to minimise the entry and flood water 
and to minimise damage caused by flood water if it does enter the development; 
 
• Safe and access and egress from the development; 
 
• EffecƟve flood warning systems for the development, with appropriate flood evacuaƟon plan; 
 
• ConsideraƟon of surface water drainage to ensure there is no increased flood risk elsewhere. 
 
Each of the design principles to be applied for the development are detailed below. 
 
8.2 Finished Floor Level Analysis 
 
With regards to the finished floor level of the building, the NPPF states that to reduce the probability of flooding, the 
finished floor level should be a minimum of whichever is higher of: 
• 300mm above the general ground level of the site; 
• 600mm above the esƟmated 1% AEP river flood level. 
 
In this instance the finished floor level of the lowest residenƟal unit is 30.74mAOD 
 
The predicted 1% AEP flood water level is 26.94mAOD (worst-case); the ground level of the unit is 27.6mAOD; and 
the lowest level of the proposed residenƟal unit is 30.74mAOD > than the 1% AEP + 600mm. 
 
8.3 Safe Access and Egress 
 
The risk of fluvial flooding decreases from the development site towards the north-east, away from the River Irwell 
and towards higher ground. Safe access and egress, within low probability Flood Zone 1, can be gained via Southall 
Street. 
 
8.4 Flood Resilience and Flood Resistance 
 
NPPF Guidance, Paragraph 059 states: 
 
‘Flood resilient: Flood-resilient buildings are designed and constructed to reduce the impact of flood water entering 
the building so that no permanent damage is caused, structural integrity is maintained and drying, and cleaning is 
easier. The Department for CommuniƟes and Local Government has published Improving the Flood Performance 
of New Buildings: flood resilient construcƟon (2007). This provides guidance on how to improve the resilience of 
new properƟes in low or residual flood risk areas using suitable materials and construcƟon details. 
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Flood resistance: Flood-resistant construcƟon can prevent entry of water or minimise the amount that may enter a 
building where there is short duraƟon flooding outside with water depths of 0.6 metres or less. This form of 
construcƟon should be used with cauƟon and accompanied by resilience measures, as effecƟve flood exclusion 
may depend on occupiers ensuring some elements, such as barriers to doorways, are put in place and maintained 
in a good state’. 
 
Whilst the development is within medium probability Flood Zone 2 and would remain safe and dry during the 1% 
AEP event including allowance for long term climate change, predicted flood water levels during the extreme 0.1% 
AEP event are approximately 2.2m. 
 
Therefore, based on the NPPF guidance, and to ensure the flood resilience of the development, the following flood 
resilience measures are to be incorporated into the new development design: 
 
• to include non-return valves on sewer pipes; 
• to ensure flood resilient floor coverings are applied where feasible (e.g. ceramic Ɵles or a sand/cement screed); 
 
• to have all cable to run down the wall from first floor level; 
 
• and to have all service meters to be at high level; to have all service entry points to be sealed with bitumen. 
 
8.5 Flood Warning and EvacuaƟon Plan 
 
It is advised that the owners / tenant sign up to, and are aware of various flood warnings so that they can take 
appropriate acƟon (such as installing flood barriers), and ensure safe egress from the dwelling, in the unlikely event 
of flooding of the proposed development. There are several flood warnings codes which are: 
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The owners / occupants of the development are to sign up to the EA and local authority flood warning system, where 
they can be alerted to any of the above warning codes by either phone; fax; mobile; or email. There is also to be a 
flood plan in the event of a flood defence breach or overtopping, for the owners / occupants of the development to 
take appropriate acƟons for any of the flood waring codes detailed above. 
 
A flood plan is to be put together prior to the occupaƟon of the development, and given to the new owners / 
occupants as part of the property deeds / informaƟon. Details of how the flood plan is to be put together is stated in 
the ‘EA Business Flood Plan’ contained within the appendix H 
 
 
8.6 Surface Water Management 
 
There are no changes to the surface water run off rates as part of this scheme and therefor pre and post run off rates 
are comparable and will conƟnue to the managed vis the sites exisƟng drainage system 
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9.Residual Risk 
 
It is difficult to completely guard against flooding since extreme events greater than the design standard event are 
always possible, however, there are pracƟcable ways to minimise the risk such as by allowing a freeboard (safety 
margin) and by using suitable construcƟon and management techniques. 
 
This flood risk assessment has been prepared in accordance with the NPPF, Local Planning Policy and the 
NPPG. Any recommendaƟons regarding floor levels are based on the relevant BriƟsh Standards (BS8533), the 
standing advice provided by the EA or based on common pracƟce. 
 
Earth Environmental and Geotechnical Ltd do not warrant that the advice in this report will guarantee the 
availability of flood insurance either now or in the future. 
 
It will be the owner’s /occupier’s responsibility to regular upkeep the drainage network on site throughout the 
lifeƟme of the development to ensure that flood risk on and off site is managed effecƟvely. 
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Appendix A – Site Plan 
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Appendix B – ExisƟng Floor Plan and ElevaƟons 
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Appendix C – Proposed Floor Plan 
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Appendix D – EA Detailed Flood Map 
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Appendix E – EA Flood Defence Map 
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Appendix F – EA Recorded Flood Outline Map 
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Appendix G – EA Data 
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Appendix H – EA Business Flood Plan 
 
 
 
 
 
 
 
 
 
 
 
 
 


