PLASTERBOARD MECHANICALLY FIXED TO
SUSPENDED CEILING STRUCTURE WITH PAINT
FINISH

MODERN CORNICE DETAIL TO BE INSTALLED IN THE

BASEMENT WHERE THERE AREN'T EXISTING
CORNICES

LED FIXTURE WITH LIGHT DIFFUSER.
MECHANICALLY FIXED TO PLYWOOD.
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PRECAST FIBROUS PLASTER PROFILE i
MECHANICALLY FIXED TO CEILING SUBSTRUCTURE. {

1 CENTRAL CEILING COVE - BASEMENT

SCALE 1:2@A1

JOHNSON PINNEY ARCHITECTS

+44 (0)207 394 1700
johnsonpinney.com

NOTES:

THE CONTRACTOR IS RESPONSIBLE FOR CHECKING DIMENSIONS,
TOLERANCES AND REFERENCES. ANY DISCREPANCIES ARE TO BE
VERIFIED WITH THE ARCHITECT BEFORE PROCEEDING WITH THE
WORKS ON SITE OR OFF SITE FABRICATION

WHERE AN ITEM OR DETAIL IS COVERED OR DESCRIBED ON DRAWINGS
OF DIFFERENT SCALES THE LARGER SCALE DRAWING IS TO BE
WORKED TO.

DO NOT SCALE FROM THIS DRAWING. FIGURED DIMENSIONS TO BE
WORKED TO IN ALL CASES.

THIS IS A COPYRIGHT (C) DRAWING AND IS NOT TO BE REPRODUCED
WITHOUT THE WRITTEN PERMISSION OF THE ARCHITECT.

DRAWINGS WITH COLOURED LEGENDS SHOULD BE PRINTED IN
COLOUR AT A1.
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