
1
7

New 1.8m high fence to

the side of

17 Kingham Drive with

planning boundary

realigned (as per Butress

detail 102-2)
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Retaining wall to corner

to step as per detailed

sectional elevation

Proposed exit gate

New footpath along

eastern boundary

Proposed bin store with

2.4m brick frontage onto

footpath.Pinkerb edging

with macadam surfacing.
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pattern to allow vehicle
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1m. paved surround to
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NEW BUILD APARTMENT

PAVING FINISHES-APARTMENT BLOCK

Macadam to carriageway and accessible
bays  as per Engineers details.

Parking spaces 21 total. 2no accessible
spaces generally 5x2.5m , 6m. reversing space.
Thermoplastic line markings in white 100mm line thickness.
Diagonal hatching on a 600mm diagonal grid to pedestrian zone
around accessible bays.

Textured kerb edgings to parking bays 125x255 mm
125mm upstand 915mm length.Drop kerbs and transition kerbs at
crossovers and alongside accessible parking bays.with flush
edging at parking bay edges to to drain to rain garden
areas.Silver  colour.

Kerbs to highways specification as per engineers
details-generally half battered PCC kerbs with 125mm upstand
drop kerbs and transition kerbs to match.

Textured Upstand kerbs 125x255x915mm

Textured Drop kerbs 125x150x915mm

Textured edge 75x 150x 900mm

Pre-cast paving.
300x200x80mm. Jura Grey  textured finish, laid in stretcher bond.

Bollards at kerb edge in car park hardwood Square bollard
140mm square 1m. height flat top with 25mm reflective band.
as per detail. Bollards at 1.3m centres set 500mm back from road
edge.

Stone edgings from Canalside repositioned as informal seating
elements.

.LIGHTING as per WECE details.

External lighting columns.

Lighting bollards 4no

High level lighting columns 4 m high in car park 5no

Electric car charging points in car park 4 total ( 2 no.paired units)

PLANTING SCHEDULE

TREES
Species                                              Stock type               Spacing   Quantity       Notes

Alnus glutinosa A

Amelanchiar lamarkii (Lam)

Betula pubescens Bp

Salix alba vitellina  var
Britsensis Sa

Extra heavy standard 14-16 cm
bare rooted and double staked
and tied with crossbar.

Multi stemmed 3.5-4m. high 3-4
stems rootballed/underground
guyed.

4 m.min

GENERAL NOTES

All trees, shrubs and hedge plants supplied shall comply with the requirements of British Standard 3936, Specification -for Nursery Stock. All pre-planting site preparation, planting and
post-planting maintenance works shall be carried out in accordance with the requirements of British Standard 4428(1989) Code of Practice for General Landscape Operations (excluding
hard surfaces).

All new tree plantings shall be positioned in accordance with the requirements of Table A.1 of BS5837:2012 Trees in Relation to Design, Demolition and Construction (Recommendations)

a) Tree pit sizes:
Semi mature 2100x750 depth extra heavy 1200mm diameter x 750mm depth.
Whips/transplants 600x450 depth

b) Imported topsoil to comply with BS.3882 general purpose.
Medium texture, stone content less than 10%. Free from weeds, sticks and foreign matter.
Depths: Shrub planted areas 400mm. Grasssed areas 150mm

c) Sloping ground - maintain horizontal bases and vertical sides with no less than minimal depth through out.

d) Trees to receive base dressing of slow release fertilizer 70g/ tree pit: Enmag or similar approved.
Suppliers: Scotts, Paper Mill Lane, Bradford, Ipswich IP8 4BZ Tel: 01473-830492,

e) All tree planting in grassed areas to incorporate 300mm radius circle of bark mulch dressing to base of tree stem.

f) All planted areas to be cultivated to 400mm depth, add imported topsoil 
& soil improvers eg sand /manure to improve drainage.

g) Planting beds to be raked over and edges defined.

h) All planted areas to be mulched. with 75mm depth coarse Bark MulchSuppliers Melcourt Industries

i) Any debris or stones larger than 50mm to be taken off site.

k) Plants to be watered in as necessary

l) Sow grass seed generally April-October, preferably late summer early autumn. Topsoil depth to be 150mm. Medium texture, stone content less than 10%. Free from weeds, sticks and
foreign matter.

MAINTENANCE

Contractor to allow for one year's maintenance post practical completion.
:Allow for adequate watering and weeding control of plant beds.
Dead or stunted plants to be replaced to be replaced by contractor.at the end of the defects period..
Maintenance operation to be as per  to be as per detailed project specification.

Wildflower areas-establiushment mantenance to be two full growig seasons prior to handover.

Salvia officinalis Purpurea
(Purple Sage) S

Origanum vulgare "Aureum
Crispum"(Oregano) Ov

Verbena bonariensis  Vb

Allium scenoprasum
(Chives) All

Anethum graveolens (Dill)
Dl

Rosmarinus officinalis Tuscan
Blue  Rs

Lavendulax intermedia
Grosso Lvg

Fragaria vesca Fv

3L cg

3 L.c.g.

3L. c.g.

1L c.g.

1l. c.g.

3 l. c.g.

3L.c.g

1l c.g

4/ sq. m
.

4/ sq. m.

300mm.

300mm

300mm

4 / sq.m.

4/ sq. m.

5 per sq m.

SHRUBS

Species                                          Stock type/size                                Spacing     Quantity        Notes

Pyracantha Orange Glow  Pog                      600-900 c.g                     3/ sq.m.                          trained up walls/fences

In main green space to rear of
apartments

To apartment frontage along
canalside

To rear communal space

To external canlside forecourt.
Trees to be pollarded at 3-5
yearly intervals.

Cornus alba Sibirica Ca

Cornus stolonifera Cs

Viburnum opulus Roseum Vo

Ulex europaeus Ue

Deschampsia caespitosa Dc

Iris versicolour (Blue flag Iris)
Iv

Carex elata Aurea Cea

600-900 bare root  3-4 stems

600-900 bare root 3-4 stems

600-900 bare root 3-4 stems

300-400  3l c g

2l. container grown

0.5 litre pot

2l. container grown
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Groundcover /Herbaceous planting / Edible Herbs

Species                                              Stock type               Spacing   Quantity       Notes

4/sq.m.

Multi stemmed 3-3.5m. high 3-4
stems rootballed/underground
guyed.

4 m.min

4 m.min

4 m.min

13

5

9

5

6/sq.m.

5/sq.m.

Pachysandra terminalis Pt           600-900 c.g                                    5/ sq.m.        156

Lonicera pileata Lp                      300-400 3l. c.g.                              4/ sq.m.         70

4/sq.m.

171

To frontage

G1 New Lawn areas to gardens -  cut 14 times minimum
p.a.Germinal A2 Quality Lawn seed mix @ 20gm/ sq. m.

G2 Amenity grass to Highways/public areas  cut 10 times
minimum p.a. A19 Germinal All purpose Landscaping seed mix.2
20gm/ sq.m.

Existing grassed areas renovated,restored and
overseeded-generally Amenity grass spec and maintenance.

MIXED BULB PLANTING IN AMENITY GRASSED AREAS
Grass cutting after flowering has died back.

Narcissus Tete a tete NTT @30 per sq.m. 200 total

Crocus chrysanthus Cc @ 50 per sq m 250 total

Wild flower grass seed mix to canal side.
G3a Emorsgate EM4 Meadow mixture for clay soils.

G3b Emorsgate EM 8 Meadow mixture for wetlands
Allow for 2 cuts in year in mid summer and August  followed by1
cut in October year 2 and subsequently. All cuttings removed
offsite.
Sow at 4 gm/sq.m. in early autumn or spring.

Bulb planting in groundcover areas

Bulb planting in
groundcover areas

CC   60 no Crocus
chrysanthus-symbol
represents 20 bulbs

TP   45no Tulipa
ballerina-symbol
represents 15 bulbs.

20-25cm semi mature pollarded
at 2m. height.
Rottballed/underground guyed.

5 m.min
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Great Places /Buttress/Rowlinson

REVISIONS

A  Apartment plan changed-frontage forecourt area to

canal revised.,external binstore added 25/07/2023

B Updated planting spec and numbers added 23/08/23

C Bollards added to frontage of public space 29/08/23

D updated binstore detail added. 19/02/24

PLANNING ISSUE

HOUSING AREA GENERAL ARRANGEMENT

AND DETAILED

PLANTING AS DRAWING C/04

NEW APARTMENTS GENERAL

ARRANGEMENT

with DETAILED PLANTING 1:100
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