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Planting Mix B

3no. Afi  5/m2

5no. Asc  4/m2
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Ornamental Planting

Shrub and perennial plants to soft

areas. 3-10Lt species - refer planting

plan

Street Tree

Semi-mature (18-20cm girth) narrow

form street tree with underground-

guying within MCC specification tree pit

Multi-Stem Tree

Ornamental multi-stem tree
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Description

All levels and dimensions to be checked on site by contractor prior to

commencement; Any variations to be reported to the client. This drawing is to be
read in conjunction with all others relating to the project and all information derived
accordingly; any anomalies to be reported to the client. Use figured dimensions only.
Work shown on this drawings to be carried out in accordance with current British
Standards and Codes of Practice.
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For Information

Swan House, Manchester

Detail Groundfloor Planting
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PLANTING NOTES:

1.  Plant handling at the nursery, and during transit up to delivery, shall be in accordance with 'Plant Handling', the booklet published by the Committee for

Plant Supply and Establishment (CPSE). The contractor shall comply with clauses 3 & 4 of the above booklet (obtained from the Horticulture Trades
Association, 19 High Street, Theale, Reading, Berks RG7 5H) which refers to the receipt, unloading and temporary storage of plants.

2.  Plants shall be first class examples of their species or variety, free from all pests and diseases, with good fibrous root systems and materially undamaged
(refer to relevant sections of BS3936 Parts 1-4 'Specification of Nursery Stock').

3.  All planting is to be in general compliance with BS4428: 1989 'Code of Practice for general landscape operations (excluding hard surfaces).'

4.  All planters and shrub beds to be filled with minimum depth of 450mm good quality topsoil and have a free draining sub-base, beds should be cultivated
prior to planting and be free from weeds or any stones/ rubble material greater than 50mm. All planters shall have a suitable slow release fertilizer applied

at the manufacturers specified rates.

5.  All trees are to be staked and secured as follows:.

14-16cm girth trees to be secured with underground guy anchor Platipus RF2P Tree anchor and should be fitted with an irrigation pipe wrapped around
the rootball. The planting pit for the street tree should be min 750 x 750 x 1000mm depth. Back fill material should be mixed with 40litres of tree planting

compost (non-peat based) and a slow release fertiliser. Root barrier membrane to minimse root damage to surrounding structures.

6.  For the shrubs, grasses and herbaceous plants; incorporate compost (non-peat based) into the back fill material when planting.

7.  The contractor must ascertain for himself/herself the exact location of underground services and maintenance points prior to digging and planting.

8.  All areas of planting within the planters are to be mulched to a depth of 50mm with small grade bark mulch for weed control in these areas.

9. Water all plants, trees and grass on the same day of planting and there after as necessary (min once a week during the summer in the first year
establishment period) to ensure the establishment of the plants during the 12 months defects period.
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