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TYPE H1 : PLAN 1:20
Base Plate

2280 2280
Indicative base plate bolted
to slab - to engineers detail.

Each location to be reviewed
and designed considering
proximity of baffle to
building up stands - to
engineers details

Note structure and panel
joint not aligned to this
location - fabricator to
proposed fixing detail to
suit

Laser cut panel with 50%
perforate pattern.
Finish refer notes

All visible faces to be
finished as per main
panels - engineer to
confirm sizes

2280

250x150 RHS - to
engineers details/spec

ISSUE NOTE:

Types A-E refer TPM details (drawings 410-414)

Types G-H refer TPM details (drawings 415-419)

Type G-H baffles in close proximity to building facade and
RC upstands - baseplate fixing to be coordinated with
adjacent structure.

See pattern design intent on TPM drawing 411. Pattern to
be laser cut into sheet steel to achieve 50% porosity

All surfaces to be finished in PPC finish RAL 7016

For typical panel joint and end details refer TPM drawing
411

Integrated lighting proposed for within the baffles shown
indicatively - refer Artin information for details and
specification

Fabricator to ensure adequate drainage holes are provided
to base of each enclosed panel

Indicates extent of lighting within baffle - refer
Artin details and TPM 411

Indicates structural framing within baffle

TYPE H1: SECTIONAL ELEVATION - FRONT VIEW 1:20
5.475m baffle
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STRUCTURAL SLAB

SSL +26.900

Laser cut panel to be 50% porosity.

Perforate Metal Panel
- top band to feature
expressed frame - see
TPM Dwg 417

Ground level under baffle, 200mm
gap below the baffle allow water
running
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2280

Structural support post
All visible faces to be
finished - finish as per
notes

Wind baffle fixing to slab below
- to engineers details
- waterproofing to architects details

2280

Finished ground level

Structure within panel -250x150 RHS
to engineers details/spec

Pedestrian Pass Through

See detail above

Additional vertical steel for
visual consistency with
facing panels - not required
for structural reasons - to SE
details
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TYPE H1 : SECTIONAL ELEVATION - SIDE VIEW 1:20
5.475m baffle

Sleeve & post baffle fixing to
engineers details.

Baseplate fixed directly to
slab - to engineers details.
Waterproofing to architects
details

Steel laser cut perforate infill
panel

STRUCTURAL SLAB

12
00

Structural steel framing, 250
x 150 RHS - to engineers
details and spec

Top panel subject to further
input from fabricator

Folded metal sheets with perforate
pattern applied to 'webb' - detail to be
resolved with fabricator

FRAMED BANDING DETAIL
Section

Shadow gap

RHS framing - to engineers details and
spec (typically 250x150 for taller baffles)

Perforate panel 'wraps' structural
framework below

All steelwork to be galvanised with
PPC coating. Colour refer drawing
notes.
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Lighting within baffle - to Artin spec

Void for lighting within applied to
vertical faces - refer Artin spec

MODEL VIEW OF UPPER HORIZONTAL 'EXPRESSED FRAME'
3D - view typical of 'H' baffles
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GENERAL  NOTES

1. This drawing is the copyright of TPM Landscape Ltd and cannot be
reproduced in any form without the consent of the company.

2. This drawing is to be read in conjunction with detail landscape
drawings, details and specification.

3. This drawing is to be read in conjunction with all relevant Architects',
Engineer's, Specialists, Bills of Quantities and Specifications.

4. The insertion of any firm or proprietary brand on this drawing is an
indication of the class or quality required and does not exclude the
use of alternative materials that are equal in performance, quality
and appearance, provided that they have been approved in writing by
the Landscape Architect.

5. The Contractor is responsible for accurately ascertaining the position
of underground services and responding to all relevant service
easement requirements.

6. All dimensions are in millimetres unless stated otherwise, for the
purposes of construction this drawing must not be scaled and only
written dimensions used. Written and scaled dimensions to be
checked on site, any discrepancies reported prior to work
commencing. IF IN DOUBT PLEASE ASK.

7. All work and materials are to be in accordance with the relevant
British Standards and Code of Practice.

8. All Proprietary products are to be used strictly in accordance with the
manufacturer's instructions and details.
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