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Partition Type PAR-A
Refer to Series 32 Drawings: Partition Types

Secondary glazing specialist to perform site survey 
with tanking specialist to confirm placement of wall 
plugs in line with appropriate fixing as needed for 
secondary glazing frame fixings, in order that 
tanking is not compromised during unit installation. 
Dry lining contractor to mark out positions of wall 
plugs in these areas

Acoustic non-setting mastic, between glazing unit 
plasterboard with end trim piece fitted

New fixed treated and painted timber window unit   

3mm Tanking membrane to be chased and returned into 
existing brickwork.

Proposed aluminium framed secondary glazing unit to be 
fixed through dry lining into lining studs. Secondary glazing 

specialist to confirm with tanking contractor where wall plugs 
are required for fixing of glazing as per dimensions indicated 

if necessary. Timber plant piece fixed through system, with 
unit fixed after ( screws in excess of 45mm should not be 

used for fixing in order to prevent breaching the tanking 
system) and sealed with Acoustic non-setting mastic. 

Existing brickwork to be remediated and made good prior to 
tanking system being applied.

Partition Type PAR-E
Refer to Series 32 Drawings: Partition Types

New metal guard matching existing to be installed into 
existing brick reveal, factory primed and painted satin black 

with external grade enamel based metal paint

Glazing specialist to perform site survey with 
tanking specialist to confirm placement of wall 
plugs in line with appropriate fixing as needed 
for primary glazing frame fixings, in order that 
tanking is not compromised during unit 
installation. Dry lining contractor to mark out 
positions of wall plugs in these areas.
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15mm Knauf Soundshield Plus Board to be scored and curved to 
match the existing reveal profile.

12mm plyboard patressing between lining studs to be 
innnnnstalled to account for positioning of secondary glazing 

units.

IKO Hyload Original DPC

BS - UG - Upper Ground Floor

45211

BS - EX - B3

45211

Existing stone sill to be made good as per remedial works 
drawings and specifications. 

Proposed stone sill piece to match existing only where 
timber sill will not be located at 150mm minimum above 
external ground level.
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Glazing specialist to perform site survey with tanking 
specialist to confirm placement of wall plugs in line with 
appropriate fixing as needed for primary glazing frame 
fixings, in order that tanking is not compromised during unit 
installation. Dry lining contractor to mark out positions of 
wall plugs in these areas.

Partition Type PAR-F
Refer to Series 32 Drawings: Partition Types

Existing brickwork to be remediated and made goods prior 
to tanking system being applied.

Proposed aluminium framed secondary glazing unit to be 
fixed through dry lining into lining studs. Secondary glazing 

specialist to confirm with tanking contractor where wall plugs 
are required for fixing of glazing as per dimensions indicated 

if necessary. Timber plant piece fixed through system, with 
unit fixed after ( screws in excess of 45mm should not be 

used for fixing in order to prevent breaching the tanking 
system) and sealed with Acoustic non-setting mastic,  

between glazing unit plasterboard. 

22mm Medium density fibreboard window cill board. Length 
and Width to suit existing openings with 50mm overhang at sill 

and jambs. 

25mm Knauf Earthwool Thermal Roll to be provided beneath 
the proposed window sill board. 

New fixed treated and painted timber window unit   

All existing external wall abutment with the new 
compartment floor build ups are to be filled by a 

perimeter intumescent mastic fire seal by the fire 
stopping sub-contractor and  is to achieve a  fire 

rating of 60 Minutes. The fire stopping sub-contractor 
is to provide a Technical Submission for the products 

that they are proposing to utilise.

Existing 70mm thick timber floorboards to be made good as 
required and highlighted in the Building Repair Scope of 

Works. Where new Proposed Floor board planks to match 
existing. All new timbers should be isolated from direct 

contact with the masonry using dpm at the timber-masonry 
interface and ventilated masonry pockets.

Partition Type PAR-A
Refer to Series 32 Drawings: Partition Types

Acoustic non-setting mastic, 
Mastic sealant should be detailed at the bottom of all 

skirtings with the top of the skirting shown fully caulked.
Existing timber skirting to be encapsulated and new MDF 
skirtings to be installed to match the profile of the existing 

skirting.

Perimeter timber wall plate fixed either side of window opening 
to masonry wall and supporting timber joists to new structural 

floor build-up.

Existing timber beam to be intumescent painted to achieve 60 min fire 
rating integrity.
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VCL Membrane

EPDM Layer

Damp Proof Membrane

Damp Proof Course

This drawing is the property of Fletcher-Rae (UK) Limited and copyright is 
reserved by them.  The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of 
Fletcher-Rae (UK) Limited.

The originator shall have no responsibility for any liability, loss, cost, damage 
or expense arising from or relating to any use of this document other than for 
its intended purpose on this project. 

This drawing shall be read in conjunction with all other relevant drawings, 
specifications and associated documentation. Any discrepancies, errors or 
omissions are to be reported to the originator before proceeding with work. 

All dimensions are to be checked on site by the contractor prior to proceeding 
with any work. This drawing shall not be scaled to ascertain any dimensions 
Work to figured dimensions only.

DISCLAIMER
When this drawing is issued in CAD, it is an uncontrolled version issued for 
information only, to enable the recipient to prepare their own documents/ 
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY
Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.

Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation 
of any information held in the drawing resulting from the translation from the 
original file format to any other file format or from the recipients reading of it 
in any other programme.
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