
MORTAR BEDDING AND HANCHING
TO COVER AND FRAME TO CLAUSE

E6.7 IN SFA 8TH EDITION

600mm x 60mm CLEAR OPENING COVER
COMPLYING WITH BS EN 124 AND BS 7903.
SEE CLAUSE E2.32 IN SFA 8TH EDITION
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BENCHING SLOPE TO BE 1 IN 10 MAX TO 1 IN 30 MIN.
FINISH TO BE BROUGHT UP TO A DENSE, SMOOTH
FACE, NEATLY SHAPED AND FINISHED TO ALL BRANCH
CONNECTIONS HIGH STRENGTH OR GRANOLITHIC
CONCRETE (MINIMUM THICKNESS 20mm)

SAFETY CHAIN

1 IN 30 CONCRETE BENCHING SHALL BE PLACED IN A
SINGLE CONTINUOUS OPERATION FROM TOP OF BASE
SLAB TO TOP OF BENCHING AND PIPE SURROUND

MINIMUM RADIUS OF EXPOSED AREAS TO BE 40 mm

75 mm GEN1 CONCRETE BINDING

675mm MAXIMUM TO FIRST STEP IRON

C16/20 CONCRETE WITH A393 MESH IN TOP FACE

150 THICK IN SITU CONCRETE SURROUND TO BE
GEN 3. CONSTRUCTION JOINTS SHALL NOT BE
WITHIN 150mm OF A JOINT IN THE PCC RINGS.

SECTION A-A

HALF ROUND PRE-CAST CONCRETE INVERT TO
FORM CHANNEL WHERE APPROPRIATE
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CL 85.981

675mmØ INLET

HEAVY DUTY P.C.C. REINFORCED COVER SLAB
WITH MINIMUM 600mm x 750mm ACCESS

1800mmØ PRECAST CONCRETE MANHOLE
SECTIONS AND COVER SLABS TO BE BEDDED

WITH MORTAR, PLASTOMERIC OR ELASTOMERIC
SEAL CONFORMING TO BS EN 1917 AND BS EN
5911-3. SEE CLAUSE E2.29 IN SFA 8TH EDITION

STEP IRONS

MINIMUM  2 COURSES OF CLASS B
ENGINEERING BRICKS OR PRECAST
CONCRETE COVER SEATING RINGS

STEP IRON ABOVE
PIPE AS HANDHOLD
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     GENERAL NOTES

G1. DO NOT SCALE THIS DRAWING.

G2. ANY DIMENSIONAL DISCREPANCIES SHOULD BE
       NOTIFIED TO THE ENGINEER IMMEDIATELY.

G3. ALL DIMENSIONS ARE IN MILLIMETRES - (mm)
       ALL LEVELS ARE IN METRES - (m) AND ARE ABOVE
       ORDNANCE DATUM AT NEWLYN, CORNWALL UNLESS
       NOTED OTHERWISE.

G4. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
       ALL RELEVANT; SPECIFICATIONS; DRAWINGS; DETAILS
       AND OTHER DESIGN INFORMATION.

G5. ALL DRAWINGS AND WRITTEN MATERIAL CONTAINED
       WITHIN, CONSTITUTE ORIGINAL AND UNPUBLISHED
       WORK OF THE ENGINEER AND MAY NOT BE DUPLICATED,
       USED, REPRODUCED OR DISCLOSED WITHOUT WRITTEN
       CONSENT OR EXPRESS PERMISSION FROM THE
       ENGINEER.

G6. ALL INFORMATION CONTAINED IN THIS DOCUMENT IS
       COPYRIGHT ©

G7. WHERE THE CONTRACTOR UNDERTAKES OR ENGAGES
A THIRD PARTY TO UNDERTAKE TEMPORARY WORKS 
DESIGN, OR VARIES THE PELL FRISCHMANN DESIGN IN
ANY WAY, THEN THE CONTRACTOR WILL TAKE FULL 
RESPONSIBILITY AND LIABILITY FOR ALL DESIGN 
ASPECTS, INCLUDING A DESIGN RISK ASSESSMENT. THE
CONTRACTOR SHALL INFORM PELL FRISCHMANN OF ANY
PROPOSED VARIANCES TO THE DESIGN.
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LONGHURST ROAD

S104 SURFACE WATER
DRAINAGE MH3
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