L@p

320

T

X T
L
‘ ] z
|
[ “r ]
|
|
|
|
|
|
| | dh ! | |
| ‘ N
| -
””””” R e
| - =
| =
} [
11 B 1
12 |
100 Y, 178 L
. !” ' EXISTING DUCTS AND GRILLES
‘350 v TO BE REMOVED

Balustrade side panels inc 12mm diameter
verticals

Existing timber trellis panels bolted to
vertical structural T-Sections

PROVIDE TEMPORARY SUPPORT TO ALL
EXISTING CILLS AND FLASHINGS DURING WORKS

EXISTING FLOOR GRATING TO BE CAREFULLY
TAKEN UP AND SET ASIDE FOR RE-USE

Existing vertical structural T-Sections

Existing galvanised floor grating

EXISTING TIMBER TRELLIS PANELS TO BE
CAREFULLY REMOVED FROM ENTIRE FACADE
AND REMOVED FROM SITE

Metal support angle providing support for
vertical T-sections

EXISTING CAVITY BARRIERS AND FIXING
BRACKETS TO BE CAREFULLY REMOVED

SHS stubs

Existing xps insulated render system

EXISTING RENDER, XPS INSULATION, RAGRAIL
AND CEMENT PARTICLE BOARD TO BE
CAREFULLY REMOVED FROM ENTIRE FACADE
AND REMOVED FROM SITE

EXISTING VERTICAL STRUCTURAL T-SECTIONS
TO BE CAREFULLY REMOVED, POSITIONS NOTED
AND SET ASIDE FOR RE-FIXING FOLLOWING
COMPLETION OF NEW RENDER SYSTEM

NOTE: WITHIN EXISTING RENDERED WALLS,
EXISTING XPS INSULATION IS TO BE REMOVED.
ANY XPS LEFT EXPOSED DURING REMOVAL MUST
BE PROTECTED AT END OF SECTION/PHASE WITH A
RENDER BASE COAT TO PREVENT ACCIDENTAL
IGNITION.

CONTRACTOR TO PROPOSE METHOD OF MAKING
SAFE (PREVENTION OF OCCUPANTS FALLING OUT)
EXISTING INWARD OPENING PATIO DOORS BEFORE
AND DURING REMOVAL TRELLIS/BALCONIES

EXISTING DETAIL S02 (INDICATING ITEMS TO BE REMOVED) - SLAB EDGE 2nd - 4th FLOOR LEVEL - GRID D
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EXISTING DUCTS AND GRILLES
TO BE REPLACED WITH METAL
NON-COMBUSTIBLE TYPES TO
MATCH

NEW CORTEX 0500FR CLASS B MEMBRANE EPDM
FIXED WITH CORTEX 0771FR PASTE ADHESIVE TO
BOND THE CORTEX 0500FR, AND CORTEX 0787FR
PRIMER TO PRIME POROUS SUBSTRATES PRIOR TO
APPLYING THE PASTE TO MANUFACTURERS WRITTEN
INSTRUCTIONS / DETAILS

REFIX EXISTING FLOOR GRATING UPON
COMPLETION OF RENDER SYSTEM APPLICATION

SUPPLY AND FIX NEW NON-COMBUSTIBLE CLASS
A1 METAL TRELLIS PANELS TO MATCH EXISTING
IN SIZE AND PROFILE. ANODISED FINISH TO
VARYING GLOSS LEVELS.

Metal support angle providing support for

vertical T-sections

SEAL PERIMETER EDGES OF SHEATHING BOARDS WITH
RCM-FR PRO SEALANT OR NULLFIRE FS-703

CONTRACTOR TO APPLY SOME CONTACT PRIMER ONTO
THE STEEL FACE FOR THE INSULATION TO ADHERE TO AS
PER MANUFACTURERS WRITTEN INSTRUCTIONS / DETAILS

SHS stubs

SUPPLY AND FIX NEW DIRECT FIX NON-COMBUSTIBLE
CLASS A2 (S1D0) COMPLETE INSULATED RENDER SYSTEM
INCLUDING NEW NON-COMBUSTIBLE CLASS A1 SHEATHING
BOARD, 160mm STONEWOOL INSULATION AND WBS K
RENDER. PLEASE REFER TO WBS-LTD VANTAGE QUAY
SPECIFICATION FOR FURTHER DETAILS

RE-FIX VERTICAL STRUCTURAL T-SECTIONS
FOLLOWING COMPLETION OF NEW RENDER
SYSTEM READY TO RECEIVE NEW TRELLIS
PANELS

NEW CORTEX 0500FR CLASS B MEMBRANE EPDM
FIXED WITH CORTEX 0771FR PASTE ADHESIVE TO
BOND THE CORTEX 0500FR, AND CORTEX 0787FR
PRIMER TO PRIME POROUS SUBSTRATES PRIOR TO
APPLYING THE PASTE TO MANUFACTURERS WRITTEN
INSTRUCTIONS / DETAILS

TO ALL NEW RENDERED REVEALS SUPPLY AND
FIX NEW LOW MODULUS NEUTRAL CURE
SILICONE SEALANT AROUND ALL WINDOW AND
DOORS WITH BACKER ROD IF REQUIRED.

PROPOSED DETAIL S02 - REPLACEMENT RENDER SYSTEM - SLAB EDGE 2nd - 4th FLOOR LEVEL - GRID D

SCALE 1:5

NOTES AEWTP026C

e All dimensions and levels are to be checked on site.

e Any discrepancies are to be reported to the architect
before any work commences

e This drawing shall not be scaled to ascertain any
dimensions. Work to figured dimensions only.

e This drawing shall not be reproduced without express
written permission from AEW.

e Title overlay drawings and ownership boundaries are
produced using all reasonable endeavors. AEW cannot
be responsible for the accuracy or scale discrepancy of
base plans supplied to them.

e All works are to be undertaken in accordance with
Building Regulations and the latest British Standards.

e All proprietary materials and products are to be used
strictly in accordance with the manufacturers
recommendations.

CDM 2015
Client notified of duties: 28th OCT 2020
Principal Designer: Rider Levett Bucknall

Unless noted below, all known hazards have been
highlighted on the drawing:

Existing building information is based on “Record Drawings” provided by Conran
& Partners. This information may not be a true reflection of what was actually built
on site and as such Appointed Main Contractors are to undertake their own on
site investigations in order to satisfy themselves that the information provided
within this document is an accurate representation of the building and to verify
wall and floor types construction build up.. It is assumed that the existing internal
linings which are to be retained incorporate a vapour control layer.

Conran & Partners drawing reference:
'6512 (25)11_Zinc Cladding to Stair Cores - Typical Details'

Revision: - Issue Date: 24/09/04
C06 04/04/24 MM DJ
Issued For Planning
C05 20/02/23 MRM / SPF DJ

Intumescent sealant added to sheathing board to slab edges
Proposed insulation to SFS system omitted

C04 06/02/23 MRM DJ

Cill details amended to show timber supports

C03 10/08/22 MRM DJ

All details updated to tenmat fire barriers and added steel column
and slab edge fire board encasement for a picture framing strategy

C02 01/08/22 MRM DJ

All details revised to suit steel faced slab edge (Ancon Combideck)
Issued for Construction subject to advice from BB7

C01  11/03/22 SPF DJ

Issued for Construction

P02  27/11/20 BLB DJ

Issued for Tender

P01 19/11/20 MRM DJ
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