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1.0 SUMMARY

This report has been prepared by Philip Dunbavin Acoustics Ltd (PDA) on behalf of AEW Architects
Limited to compare the predicted sound insulation performance of the proposed replacement fagade
cladding at Vantage Quay Residential Buildings, 3-5 Brewer Street, Manchester, M1 2ED, to the
predicted fagade sound insulation of the existing / former cladding system.

The predictions in Section 3.0 give the following sound insulation performance predictions for existing
and proposed cladding systems:

Table 1: Sound insulation (Sl) performance predictions for existing and proposed cladding systems

As shown the existing cladding sound insulation performance is met or exceeded by the proposed
systems in all cases.

2.0 FACADE SOUND INSULATION ASSESSMENT
The assessment in the following sections is based on the following AEW Architects drawings:

12143_AEW XX 77 DR_A_2010_52-C2-Existing Ground Floor Plan

12143_AEW XX 77 DR_A_2011_52-C2-Existing First & Third Floor Plan

12143_AEW XX 77 DR_A_2012_52-C2-Existing Second & Fourth Floor Plan
12143_AEW XX 77 DR_A_2013_52-C2-Existing Fifth Floor Plan
12143_AEW_XX 77 _DR_A_2014_52-C2-Existing Sixth Floor Plan
12143_AEW_XK_£7_DR_A_2050_52-C2-Proposed Scaffolding Zone Plan
12143_AEW_XK_£7_DR_A_2031_52-C1-Balcony Location ID Plans & Proposed Details
12143-AEW-XX-¥X-DR-A-2015_52-C2-Location Plan
12143-AEW-XX-XX-DR-A-6100_52_P11_Existing and proposed details Brickwork 5F5 Walls Sheet 1
12143-AEW-XX-XX-DR-A-6101_52-C10-Existing and proposed details Brickwork 5F5 Walls Sheet 2
12143-AEW-XX-XX-DR-A-6103_52-C5-Existing and proposed details Brickwork 5F5 Walls Sheet 4
12143-AEW-XX-XX-DR-A-6112_52-C5-Existing and proposed balcony details
12143-AEW-XX-XX-DR-A-6113_52-C7-Existing and Proposed Party Wall Vertical Fire Barrier Details
12143-AEW-XX-XX-DR-A-6114_52-C3-Existing and Proposed Party Wall Vertical Fire Barrier Details
12143-AEW-XX-XX-DR-A-6115_52-C5-Existing and Proposed Brick Render Junction Details
12143-AEW-XX-XX-DR-A-6122_52-Ch-Existing and Proposed Brickwork Vent & Fire Barrier Details
12143-AEW-X-XX-DR-A-6123_52-C2-Existing and Proposed Stone Plinth Details
12143-AEW-X0{-XX-DR-A-6124_52-C3-Existing and Proposed 90 degree Column Fire Barrier Details
12143-AEW-XX-¥X-DR-A-6130_52-C2-5tair Core Cladding Details - Existing
12143-AEW-XK-XX-DR-A-6133_52-C2-5tair Core Cladding Details - Proposed
12143-AEW-30-XX-DR-A-6139_52-C2-Existing and Proposed Window Details
12143-AEW-XK-77-DR-A-3000_52-C3-Existing Morth and East Elevations_Sheet 1 of 2
12143-AEW-XK-7£7-DR-A-3001_52-C3-Existing South and West Elevations_Sheet 2 of 2
12143-AEW-XK-77-DR-A-3002_52-C7-Proposed MNorth and East Elevations_Sheet 1 of 2
12143-AEW-XX-ZZ-DR-A-3003_52-C9-Proposed South and West Elevations_Sheet 2 of 2
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21 Brick Cladding — Existing
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Figure 1: Existing Brick Cladding System

Insul ® proprietary sound insulation prediction software has been utilised to assess the sound insulation
of the said system. The system as modelled in Insul ® would be equivalent to the following:

e 2layers 12.5mm thick standard plasterboard

e 102mm structural steel stud (circa 1 to 1.6mm gauge)

e 1 layer 40mm phenolic foam insulation at circa 40 kg/m?3

e 1 layer 38mm phenolic foam insulation at circa 40 kg/m?3

e 82mm cavity

e 102.5mm brickwork

BE NECESSARY SHOULD NEW
INFORMATION BECOME AVAILABLE.
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The performance prediction sheet is given in Appendix B and the overall predicted sound insulation
performance given is as follows:

Rw =65 dB
Rw+ctr = 58 dB
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Figure 2: Proposed Brick Cladding System

Insul ® proprietary sound insulation prediction software has been utilised to assess the sound insulation
of the said system. The system as modelled in Insul ® would be equivalent to the following:

e 2layers 12.5mm thick standard plasterboard

e 102mm cavity filled with 100mm thick Rockwool Flexislab at 33 kg/m?3 density

e 12mm Thick RCM Y-Wall sheathing Board at 14.4 kg / m? surface density — modelled as
equivalent surface density 13mm PROMATECT 50 Fibre Cement board at 14.3 kg/m?® surface
density.

e 152.5mm cavity with 80mm Rockwool Duo Slab infill at 60 kg/m?3 density

Philip Dunbavin Acoustics Ltd. — Tel (01925) 759380
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e 102.5mm brickwork

The performance prediction sheet is given in Appendix B and the overall predicted sound insulation
performance given is as follows:

Rw=81dB
Rw+ctr = 71 dB

2.3 Render Cladding - Existing
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Figure 3: Existing Render Cladding System

Insul ® proprietary sound insulation prediction software has been utilised to assess the sound insulation
of the said system. The system as modelled in Insul ® would be equivalent to the following:

Philip Dunbavin Acoustics Ltd. — Tel (01925) 759380
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2 layers 12.5mm thick standard plasterboard

102mm structural steel stud (circa 1 to 1.6mm gauge)

Equivalent to 13mm PROMATECT 50 Fibre Cement board at 14.3 kg/m3 surface density.
1 layer 180mm phenolic foam insulation at circa 40 kg/m?

5mm Sand / Cement Render nominal density 1600 kg/m?3

The performance prediction sheet is given in Appendix B and the overall predicted sound insulation
performance given is as follows:

Rw =52 dB
Rw+ctr = 44 dB

2.4 Render Cladding - Proposed
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Figure 4: Proposed Render Cladding System

Insul ® proprietary sound insulation prediction software has been utilised to assess the sound insulation
of the said system. The system as modelled in Insul ® would be equivalent to the following:

e 2layers 12.5mm thick standard plasterboard

e 102mm structural steel stud (circa 1 to 1.6mm gauge)

e Equivalent to 13mm PROMATECT 50 Fibre Cement board at 14.3 kg/m? surface density.

e 1 layer 160mm Stonewool Insulation at 60 kg/m?3 in cavity formed by C studs (to model the
connecting properties of the cavity insulation giving a conservative stiffness).

e 5mm Sand / Cement Render nominal density 1600 kg/m?3

The performance prediction sheet is given in Appendix B and the overall predicted sound insulation
performance given is as follows:

Rw=55dB
Rw+ctr = 44 dB
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APPENDIX A — DEFINITION OF ACOUSTIC TERMS (ARCHITECTURAL)
The decibel

This is the basic unit of noise, denoted dB.

A Weighting

This is a weighting process which simulates the human ear’s different sensitivity at different frequencies. A
weighting can be shown two typical ways, 50 dB(A) Leq or 50 dB Laeq. Both mean the same thing. (See below
for a definition of Leq). The dB(A) level can be regarded as the overall level perceived by human beings.

Leq and Leg(s)

This is the equivalent continuous noise level which contains the same acoustic energy as the actual time-
varying sound. In other words it is a kind of average noise level. It is denoted dB Leg, or for A-weighted figures
dB(A) Leq or dB Laeg. It can also be expressed in terms of frequency analysis (see later). Leq(s) is the sample
Leq level.

Ln

This is the level exceeded for n% of the time. It is denoted dB L, or for A-weighted figures dB(A) Ln or dB Lan.
It can be expressed in terms of frequency analysis (see later). Loo is the level exceeded for 90% of the time
and is a measure of the lowest level typically reached. L1o is the level exceeded for 10% of the time and is the
highest level typically reached. Lso is the level exceeded for 50% of the time and, mathematically it is the
median.

Lmax

This is the maximum level reached during a measurement period. The “time constant”, or the ability of the
equipment to respond to impulses is usually expressed along with it, e.g. “Fast”, “Slow”, etc. It is denoted dB
Lmax or, for A-weighted figures dB(A) Lmax, dB Lamax, etc. It can also be expressed in terms of frequency analysis.

Reverberation Time

This is the most common way of expressing a room’s basic acoustic character. It is defined as the duration
required for the space-averaged sound energy density in an enclosure to decrease by 60 dB after the source
emission has stopped, denoted as RTeo. It is usually impractical to measure a full 60 dB dynamic range in the
field; a smaller dynamic range may be used extrapolated to a decay time of 60 dB. Common derivations include
a range between 5 dB and 25 dB below the initial level, which is labelled Tz, or the range between 5 dB and
35 dB below the initial level, labelled as Tso.

Frequency Analysis

Whereas dB(A) gives a very useful overall figure, it has its limitations in that it cannot be used to model or
predict the effect of noise control and mitigation as this nearly always has radically different performance at
different frequencies.

Frequency analysis expresses an overall noise level at each frequency or band of frequencies in the audible
range. Octave band analysis divides the audible range into 10 bands from 31.5 Hz to 16 kHz and the noise
level in each band can be expressed in any form e.g. Leq, Loo, Lmax €tc. One third octave band analysis uses
30 bands.

Narrow band analysis takes the process to resolutions of less than 1 Hz. This is useful for identifying the
existence of tones (whines, hums, etc.) and in pin-pointing the sources.

Philip Dunbavin Acoustics Ltd. — Tel (01925) 759380
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Sound reduction index (R)

This is a measure in decibels (dB) of the sound insulation of a particular construction. It is a laboratory
measured parameter independent of area, and of receiving room conditions. The sound reduction index is the
value produced from laboratory tests on a construction. When tested in a laboratory, results of R are obtained
over a range frequencies in 1/3 and/or full octave bands. These may then be weighted in accordance with
BS EN ISO 717: 1997: Part 1 to give the overall Weighted Sound Reduction Index Ry. Where sound reduction
with respect to road traffic noise is required the frequency weighting may be adapted using the Ct spectrum
adaptation term. In this case the single figure value is given in terms of Rw + C.

Standardised level difference (Dn7)

This is the level difference adjusted to assume a standard reverberation time of 0.5 seconds in the receiving
room so that partitions can be compared independent of the furnishing and surface finishes of the rooms. The
measure is generally used in residential testing as 0.5 seconds is taken as the approximate reverberation time
of a furnished living room or bedroom. The Dnr is usually quoted for 1/3 octave bands between 100 Hz and
3150 Hz.

Weighted standardised level difference (Dnrw)

The Dnrwis a single figure expression used to describe the sound insulation of a partition. The weighting
system used to obtain the single figure Dnrwfrom the 1/3 octave Dnrvalues is given in BS EN ISO 717: Part
1. The Dnrwis used for expressing sound insulation measured “in the field”, and is part of the term used in
Approved Document E 2003, guidance to the Building Regulations for the assessment of performance of
separating elements between residences.

Spectrum adaptation terms (C, Cy)

These terms are single figure values which are added to a single figure Rw or Dw term to adapt the frequency
weighting for different source noise spectra. Adding the Ct term to a weighted parameter approximates to the
human perceived sound insulation of an element when subjected to road traffic noise. The Cy term may be
used to determine a single figure approximation of sound insulation against road traffic noise. The Cy term is
part of the term used in Approved Document E: 2003 of the Building Regulations for the assessment of
performance of separating elements between residences.

Flanking

Flanking is the term used to describe how sound gets from one room to another by routes other than via the
wall or floor directly separating them. Such flanking paths around a party wall would be the internal leaf of the
external wall or the roof void, plus any air gaps at junctions. The sound insulation of flanking paths is very
important. If the insulation is poor it can result in a poor built performance in terms of sound insulation, even if
the party walls or floors themselves are adequate. When a measurement of sound insulation is made in a
building as opposed to an acoustic laboratory, it will include flanking sound transmission. Standards for sound
insulation in residential properties now require testing of Dnrw+ Ct values which include sound transmission
via flanking paths.

Philip Dunbavin Acoustics Ltd. — Tel (01925) 759380
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APPENDIX B — INSUL ® SOUND INSULATION PERFORMANCE PREDICTIONS
Insul ® Mode of Existing Brick Cladding System
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Saund Insulation Pradiction (v3.0.24)
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