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Memo 
 

To: MCC, LoR 

From: Remy Wenmaekers Dr., Susanne Bron-van der Jagt Dr., ir. Theo Raijmakers 
  

Date: 18 December 2023 

  
Project: Noise emission measurement Theatre and Warehouse element 

Reference: MF-LAV-XX-XX-RP-YA-01-0051 (C02) – Issued for Construction (LA.170505.M35) 

 
 
Introduction 
 
This report presents results from noise emission tests from the Theatre and Warehouse element of Aviva 
Studios, taken on 4 July 2023 and 10 December 2023 respectively. The results are compared to the planning 
conditions and predicted noise emission which is described in “Noise emission calculation appendix 9.4 – 
update June 2021 (revision 2)”, reference MF-LAV-XX-XX-RP-YA-01-0039 (T01). 
 
 
Criteria 
 
The following criteria have therefore been set for amplified music in Factory in the previous stages of the 
project, by Arup and Sandy Brown consultants in conjunction with the MCC Environmental Protection 
Department (see Factory, Manchester – Environmental Statement Volume 1 – October 2016): 
 
For residential apartment buildings and hotels, the maximally allowed sound levels inside due to amplified music 
in Factory are 47 dB for the 63 Hz octave band, 41 dB for the 125 Hz octave band. 
 
An attenuation of 5dB through an open window at these low frequencies has been assumed by Arup. Which 
results in the following criteria on the facades: 
 
The maximally allowed sound level on the façade of residential apartment buildings and hotels is: 

• 52 dB Leq for the 63 Hz octave band 
• 46 dB Leq for the 125 Hz octave band 

The design of the building has been based on the sound level as shown in Table 1.  
 
Table 1: Maximum sound levels (Leq) for Warehouse and Theatre 
 

 Octave Band Centre Frequency [Hz] Noise 

production 

level dB(A) 
Spectrum 63 125 250 500 1000 2000 4000 

 
8000 

Warehouse 110 105 104 104 101 97 93 90 106 

Theatre 100 100 104 104 101 97 93 90 106 
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Method 
 
Measurements have been performed in accordance with “BS 7445 – Description and measurement of 
environmental noise”. Because the sound production was controlled by loudspeakers, measurement times 
could be shorter than described by the standard. A special measurement noise was played through the 
loudspeakers. 
 
Figure 1a shows the Theatre loudspeaker locations above (2 hanging clusters of 4 subwoofers on each side 
and 3 hanging clusters of mid-range loudspeakers) and on the sides of the stage (2 mid clusters and 
subwoofer on each side). The sound pressure level in the Theatre audience area was on average 110 dB at 63 
Hz and 103 dB at 125 Hz. Because only the Warehouse-side proscenium door was closed the proscenium 
enclosure in the large cavity was exposed to sound in the theater (worst case scenario theater only). 
 

  
Figure 1a: Loudspeaker setup in the Theatre (4 July 2023) 

 
Figure 1b shows the Warehouse loudspeaker locations above (clusters 
of 6 subwoofers on each side and 2 hanging clusters of mid-range 
loudspeaker arrays). The sound pressure level in the Warehouse 
audience area was on average: 112 dB at 63 Hz and 106 dB at 125 Hz. 
This average value is equal to the value measured at the mixing desk 
(FOH). The sound level in front of the north façade behind the stage at 
standing height is 8 dB (at 63 Hz) and 7 dB (at 125 Hz) lower than in 
the audience area, caused the directivity of the loudspeaker system, 
which is beneficial for limiting noise egress. It should be noted that 
other stage/loudspeaker setups may result in higher exposure of the 
north façade and thus potentially more noise egress. 
 
Only the Warehouse-side proscenium door was closed. 
 

 

Figure 1a: Loudspeaker setup in the Warehouse (10 December 2023) 
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On 4 July, weather conditions were calm with low wind speeds and no rain. On 10 December, weather 
conditions were more with moderate wind speeds (4 Beaufort, SE direction) and no rain (with severe rainfall 
before midnight, wet streets).  
 
The expectation was that the sound level of outside residual noise could be higher than the specific sound 
level received from the Theatre. This condition would limit a traditional measurement using random noise. 
Therefore, a stack of sine waves from 22 to 5656 Hz was used as noise source signal. At the receiving points 
the sound including the residual noise was recorded.  The sine wave signal could be filtered out with special 
analysis software based on a correlation technique. As a result, higher noise reduction values can be 
determined even if the residual noise level is above the received noise level. 
 
The “sine stack” has been recorded using a calibrated Rion NL-52 Class-1 Sound level meter for 180 up to 300 
seconds. Besides, residual noise was measured for 30 seconds. Because the measurements took place in the 
middle of the night, the residual noise had little variation (except for the wind noise in December). 
Background noise levels at 63 and 125 Hz were similar in July and December (events without wind). 
 
No correction was made for sound reflection of the façade (measurements were done without the façade 
installed or with window partly open) Sound reflection of the window behind the sound meter may have 
increased the sound level. Due to the weather conditions, it was not possible to measure 2 meters outside 
the window. All this leads to a pessimistic approach. 
 
During the testing all internal doors were closed. One exception being a separate Warehouse test with 5 
doors open in de east wall of the Warehouse (access doors to the lobby staircase), simulating a situation with 
visitors passing all doors at once or opened doors during a concert. See figure 2. 
 

 
Figure 2: Doors in east wall Warehouse that were opened during one test (red) 
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Receptors 
 
For the Theatre: the following receptor locations were selected as worst-case locations at the nearest 
residential towers: 

- North-West Tower Level 5, outside (no façade installed) 
- North-West Tower Level 9, outside (no façade installed, Theater roof visible) 
- North Tower Level 16, inside (window open, microphone in window opening) 

 
For the Warehouse: the following receptor locations were selected as worst-case locations at the nearest 
residential towers: 

- North-West Tower Level 5, (window open, microphone in window opening) 
- North-West Tower Level 15, outside (window open, microphone in window opening) 
- North Tower Level 8, inside (window open, microphone in window opening) 
- North Tower Level 16, inside (window open, microphone in window opening) 

 
More information about the receptor locations are shown in figures 3a (Theatre) 3b (Warehouse) and 4. 
 
Other receptor locations further away from Aviva Studios have not been measured due to time constraints.  
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Figure 3a: Microphone at receptor locations Theatre, left to right: NW Tower L5, NW Tower L9, N Tower L16 

  
Figure 3b: Microphone at highest receptor locations Warehouse, left to right: NW Tower L15, N Tower L16 

 
Figure 4: 3D model with receptor locations (red: Theatre receptors, green: Warehouse receptors)  

East 
Tower 
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Results 
 
For the Theatre,the received sound level with measurement noise on and off (“ambient” and “residual”) was 
nearly identical for 63 Hz and 125 Hz with +/- 1-2 dB difference. This means that the correlation technique 
was indeed needed to determine the actual received specific sound level. Figure 4 shows the values for 63 
Hz and 125 Hz for: 

- Measured correl. 
Measured received sound level at receptor location for 100 dB sound production in the Theatre, 
averaged over the audience area and FOH position. 

- Predicted 
Predicted received sound level at receptor location for 100 dB sound pressure in the Theatre on all 
internal surfaces, based on the acoustic 3D model, see reference MF-LAV-XX-XX-RP-YA-01-0039. 

- Planning 
Maximum allowed receiving sound level in accordance with the planning conditions. 
 

 

  
Figure 4: Noise egress Theatre for 63 Hz (left) and 125 Hz (right)  
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For the Warehouse The received sound level with measurement noise on (“ambient”) for 63 Hz and 125 Hz 
was 3-4 dB higher than and off (“Residual) at the North Tower receptors. This means that the correlation 
technique was indeed needed to determine the actual received specific sound level. Figure 5 shows the 
values for 63 Hz and 125 Hz for: 

- Measured correl. 
Measured received sound level at receptor location for 110 dB and 105 dB sound production in the 
Warehouse averaged over the audience area and FOH position. The sound level in front of the north 
façade behind the stage at standing height is 8 dB (at 63 Hz) and 7 dB (at 125 Hz) lower than in the 
audience area, caused by the directivity of the loudspeaker system. 

- Predicted 
Predicted received sound level at receptor location for 110 dB and 105 dB sound pressure level in 
the Warehouse on all internal surfaces, based on the acoustic 3D model, see reference MF-LAV-XX-
XX-RP-YA-01-0039. 

- Planning 
Maximum allowed receiving sound level in accordance with the planning conditions. 

 

 
Figure 5a: Noise egress Warehouse @63 Hz  
 

 
Figure 5b: Noise egress Warehouse @125 Hz   
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Results Theatre and Warehouse combined 
 
The measured results for the Theatre and Warehouse element are shown separately and combined in table 
1. It is shown that the noise egress from the Warehouse is determining the TH+WH combined noise egress. 
Only in the NW Tower, combined sound egress is increased by 1 dB in some cases. All green marked 
receiving levels meet the planning condition requirements. 
 
 
Table 1: Noise egress Theatre, Warehouse separate and both combined  
 

THEATRE (TH) 63 Hz 125 Hz 
NW Tower L5 39 34 
NW Tower L9 38 35 
N Tower L16 31 31 

   
WAREHOUSE (WH) 63 Hz 125 Hz 
NW Tower L5 46 39 
NW Tower L15 48 42 
N Tower L8, doors open 48 44 
N Tower L8 45 39 
N Tower L16, doors open 47 45 
N Tower L16 47 41 

   
TH+WH combined 63 Hz 125 Hz 
NW Tower L5 (TH+WH) 47 40 
NW Tower L9 (TH) + L15 (WH) 48 43 
N Tower L16 (TH+WH), doors open 47 45 
N Tower L16 (TH+WH) 48 41 

   
Planning condition requirement 52 46 
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Conclusions 
 

• The noise egress to the nearest noise sensitive receptors has been measured separately for the 
Theatre element with Warehouse door closed and the Warehouse element with Warehouse door 
closed. The stage in the Warehouse was set up in the north side of the building with the 
loudspeakers directed away from the north façade. 
 

• It can be concluded that the TH+WH combined receiving sound levels derived from the 
measurements are lower than the planning conditions in all measured cases (the North-West and 
North residential tower as closest noise sensitive receptors). This includes a scenario when 5 doors 
are open in the Warehouse east internal wall on level 2. 

 
• It is unlikely that planning conditions are not met for other receptors further away from Aviva 

Studios for these stage/loudspeaker setups. 
 

• Therefore, the Theater and Warehouse element of Aviva Studios can operate whilst satisfying the 
requirements of the planning decision regarding noise egress of music. 
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