SQUARE RECESSED COVER & FRAME— — 225 mm DEEP
FILLED WITH MATCHING FINISH CONCRETE PLINTH TO
MATERIAL SUPPORT FINISH
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ROUND DUCTILE IRON COVER & — 225 mm DEEP CONCRETE
FRAME SECURED WITH CLIPS PLINTH TO SUPPORT
SUPPLIED FINISH
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——— WELL COMPACTED BEDDING
MATERIAL USED AS BACKFILL

NB - UNIVERSAL PRODUCT - ADAPTOR TO PVC-U PIPE INCLUDED

SITED IN DRIVEWAYS / HARD LANDSCAPED AREAS
WITH STANDARD ROUND COVER

— SQUARE AIRTIGHT
COVER & FRAME
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SITED IN CONCRETE FLOOR SLAB

——ROUND DUCTILE IRON COVER &
FRAME SECURED WITH CLIPS
SUPPLIED
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—— WELL COMPACTED BEDDING
MATERIAL USED AS BACKFILL

SITED IN SOFT LANDSCAPED AREAS WITH
STANDARD ROUND COVER

POLYPROPYLENE INSPECTION CHAMBER

INSTALLATION DETAIL (4754 UPTO 1.2m DEEP)

(HEPWORTH PRODUCTS)
[SCALE 1:20]

GRANULAR MATERIAL —1®
(REFER TO TABLE)

FORMATION LEVEL

@ ——— 6F1 BACKFILL
MATERIAL

Bc/4

300 MIN.

Bc

Bc/4

100 MIN.

50mm MINIMUM
. CONCRETE BLINDING

600mm MIN.

e | COMPACTED GRAVEL
. .7 | REJECTSORSMALL
N HARDCORE

yd

Bc + 300 MIN.

Y VALUE (BELOW PIPE)

HARD SPOTS/IRREGULAR TRENCH
BOTTOM Bc/4 (200mm MIN)

EVEN TRENCH BOTTOM BC/6 (100mm MIN)

(EXCAVATION AND BACKFILL
MATERIAL TO BE WRAPPED WITH
GEOTEXTILE)

Bc = OUTSIDE DIAMETER

CLASS S BEDDING CONSTRUCTION
IN SOFT GROUND

[SCALE 1:20]

GENERAL NOTES

1. DO NOT SCALE FROM THIS DRAWING WORK TO FIGURED DIMENSIONS
ONLY.

2. NO DEVIATION FROM THE DETAILS SHOWN ON THIS DRAWING IS ALLOWED
WITHOUT PRIOR PERMISSION IN WRITING.

3. ALL DRAWINGS ARE TO BE READ IN CONJUNCTION WITH ALL ARCHITECTS,
ENGINEERS AND SPECIALISTS DRAWINGS AND THE SPECIFICATION.

4. THE CONTRACTOR SHALL INCORPORATE ALL THE REQUIREMENTS OF THE
PRE-TENDER STAGE HEALTH & SAFETY PLAN.
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