TYPICAL BRICKWORK /
PARAPET SECTION
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1. Proposed Brickwork

2. Rockwool Insulation

3. Aluminium Anodised Capping on 18mm (min) marine ply sheathing and timber packers
with DPC and proprietary cavity barrier

4.210mm (2no layers) rigid mineral wool insulation board: Rockwool Hardrock Multi-Fix*
5. Polyethylene/polythene vapour control layer

6. Marine ply deck

7. Timber rafters and steelwork to Structural Engineer design (nominal 175mm deep)

8. Single layer 12.5mm high density plasterboard on metal frame: Gyproc SoundBloc*,
with skim coat and 3 layers matt emlusion: BG Thistle Multi Finish* / Dulux*

9. EPDM Membrane

10. Brick slip (To chosen manufacturer's details Whetherby or similar approved)
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General: Brick slip cladding and system to chosen manufacturer's
details Whetherby or similar approved.

TYPICAL PARAPET DETAIL

REFER TO STAGE 3 INFORMATION FOR PROPOSED DESIGN

1. Build-ups to achieve U-Value and
airtightness as determined by SAP Assessor!

2. Cladding, acoustic floors, and basement
waterproofing / tanking details are
preliminary and indicative; to Specialist
Sub-Contractor detailed design and
installation

3. All structural elements to Structural
Engineer design and specification

3. * Allnamed products are as stated. If
replaced at any time, products should be of
equal quality, durability and performance
and approved by the Client, Principal
Contractor, Architect, Structural Engineer,

TYPICAL BRICKSLIPS /
PARAPET SECTION
DETAIL

Approved Inspector and Warranty Provider
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4. All products and systems are to be
installed strickly to manufacturer's
recommendations and guidelines, and are
to meet the latest Building Regulations and
Warranty Provider requirements
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5. This is not a construction drawing / prior
to any Construction, planning permission,
Structural Engineer Input and a full set of
construction drawings are to be approved
by building control in order to commence
works
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8. IMPORTANT NOTES:

— This drawingis intended solely for the use of Material Studio Archite
(Company No. 1207163 nformation and presentation purp
n confidential and commercially sensitive information.

nlyand

ing or modification of it is strictly
G d by
Use of this or
eption we might lawfully carry
without terms are

To be read in conjuncti any relevant Structural Engineer's drawings and
any other consultant information

DO NOT SCALE from drawing, work to figured dimensions only. All dimensions
or prior to construction, report al

l’f Any existing dim: e to be checked by the

Contractor prior to commencement of th
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