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DRAWING TO BE READ IN CONJUNCTION 
WITH SCHEDULE 353 CD 3001

DIMENSIONS GIVEN ARE INDICATIVE ONLY 
AND ARE TO BE CHECKED ON SITE PRIOR 
TO FABRICATION
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NOTES

INTERNAL DOORS & SCREENS FROM STEEL W20 SECTIONS

ALL FRAMES TO BE PPC TO RAL 7016

GLAZING TO INTERNAL DOORS & SCREENS TO BE 6mm CLEAR 
TOUGHENED UNLESS NOTED OTHERWISE

DOORS TO INCLUDE HINGES AND LOCKCASE, OVERHEAD CLOSERS AND 
CONCEALED SHOOTBOLTS. HANDLES AND CYLINDERS TO BE SUPPLIED 
BY OTHERS

OVERHEAD CLOSERS TO BE FIXED TO PLATE ON HEADFRAME WITH ARM 
FIXED TO BRACKET ON HEAD OF DOOR LEAF. ALL TO BE PPC TO MATCH 
FRAMES. CLOSERS TO HAVE BACKCHECK HOLD OPEN FACILITY

DIMENSIONS ARE INDICATIVE AND BE CHECKED ON SITE PRIOR TO 
MANUFACTURE

GLAZED SCREEN TO Gnd FLOOR OFFICE PRIMARY 
ENTRANCE - NON FIRE RATED (TBC)

GLASS TO DOOR AND SIDE PANELS TO BE REEDED, 
CLEAR GLAZING TO OVERPANELS

OVERHEAD CLOSERS REQUIRED

GLAZED SCREEN TO Gnd FLOOR STAIRCASE ENTRANCE

SCREEN TO BE FD30 FIRE RATED WITH CLEAR GLAZING

OVERHEAD CLOSER REQUIRED
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