
FLOW CONTROL MANHOLE NOTES
1. ALL DIMENSION ARE IN MILLIMETERS

2. PRECAST CONCRETE UNITS TO BE BS5911 PART 200 AND TO BE
CONSTRUCTED WITH A MINIMUM CLASS 3 SULPHATE RESISTING
CEMENT

3. ALL INSITU CONCRETE TO BE GEN3 SULPHATE RESISTING CONCRETE

4. MATERIALS FOR JOINTING MANHOLE RINGS TO BE A RUBBER BITUMEN
COMPOUND OF APPROVED MANUFACTURER 'TOKSTRIP' OR SIMILAR.

5. ALL BRICKWORK TO BE CLASS B ENGINEERING -2 COURSES MIN:4
COURSES MAX; 225mm THICK

6. 20mm THICK GRANOLITHIC CONCRETE BENCHING TO BE BROUGHT UP
TO A DENSE SMOOTH FACE NEATLY SHAPED AND FINISHED TO ALL
BRANCH CONNECTIONS. WHERE BENCHING IS LESS THAN 450mm WIDE,
SLOPE TO BE 1:10; MORE THAN 450mm, 1:30

7. PIPES ENTERING MANHOLES TO HAVE A FLEXIBLE JOINT AS CLOSE AS
FEASIBLE TO OUTSIDE FACE OF ANY STRUCTURE INTO WHICH THE PIPE
IS BUILT IN ORDER TO FACILITATE MOVEMENT OF THE JOINT. THE
LENGTH OF THE NEXT PIPE (ROCKER PIPELINES, BEDDING, LAYING AND
JOINTING OF PIPES AND BACKFILING OF TRENCHES SHALL  BE IN
ACCORDANCE WITH THE W.S.A.SPEC 'SEWERS FOR ADOPTION' - 7TH
EDITION TOGETHER WITH ANY LOCAL AUTHORITY REQUIREMENTS.

COVER LEVEL
51.165m

D400 COVER AND FRAME MIN.
600 x 600 CLEAR OPENING
TO BS EN124

40 KN MORTAR OR RESIN, BED AND
HAUNCHING TO COVER AND FRAME.

2-4 COURSES SOLID ENGINEERING BRICKS,
PRECAST CONCRETE MASONRY UNITS OR

PRECAST CONCRETE COVER FRAME
SEATING RINGS.  MORTAR OR APPROVED

RESIN COMPOUND TO BE MIN. 40 KN

EYE BRACKET AND PULL HANDLE
FOR OPERATING ROPE

LIFTING EYES IN CONCRETE
RINGS TO BE POINTED

PIVOTING BY-PASS DOOR
OPERATING STEEL ROPE

PRECAST CONCRETE MANHOLE
SECTIONS, AND REINFORCED
PRECAST COVER SLAB AND
REDUCING SLAB TO BE BEDDED
WITH MORTAR, PROPRIETARY
BITUMEN, RESIN, MASTIC OR
SEALANT STRIPS THAT HAVE
THE APPROVAL OF THE PC
MANUFACTURER.

NEOPRENE RUBBER GASKET

HYDRO-BRAKE FLOW CONTROL
SHE-0101-5000-1289-5000
BY HYDRO INTERNATIONAL OR
APPROVED EQUIVALENT

PLASTIC ENCAPSULATED DOUBLE
STEP RUNS TO BS EN 13101 AT

250 SPACINGS

HAUNCHING

CONCRETE BASE GEN3 225THK
(SULPHATE RESISTING)

SURFACE OF JOINT
ROUGHENED TO PROVIDE KEY

150Ø OUTLET PIPE
CONTINUED TO VERTICAL
FACE OF MOUNTING BLOCK

MIN. 600mm ROCKER PIPE
WITH FLEXIBLE COUPLINGS

OUTLET
SPIGOT

150Ø OUTLET PIPE
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INVERT LEVEL
48.550m

FLOW CONTROL MANHOLE DETAIL

CONCRETE BASE TO BE BEDDED ON
WELL COMPACTED FORMATION  MADE
GROUND TO BE REMOVED & REPLACED
BY GRANULAR BEDDING MATERIAL50mm CONCRETE BLINDING

225Ø INLET PIPE
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1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
ALL RELEVANT ARCHITECT'S AND ENGINEER'S
DRAWINGS AND THE SPECIFICATIONS.

2. THIS DRAWING SHOULD NOT BE SCALED.
3. ALL DIMENSIONS ARE TO BE VERIFIED BY THE

CONTRACTOR ON SITE.
4. ALL DISCREPANCIES SHOULD BE REPORTED TO

C.A./E.A. PRIOR TO THE COMMENCEMENT OF WORKS.
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HYDROBRAKE DETAIL
ANCOATS GREEN

POLAND STREET ZONE
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