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01\ GROUND FLOOR DOOR DETAIL REFERENCE PLAN
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NON-ORIGINAL BOARDING TO BE CAREFULLY
REMOVED BACK TO EXTENT OF EXISTING
OPENING, ENSURING MINIMAL DAMAGE TO
EXISTING FABRIC

CONTRACTOR TO ALLOW FOR THE REMOVAL
OF THE CAFE BLOCKWORK WALL OPENING TO
SUIT EXISTING DOOR OPENING.

SE TO ADVISE ON LINTEL SPECIFICATION.
CONTRACTOR TO MAKE GOOD AROUND THE I
NEW DOORWAY ON THE CAFE SIDE

PROVIDING PAINTED HARDWOOD I
ARCHITRAVES (TO MATCH EXISTING PAINT
COLOUR) & DOOR INSET TO BE FRAMED AND
PAINTED IN HARDWOOD TIMBER TO MATCH
WALL COLOUR I

EXISTING TILES TO BE RETAINED AND

STRIPPED DOWN TO ORIGINAL FINISH, TO I
BE REPAIRED AND REGROUTED TO MATCH
ORIGINAL FINISH I

NEW CRITTAL STYLE DOOR TO BE INSTALLED
TO SUIT SIZE OF EXISTING OPENING

BOARDING OVER EXISTING OPENING TO BE I
CAREFULLY REMOVED BY HAND, ENSURING

MINIMAL DAMAGE TO EXISTING FRAME, I
READY FOR INSTALLATION OF NEW DOOR
WITHIN OPENING I

EXISTING SERVICES TO BE BOARDED IN TO
PROVIDE LOCKABLE SOLID DOORS AT HIGH I
LEVEL AND LOW LEVEL FOR ACCESS. WALL
FINISH TO BE PAINTED TO REFLECT WALL
FINISH PLAN 23-141-650 I
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SCALE - 1:20 @ A1

ELEVATION

EXISTING SERVICES TO BE REMOVED,
FIXINGS INFILLED AND WALL MADE GOOD
READY FOR REDECORATION. RETAINED
SERVICES TO BE REPOISITIONS TO CORNER
WALL WHERE THEY WILL BE PARTIALLY
OBSCURED BY NEW PARTITION

PAINT TO BE CARFEULLY STRIPPED BY
HAND FROM EXISTING DECORATIVE
CORNICE AND MAKE READY FOR
REDECORATION

EXISTING TILES TO BE CAREFULLY
STRIPPED OF PAINT BACK TO ORIGINAL
FINISH, ENSURING FEATURES ARE NOT
DAMAGED. ANY DAMAGED TILES TO BE
REPAIRED OR REPLACED AS REQUIRED
TO MATCH ORIGINAL DECORATION.

CONTRACTOR TO ALLOW FOR AN ALKALI
BASED REMOVER IS USED THAT IS
SUITABLE FOR HISTORIC GLAZED TILING
AND WILL NOT CAUSE ANY DAMAGE.
PAINT TO BE REMOVED IN FULL. ALLOW
TO CAREFULLY REMOVE EXISTING
GROUTING AND RE GROUT WITH
COLOUR TO MATCH THE ORIGINAL.

BOARDING OVER EXISTING OPENING
TO BE CAREFULLY REMOVED BY
HAND, ENSURING MINIMAL DAMAGE
TO EXISTING FRAME, READY FOR
INSTALLATION OF NEW DOOR
WITHIN OPENING

PAINT TO BE CARFEULLY STRIPPED BY
HAND FROM EXISTING SKIRTINGS AND
MADE READY FOR REDECORATION

N OTES ORIGINAL A1

DO NOT SCALE FROM THIS DRAWING.

ALL DIMENSIONS TO BE CHECKED ON SITE.

(DRAWINGS MAYBE SCALED FOR LOCAL AUTHORITY & PLANNING PURPOSE ONLY)
COPYRIGHT PROTECTED.

FOR PLANNING

DO NOT USE FOR CONSTRUCTION

CONSULTANT REFERENCES IN DRAWING:

STRUCTURAL - REF/REVISION

GENERAL NOTES:

THE CONTRACTOR IS NOT TO SCALE FROM THIS DRAWING BUT FOLLOW THE WRITTEN
FINISHED DIMENSIONS. ANY DISCREPANCIES BETWEEN THE DRAWING AND THE
OTHER CONTRACT DOCUMENTS OR ANY DISCREPANCIES WITHIN A DRAWING OR
BETWEEN DRAWINGS MUST BE REPORTED IMMEDIATELY TO THE ARCHITECT.

THE CONTRACTOR IS TO INSPECT THE SITE PRIOR TO TENDER AND IS RESPONSIBLE FOR
STRIPPING OUT IN ACCORDANCE WITH THE DRAWINGS ENSURING THAT THE WORK IS
UNDERTAKEN SAFELY.

THE CONTRACTOR WILL BE RESPONSIBLE FOR THE SETTING OUT OF THE WORKS.

CONTRACTOR IS TO ALLOW FOR ALL FIRE STOPPING THROUGH WALLS, CEILINGS AND
FLOORS.

THE ELECTRICAL INSTALLATION IS TO BE IN ACCORDANCE WITH THE CURRENT EDITION
OF THE IEE REGULATIONS AND ALL CABLING TO BE LSF.

THE CONTRACTOR IS RESPONSIBLE FOR THE DETAILED SERVICES DESIGN INCLUDING
LOADINGS, CABLE AND PIPEWORK ROUTES AND PIPEWORK / CABLE SIZING AND
SPECIFICATION. ALL CABLE TRAY, MS CONDUIT AND OTHER SERVICES ARE TO BE
EXPOSED BELOW SLAB/ CEILINGS.

ANY H&V PROPOSAL IS INDICATIVE ONLY AND THE SPECIALIST CONTRACTOR IS TO BE
RESPONSIBLE FOR THE DETAIL DESIGN & ALL SWITCH/ SOCKET OUTLETS TO COMPLY
WITH CLIENT'S STANDARD SPECIFICATION. ANY SOCKETS IN RETAIL AREA TO BE
FINISHED BRUSHED STAINLESS STEEL.

NOTE - ALL EXISTING FIRE RESISTING ENCLOSURES TO SERVICE RISERS TO BE
MAINTAINED OR MADE GOOD WHERE DISTURBED. NEW AND EXISTING CABLES,
PIPES,AND DUCTS PASSING THROUGH FIRE RESISTING CONSTRUCTION TO BE
ADEQUATELY FIRE STOPPED. NEW AND EXISTING DUCTWORK PASSING THROUGH
FIRE RESISTING CONSTRUCTION TO HAVE FIRE DAMPERS.

ANY WALL, CEILING LININGS TO BE TO EUROCLASS A (CLASS O EQUIVALENT).
CONTRACTOR AND SUPPLIERS OF SPECIALIST JOINERY/ EQUIPMENT TO ENSURE ALL
TIMBER MATERIALS ARE TREATED WITH FIRE RETARDANT FINISH TO ACHIEVE CLASS 0
RATING. MDF TO BE ACHIEVE CLASS 0 RATED.

CONTRACTOR AND SUPPLIERS OF SPECIALIST EQUIPMENT TO PROVIDE FIRE RATING
CERTIFICATES FOR ALL SPECIALIST LININGS AND LAMINATES TO BE USED FOR NWR
APPROVAL.

ALL PAINTS TO BE WATER BASED

ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR
CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.

DETAIL SUBJECT TO PLANNING CONFIRMATION ON DESIGN
ON DESIGN AND INTENT.
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ELEVATION

EXISTING BEAM TO ACT AS THE DATUM
FOR WHERE NEW STUDWORK TO SIT
COVERING SERVICES TO INCLUDE
LOCKABLE ACCESS HATCHES

HATCH INDICATES THE LEVEL OF
STUDWORK REQUIRED TO BOX ALL
SERVICES IN

RELOCATED SERVICES TO BE OBSCURED
BEHIND NEW STUDWORK WITH LOCKABLE
ACCESS HATCHES

EXISTING SERVICES TO BE BOARDED INTO
PROVIDE LOCKABLE SOLID DOORS AT HIGH
LEVEL AND LOW LEVEL FOR ACCESS. WALL
FINISH TO BE PAINTED TO REFLECT WALL
FINISH PLAN 23-141-650

NEW CRITTAL STYLE DOOR IN BLACK FINISH,
WITH REEDED GLAZING, WIDTH AND
HEIGHT SIZED TO SUIT EXISTING OPENING
REVEALS TO HAVE SOLID TIMBER FRAME
WORK TO CONTINUE THROUGH OPENING IN
A SINGULAR PIECE. CRITTAL DOOR TO HAVE
A SOLID TIMBER FRAMEWORK TO SIT
WITHIN EXISTING ARCHITRAVES.

ONLY NEW ARCHITRAVES WITHIN THE CAFE
SIDE WHICH SHOULD BE THE SAME PROFILE
AS THE EXISTING

EXISTING TILES TO BE RETAINED AND
STRIPPED BACK TO ORIGINAL FINISH, TO BE
REPAIRED AND RE GROUTED TO MATCH
ORIGINAL FINISH

TO AREA OF HISTORIC TILING WITHIN THE
CANAL SIDE, ALLOW FOR TO REMOVE THE
PAINT BUILD UP IN FULL WITH AN ALKALI
BASED REMOVER THATS SUITABLE FOR
HISTORIC GLAZED TILING AND WILL NOT
CAUSE ANY DAMAGE. PAINT TO BE

REMOVED IN FULL. ALLOW TO CAREFULLY
REMOVE EXISTING GROUTING AND
RE-GROUT WITH COLOUR TO MATCH
ORIGINAL

EXISTING FRAMES TO BE SANDED DOWN AND
REPAINTED, INTERNAL FACE TO BE PAINTED IN
BLACK TO MATCH CRITTAL DOORS

CAFE SIDE TO BE PAINTED TO MATCH EXISTING
WALL COLOUR

SKIRTINGS TO BE SANDED DOWN

AND REPAINTED, FINISH TBC

RECESSED PANEL DETAILS IN SOLID

FINISH TO MATCH LINE OF CRITTAL

GLAZING
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