
21

175

Assumed existing foam
insulation

Existing folded metal coping
to parapet.

Existing vertical VM zinc
interlocking panel.

38 8240

160 102.5

EXISTING DETAIL S01
SLAB EDGE 5TH FLOOR LEVEL
GRID 21
SCALE 1:5

350

A B C D

Existing foam insulation

Existing SFS

Existing Ancon mdc support
bracket and welded shelf angle
bolted to slab edge into cast in
dovetail channel.

Existing Ancon combi-deck
concrete floor with metal tray
retainer to slab edge

Note: Bearing of brickwork onto
shelf support varies widely,
pistol bricks present in some
locations with silicone joints
missing in others.

Note: cast in dovetail channel
level varies from location to
location. Any replacement shelf
support system to allow for
bespoke design of brackets to
allow alignment of brickwork
coursing.

Existing facing brick

DEFECTS IN SLAB
TO BE IDENTIFIED

21

175

Existing folded metal coping
to parapet to be re-used.

Existing vertical VM zinc
interlocking panel.

STRIP OUT DETAIL S01
SLAB EDGE 5TH FLOOR LEVEL
GRID 21
SCALE 1:5

DEFECTS IN SLAB
TO BE IDENTIFIED

Existing foam insulation to be removed

Existing SFS to be inspected by s.engineer and
reported back to the design team.

Existing Ancon mdc support bracket and
welded shelf angle bolted to slab edge to be
removed. Retain dovetail channel.

Existing Ancon combi-deck concrete floor with
metal tray retainer to slab edge. Retainer to be
cut off to top 100mm to ensure integrity and
insulation of proposed horizontal cavity fire
barriers

Assumed existing cavity tray to be removed

EXISTING BRICKWORK, TIES, ANCON
SUPPORT BRACKETS AND SHELF
SUPPORTS, CAVITY FIRE BARRIERS, D.P.C'S,
FOAM INSULATION TO BE REMOVED.
SEQUENCE OF WORK TO BE CARRIED OUT
FROM TOP TO BOTTOM ON BOTH TARIFF
STREET AND BREWER STREET, ONE FLOOR
AT A TIME DOWN TO PAVEMENT LEVEL.

STRUCTURAL ENGINEER AND/OR ANCON
ENGINEER  TO FULLY ASSESS, MEASURE
AND INVESTIGATE EXPOSED SLABS FOR
PROPOSED DESIGN/REMEDIATION AND
SUPPLY OF NEW REPLACEMENT ANCON
BRICKWORK SHELF SUPPORT SYSTEM.

Existing cavity fire barrier to be removed

Existing brickwork to be taken down and
removed from site.

21

Existing vertical VM zinc
interlocking panel.

INITIAL WEATHER PROOFING WORK DETAIL S01
SLAB EDGE 5TH FLOOR LEVEL
GRID 21
SCALE 1:5

ALL SLAB LEVELS TO BE DETERMINED

C/L OF ALL BOLT CHANNELS TO BE
DETERMINED

POSITIONS OF ALL SLAB EDGES ON
ALL LEVELS TO BE DETERMINED

164

SITE
VERIFY

31
0

FILL EXISTING SFS WITH 100mm (T.B.C)
THK ROCKWOOL FLEXISLAB ALL IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS.

PROVIDE AND FIX 12mm THK RCM
Y-WALL SHEATHING BOARD TO EXISTING
SFS ALL IN ACCORDANCE WITH
MANUFACTURERS RECOMMENDATIONS.
SEAL AROUND PERIMETER JOINTS WITH
BENX FR PRO SILICONE SEALANT ALL IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS.

SUPPLY AND FIX NEW OBEX CORTEX
0223FR BREATHER MEMBRANE WITH
OBEX CORTEX 0825 INSTALLATION KIT
FIXED IN ACCORDANCE WITH
MANUFACTURERS RECOMMENDATIONS

SUPPLY AND FIX NEW OBEX CORTEX
0200FR ISM WITH OBEX CORTEX 0210
ADHESIVE AND PRIMER IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS

SUPPLY AND FIX NEW OBEX CORTEX
0200FR ISM WITH OBEX CORTEX 0210
ADHESIVE AND PRIMER IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS

EXISTING COMBIDECK PLATE TO BE CAREFULLY
REMOVED (100mm WIDE) TO EXPOSE FAIR FACED
CONCRETE SLAB TO ENABLE FIXING OF CAVITY
BARRIERS IN ACCORDANCE WITH CAVITY BARRIER
TEST CRITERIA (CONCRETE) ALLOW FOR ANY
NON-COMBUSTIBLE REMEDIAL TREATMENT OF
EXPOSED CONCRETE WHERE MISSING OR
DEFECTIVE, TO ENSURE FACE IS SMOOTH AND
FLUSH READY FOR FITTING CAVITY BARRIERS.
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21

PROPOSED DETAIL S01
SLAB EDGE 5TH FLOOR LEVEL
GRID 21
SCALE 1:5

70

15

82

72.5

30
0 

m
ax

NOTE CARRY OUT ANY CONCRETE
SLAB REPAIRS PRIOR TO FITTING OF
OBEX ISM MEMBRANES.

ROCKWOOL DUO SLAB FIXED IN
ACCORDANCE WITH MANUFACTURERS
INSTRUCTIONS

ROCKWOOL FLEXI-SLAB

12mm RCM Y-WALL

CORTEX 0223FR BREATHER
MEMBRANE

FIT NEW MECHANICALLY FIXED CONTINUOUS
CAVITY FIRE BARRIER. 82mm TENMAT NVFB TO
SLAB EDGE TO ACHIEVE MIN 30/15 IE INSTALLED
IN ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS.

VISQUEEN ZEDEX NON-COMBUSTIBLE DPC
CAVITY TRAY MECHANICALLY FIXED TO
SHEATHING BOARD WITH CHANNEL

170

80

DETAILS BASED ON CURRENTLY
AVAILABLE INFORMATION. RE-DESIGN MAY
BE NECESSARY SHOULD NEW
INFORMATION BECOME AVAILABLE.

MOVEMENT JOINTS ARBO ARBOSIL
1090 ONE PART GUN APPLIED
SILICONE SEALANT COLOUR GREY.
REF SL9040CGR APPLIED OVER ARBO
2650 PRIMER AND BACKING ROD. 12mm
DIA. REF: FCFT12D IN ACCORDANCE
WITH MANUFACTURERS
INSTRUCTIONS.

NEW ANCON SHELF SUPPORT SYSTEM
DESIGNED BY SPECIALIST
SUB-CONTRACTOR IN CONJUNCTION
WITH LEVIAT AND STRUCTURAL
ENGINEER. LEVELS TO SUIT EXISTING
BRICKWORK COURSING AND WINDOW
HEAD AND CILL LEVELS. NOTE
EXISTING BRICKWORK COURSING IS
LESS THAN 75mm. BRACKETS TO
INCLUDE THERMAL BREAKS.

60

2 X  LAYERS OF 10mm THK PROCTOR
SPACETHERM A1 BLANKET EACH
LAYER MECHANICALLY FIXED TO SLAB
TO REDUCE EXPOSED COLD BRIDGE.
S/ENG TO PROVIDE INFO ON SUITABLE
SCREW FIXINGS AT 600 C/S.

350

ANCON 25/14 RESTRAINT SYSTEM WITH
STAND OFF CHANNELS FOR SD25
RESTRAINT TIES TO SUIT CAVITY WIDTH.
600mm MAX C/S. ST1 TIES.

STRUCTURAL ENGINEERS TO ASSESS AND
ADVISE ON CONDITION OF EXISTING SFS

25

175

25
102 40 120

102.5

Existing foam insulation

Existing SFS

38 82

EXISTING DETAIL S02
SLAB EDGE 1ST - 4TH FLOOR LEVEL
GRID A
SCALE 1:5

Existing Ancon mdc support
bracket and welded shelf angle
bolted to slab edge into cast in
dovetail channel. Condition and
detail to be ascertained.

Assumed existing vapour barrier

Existing Ancon combi-deck
concrete floor with metal tray
retainer to slab edge

Assumed existing cavity tray

Note: Bearing of brickwork onto
shelf support varies widely,
pistol bricks present in some
locations with silicone joints
missing in others.

Note: cast in dovetail channel
level varies from location to
location. Any replacement shelf
support system to allow for
bespoke design of brackets to
allow alignment of brickwork
coursing.

175

25
102

Existing foam insulation to be removed

Existing SFS to be inspected by s.engineer and
reported back to the design team.

STRIP OUT DETAIL S02
SLAB EDGE 1ST - 4TH FLOOR LEVEL
GRID A
SCALE 1:5

Existing Ancon mdc support bracket and
welded shelf angle bolted to slab edge to be
removed. Retain dovetail channel.

Assumed existing vapour barrier to be
retained

Existing Ancon combi-deck concrete floor with
metal tray retainer to slab edge. Retainer to be
cut off to top 100mm to ensure integrity and
insulation of proposed horizontal cavity fire
barriers

Assumed existing cavity tray to be removed

EXISTING BRICKWORK, TIES, ANCON
SUPPORT BRACKETS AND SHELF
SUPPORTS, CAVITY FIRE BARRIERS, D.P.C'S,
FOAM INSULATION TO BE REMOVED.
SEQUENCE OF WORK TO BE CARRIED OUT
FROM TOP TO BOTTOM ON BOTH TARIFF
STREET AND BREWER STREET, ONE FLOOR
AT A TIME DOWN TO PAVEMENT LEVEL.

STRUCTURAL ENGINEER AND/OR ANCON
ENGINEER  TO FULLY ASSESS, MEASURE
AND INVESTIGATE EXPOSED SLABS FOR
PROPOSED DESIGN/REMEDIATION AND
SUPPLY OF NEW REPLACEMENT ANCON
BRICKWORK SHELF SUPPORT SYSTEM.

Existing cavity fire barrier

Existing cavity fire barrier to be removed

Existing brickwork Existing brickwork to be taken down and
removed from site.

ALL SLAB LEVELS TO BE DETERMINED

C/L OF ALL BOLT CHANNELS TO BE
DETERMINED

POSITIONS OF ALL SLAB EDGES ON
ALL LEVELS TO BE DETERMINED

87.5

SITE
VERIFY

SITE
VERIFY

SITE
VERIFY

INITIAL WEATHER PROOFING WORK DETAIL S02
SLAB EDGE 1ST - 4TH FLOOR LEVEL
GRID A
SCALE 1:5

A B C

31
0

FILL EXISTING SFS WITH 100mm (T.B.C)
THK ROCKWOOL FLEXISLAB ALL IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS.

PROVIDE AND FIX 12mm THK RCM
Y-WALL SHEATHING BOARD TO EXISTING
SFS ALL IN ACCORDANCE WITH
MANUFACTURERS RECOMMENDATIONS.
SEAL AROUND PERIMETER JOINTS WITH
BENX FR PRO SILICONE SEALANT ALL IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS.

SUPPLY AND FIX NEW OBEX CORTEX
0223FR BREATHER MEMBRANE WITH
OBEX CORTEX 0825 INSTALLATION KIT
FIXED IN ACCORDANCE WITH
MANUFACTURERS RECOMMENDATIONS

SUPPLY AND FIX NEW OBEX CORTEX
0200FR ISM WITH OBEX CORTEX 0210
ADHESIVE AND PRIMER IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS

SUPPLY AND FIX NEW OBEX CORTEX
0200FR ISM WITH OBEX CORTEX 0210
ADHESIVE AND PRIMER IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS

PROPOSED DETAIL S02
SLAB EDGE 1ST - 4TH FLOOR LEVEL
GRIDA
SCALE 1:5

D

NOTE CARRY OUT ANY CONCRETE
SLAB REPAIRS PRIOR TO FITTING OF
OBEX ISM MEMBRANES.

102.5

MOVEMENT JOINTS ARBO ARBOSIL
1090 ONE PART GUN APPLIED
SILICONE SEALANT COLOUR GREY.
REF SL9040CGR APPLIED OVER ARBO
2650 PRIMER AND BACKING ROD. 12mm
DIA. REF: FCFT12D IN ACCORDANCE
WITH MANUFACTURERS
INSTRUCTIONS.

ROCKWOOL DUO SLAB FIXED IN
ACCORDANCE WITH MANUFACTURERS
INSTRUCTIONS

CORTEX 0223FR BREATHER
MEMBRANE

CORTEX 0200FR ISM

NEW ANCON SHELF SUPPORT SYSTEM
DESIGNED BY SPECIALIST
SUB-CONTRACTOR IN CONJUNCTION
WITH LEVIAT AND STRUCTURAL
ENGINEER. LEVELS TO SUIT EXISTING
BRICKWORK COURSING AND WINDOW
HEAD AND CILL LEVELS. NOTE
EXISTING BRICKWORK COURSING IS
LESS THAN 75mm. BRACKETS TO
INCLUDE THERMAL BREAKS.

FIT NEW MECHANICALLY FIXED CONTINUOUS
CAVITY FIRE BARRIER. 82mm TENMAT NVFB TO
SLAB EDGE TO ACHIEVE MIN 30/15 IE INSTALLED
IN ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS.

70

15
EXISTING COMBIDECK PLATE TO BE CAREFULLY
REMOVED (100mm WIDE) TO EXPOSE FAIR FACED
CONCRETE SLAB TO ENABLE FIXING OF CAVITY
BARRIERS IN ACCORDANCE WITH CAVITY BARRIER
TEST CRITERIA (CONCRETE) ALLOW FOR ANY
NON-COMBUSTIBLE REMEDIAL TREATMENT OF
EXPOSED CONCRETE WHERE MISSING OR
DEFECTIVE, TO ENSURE FACE IS SMOOTH AND
FLUSH READY FOR FITTING CAVITY BARRIERS.

VISQUEEN ZEDEX NON-COMBUSTIBLE DPC
CAVITY TRAY MECHANICALLY FIXED TO
SHEATHING BOARD WITH CHANNEL

82

30
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m
ax10
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72.5

Existing facing brick

DEFECTS IN SLAB
TO BE IDENTIFIED

DEFECTS IN SLAB
TO BE IDENTIFIED

shim

80

80

2 X  LAYERS OF 10mm THK PROCTOR
SPACETHERM A1 BLANKET EACH
LAYER MECHANICALLY FIXED TO SLAB
TO REDUCE EXPOSED COLD BRIDGE.
CUT AROUND BRACKETS. S/ENG TO
PROVIDE INFO ON SUITABLE SCREW
FIXINGS AT 600 C/S.

60

A A A A

350

ANCON 25/14 RESTRAINT SYSTEM WITH
STAND OFF CHANNELS FOR SD25
RESTRAINT TIES TO SUIT CAVITY WIDTH.
600mm MAX C/S. ST1 TIES.

NEW BRICKWORK WITH NATURAL
MORTAR. JOINT TO PLANNING
APPROVAL.

STRUCTURAL ENGINEERS TO ASSESS AND
ADVISE ON CONDITION OF EXISTING SFS

25

DETAILS BASED ON CURRENTLY
AVAILABLE INFORMATION. RE-DESIGN MAY
BE NECESSARY SHOULD NEW
INFORMATION BECOME AVAILABLE.

102.5

A

175

Assumed existing foam
insulation

Existing folded metal coping
on 12mm ply to parapet.

38 8240

160 102.5

EXISTING DETAIL S01
SLAB EDGE 5TH FLOOR LEVEL
GRID A
SCALE 1:5

350

A B C D

Existing foam insulation

Existing SFS

Existing Ancon mdc support
bracket and welded shelf angle
bolted to slab edge into cast in
dovetail channel.

Existing Ancon combi-deck
concrete floor with metal tray
retainer to slab edge

Note: Bearing of brickwork onto
shelf support varies widely,
pistol bricks present in some
locations with silicone joints
missing in others.

Note: cast in dovetail channel
level varies from location to
location. Any replacement shelf
support system to allow for
bespoke design of brackets to
allow alignment of brickwork
coursing.

Existing facing brick

DEFECTS IN SLAB
TO BE IDENTIFIED

A

175

Existing folded metal coping
to parapet to be REMOVED

STRIP OUT DETAIL S01
SLAB EDGE 5TH FLOOR LEVEL
GRID A
SCALE 1:5

DEFECTS IN SLAB
TO BE IDENTIFIED

Existing foam insulation to be removed

Existing SFS to be inspected by s.engineer and
reported back to the design team.

Existing Ancon mdc support bracket and
welded shelf angle bolted to slab edge to be
removed. Retain dovetail channel.

Existing Ancon combi-deck concrete floor with
metal tray retainer to slab edge. Retainer to be
cut off to top 100mm to ensure integrity and
insulation of proposed horizontal cavity fire
barriers

Assumed existing cavity tray to be removed

EXISTING BRICKWORK, TIES, ANCON
SUPPORT BRACKETS AND SHELF
SUPPORTS, CAVITY FIRE BARRIERS, D.P.C'S,
FOAM INSULATION TO BE REMOVED.
SEQUENCE OF WORK TO BE CARRIED OUT
FROM TOP TO BOTTOM ON BOTH TARIFF
STREET AND BREWER STREET, ONE FLOOR
AT A TIME DOWN TO PAVEMENT LEVEL.

STRUCTURAL ENGINEER AND/OR ANCON
ENGINEER  TO FULLY ASSESS, MEASURE
AND INVESTIGATE EXPOSED SLABS FOR
PROPOSED DESIGN/REMEDIATION AND
SUPPLY OF NEW REPLACEMENT ANCON
BRICKWORK SHELF SUPPORT SYSTEM.

Existing cavity fire barrier to be removed

Existing brickwork to be taken down and
removed from site.

A

INITIAL WEATHER PROOFING WORK DETAIL S01
SLAB EDGE 5TH FLOOR LEVEL
GRID A
SCALE 1:5

ALL SLAB LEVELS TO BE DETERMINED

C/L OF ALL BOLT CHANNELS TO BE
DETERMINED

POSITIONS OF ALL SLAB EDGES ON
ALL LEVELS TO BE DETERMINED

31
0

SUPPLY AND FIX NEW OBEX CORTEX
0200FR ISM WITH OBEX CORTEX 0210
ADHESIVE AND PRIMER IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS

SUPPLY AND FIX NEW OBEX CORTEX
0200FR ISM WITH OBEX CORTEX 0210
ADHESIVE AND PRIMER IN
ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS

EXISTING COMBIDECK PLATE TO BE CAREFULLY
REMOVED (100mm WIDE) TO EXPOSE FAIR FACED
CONCRETE SLAB TO ENABLE FIXING OF CAVITY
BARRIERS IN ACCORDANCE WITH CAVITY BARRIER
TEST CRITERIA (CONCRETE) ALLOW FOR ANY
NON-COMBUSTIBLE REMEDIAL TREATMENT OF
EXPOSED CONCRETE WHERE MISSING OR
DEFECTIVE, TO ENSURE FACE IS SMOOTH AND
FLUSH READY FOR FITTING CAVITY BARRIERS.
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PROPOSED DETAIL S01
SLAB EDGE 5TH FLOOR LEVEL
GRID A
SCALE 1:5

70

15

82

72.5

30
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m
ax

NOTE CARRY OUT ANY CONCRETE
SLAB REPAIRS PRIOR TO FITTING OF
OBEX ISM MEMBRANES.

ROCKWOOL DUO SLAB FIXED IN
ACCORDANCE WITH MANUFACTURERS
INSTRUCTIONS

FIT NEW MECHANICALLY FIXED CONTINUOUS
CAVITY FIRE BARRIER. 82mm TENMAT NVFB TO
SLAB EDGE TO ACHIEVE MIN 30/15 IE INSTALLED
IN ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS.

VISQUEEN ZEDEX NON-COMBUSTIBLE DPC
CAVITY TRAY MECHANICALLY FIXED TO
SHEATHING BOARD WITH CHANNEL

80

DETAILS BASED ON CURRENTLY
AVAILABLE INFORMATION. RE-DESIGN MAY
BE NECESSARY SHOULD NEW
INFORMATION BECOME AVAILABLE.

MOVEMENT JOINTS ARBO ARBOSIL
1090 ONE PART GUN APPLIED
SILICONE SEALANT COLOUR GREY.
REF SL9040CGR APPLIED OVER ARBO
2650 PRIMER AND BACKING ROD. 12mm
DIA. REF: FCFT12D IN ACCORDANCE
WITH MANUFACTURERS
INSTRUCTIONS.

NEW ANCON SHELF SUPPORT SYSTEM
DESIGNED BY SPECIALIST
SUB-CONTRACTOR IN CONJUNCTION
WITH LEVIAT AND STRUCTURAL
ENGINEER. LEVELS TO SUIT EXISTING
BRICKWORK COURSING AND WINDOW
HEAD AND CILL LEVELS. NOTE
EXISTING BRICKWORK COURSING IS
LESS THAN 75mm. BRACKETS TO
INCLUDE THERMAL BREAKS.

60

2 X  LAYERS OF 10mm THK PROCTOR
SPACETHERM A1 BLANKET EACH
LAYER MECHANICALLY FIXED TO SLAB
TO REDUCE EXPOSED COLD BRIDGE.
CUT AROUND BRACKETS. S/ENG TO
PROVIDE INFO ON SUITABLE SCREW
FIXINGS AT 600 C/S.

350

STRUCTURAL ENGINEERS TO ASSESS AND
ADVISE ON CONDITION OF EXISTING SFS

25

Existing galv balustrade

Existing timber decking to be
retained. 12mm thk RCM Y-WALL TO CLOSE WALL

PROVIDE AND FIX NEW 2mm THK 5000
GRADE P.P.C CAPPING.
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NOTES
· All dimensions and levels are to be checked on site.

· Any discrepancies are to be reported to the architect
before any work commences

· This drawing shall not be scaled to ascertain any
dimensions. Work to figured dimensions only.

· This drawing shall not be reproduced without express
written permission from AEW.

· Title overlay drawings and ownership boundaries are
produced using all reasonable endeavors. AEW cannot
be responsible for the accuracy or scale discrepancy of
base plans supplied to them.

· All works are to be undertaken in accordance with
Building Regulations and the latest British Standards.

· All proprietary materials and products are to be used
strictly in accordance with the manufacturers
recommendations.
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Sheet 1
BRICKWORK SFS WALLS
EXISTING AND PROPOSED DETAILS

M1 2ED
3-5 Brewer Street, Manchester
Vantage Quay

Rider Levett Bucknall

RIBA Stage 5

For Construction

CDM_PD_Date_A0

Name

Existing building information is based on “Record Drawings” provided by Conran
& Partners. This information may not be a true reflection of what was actually built
on site and as such Appointed Main Contractors are to undertake their own on
site investigations in order to satisfy themselves that the information provided
within this document is an accurate representation of the building and to verify
wall and floor types construction build up.. It is assumed that the existing internal
linings which are to be retained incorporate a vapour control layer.

Conran & Partners drawing reference:           
'6512 (25)11_Zinc Cladding to Stair Cores - Typical Details'

Revision: -              Issue Date: 24/09/04

P04 13/12/21 MM DJ

Horizontal fire barrier spec changed to hilti recommendations

C01 11/03/22 SPF DJ

Issued for Construction

C02 02/08/22 MRM DJ

Issued for Construction. Cavity Barriers changed from Hilti to
Tenmat. Cavity trays changed from ICS to visqueen, notes added
about combideck, shelf support bearing etc

C03 10/08/22 MRM DJ

All details updated to tenmat fire barriers and added steel column
and slab edge fire board encasement for a picture framing strategy

C04 10/08/22 MRM DJ

Note updated on insulation type within cavity wall

C05 31/08/22 SPF DJ

Additional layer of assumed insulation noted (as clouded)

C06 05/09/22 MRM DJ

Tenmat cavity barrier changed to from 100 to 82mm

C07 21/10/22 EO DJ

Updated following design review

C08 26/10/22 EO DJ

Tenmat cavity barrier gap reduced from 44mm to 25mm

C09 05/02/24 MM DJ

Drawings revised for replacement of brickwork

C10 15/02/24 MM DJ

Drawings revised for replacement of brickwork

C11 19/03/24 MM DJ

Capping detail revised to casey site dims

C12 04/04/24 MM DJ

Issued For Planning
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